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PREFACE. 


In previous Reports the Geological formations older than 
the Carboniferous, have been more particularly treated, and 
in accordance with the plan followed heretofore, of examin- 
ing and reporting upon the formations in the order of their 
Geological age, the present volume will. be devoted princi- 
pally to the Carboniferous formation of the State. i 

The field work of the past season has been carried on in 
the Sub-Carboniferous areas of North Alabama and of 
Brown’s Valley, and in the Coal-Measures of the Warrior 
Basin. l : 

Whilst the geological structure of the terranes of other 
formations, can often be made out from natural sections, and 
without the aid of excavations, in the Coal-Measures the case 
is quite different, for the reason that the most exact knowl- 
edge is necessary of the thickness and relative position of 
the various seams of a field, and the Coal, being the softest 
and most easily eroded of the rocks, is always found covered 
with soil and other débris which have to be removed before 
it can be laid bare for inspection and measurement. . 

The sum appropriated by the State is barely sufficient to 
pay for ordinary expenses, leaving nothing for such work as 
would be absolutely necessary for the thorough exploration 
of a coal-field. I feel constrained to make this explanation, 
lest I should be thought responsible for the meagreness of 
the details concerning the coal seams, and the second-hand 
nature of many of the statements concerning their occur- 
rence and thickness. o 

The maps accompanying this report, have been engraved 
and printed in the most satisfactory manner by Mr. JuLrus 
Bren, the topography having been taken mainly from the 
large State map of Col. D. H. Cram, who has kindly allowed 
this use to be made of it. 
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In the coloring I bave departed from the usual custom of 
representing the Stratified Drift deposits, either by dotting 
the formations which they cover, cr by leaving them out 
altogether as formation represented by a distinct color. My 


* reason for this has been that in the Western parts of Fayette 


and Marion counties, the thickness of these beds is so great 
that the underlying formations have not yet in all cases been 
determined, and I have thought it best, where the Drift beds 
form the surface, and the underlying formations cannot be 
ascertained, to represent it so on the map. 

The line of junction of Paleozoic and Cretaceous beds 
underneath this bed of sands and pebbles, will doubtless be 
traced out after some further examination, and the maps 
can then easily be changed. 

Mr. Henry McCattey, of Huntsville, besides making for 
the Survey the analyses found in the body of this Re- 
port, has rendered- very efficient aid in the field during the 
past season. 

To Mr. T. H. Arorick, of Birmingham, I am particularly , 
indebted for the information concerning the Coal-Measures 
of Jefferson County. 

- The ALABAMA Great SOUTHERN and the Sourn AND NorTH 
ALABAMA Rar Roaps have again placed the Survey under 
obligations for courtesies shown. . 

Finally, to the many citizens who have so kindly and in 
so many ways assisted in the prosecution of the work in the 
field, grateful acknowledgments are hereby made. 

' EUGENE A. SMITH. 
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REPORT. 


CHAPTER 1 
BASIN OF THE TENNESSEE IN NORTH ALABAMA, 


By the term basin of the Tennessee, I mean to include in 
what follows, not only the immediate valley of that river, but 
also the whole country drained by its tributaries. ~ 

Under this definition, therefore, it will embrace an area on 
both sides of the Tennessee, from the State line on the north 
to the Coal Measures of the Warrior Field on the south. 

That part of North Alabama in Jackson county, in which 
the river flows down the prolongation of the great Sequatchee 
valley, from Bridgeport to Guntersville, whilst it might 
properly be included in the hydrographic basin of the Ten- 
nessee, is much more naturally described in connection with 
Brown's valley. 

I shall therefore, in the sequel, in speaking of this basin, 
describe only.that part of it lying west of the Sequatchee or 
Brown’s valley fold, beginning where the Tennessee breaks 
through the rim of the valley below Guntersville. 

The average width from north to south of this drainage 
area, is about 45 miles. 

The general features of the basin are those ofa plain 12-15 


miles wide, the valléy of the Tennessee, through which the 


river flows in its tortuous path ; the valley bounded both on. 
the north and on the south, by hilly, and in some places al- 
most mountainous country; the hills like the valley belong- 
ing to the same system, the configuration of the whole area 
being thé result of erosion during long geological periods, 
by waters whose present representatives are the Tennessee 
and its tributaries, 
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On the north the Highland Rim of Tennessee comes down 
into Alabama, forming the elevated country north of the Ten- 
nessee. This area is sub-divided, from an agricultural stand- 
point, into the “Barrens,” and the more fertile portions. 

The “Barrens” form a narrow belt in the extreme northern 
part of the State, characterized by a light colored siliceous. 
. soil which is not generally under cultivation. Within this 

division, however, are tracts with calcareous fertile soils. 

South of the “Barrens,” is the belt in which is included 
the valley proper of the Tennessee. The soil in this portion 
is calcareous, usually colored deep red, and is generally un- 
der eultivation. The face of the country is almost level, 
with the uniformity broken here and there by slight eleva- 
tions, generally covered with trees and made up of fragments 
of chert. Upon these knolls are frequently situated the : 
handsome dwellings of the planters. 

Throughout this entire area sink-holes and caves are com- 
mon and almost characteristic. l 

A second belt of the same character is found south of the 

main Tennessee valley, between what are known as the Iit- - 
tle Mountains and the Main or Sand Mountain. Russell's 
and Moulton Valleys are here included. 

Séparating the Tennessee valley from the parallel valleys 
just mentioned, is a belt of mountainous country which in- 
creases in height and is more widely separated from the 
main mountain as we go westward. 

Thus in Morgan county south of Whitesburg, the Little 
Mountains are wanting as a distinct range, whilst in Lawrence 
and Franklin counties they become a prominent feature, sep- 
arated from the main ridge by wide and fertile valleys. 


GEOLOGICAL FEATURES. 


The description of the geological structure of North Alabama, will, it is hoped, be made clear by the sub- 
joined figure, which represents a general section north and south from the Tennessee line to the Coal Measures 
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EXPLANATIONS. 


I, Silurian. IL Black Shale. IEL Lower Silieeous, IV. Upper Siliceous. V. Mountain Limestone, VI. Coal Measures. a. Sand Mountain, 
b. Moulton. e. Big Nance Oreek. d. Mountain Home. e. Courtland. f. Tennessee River. g. “Barrens.” Seale.—Horizontal, 1 inch =6 miles ; 


vertical, I inch = 1000 feet. \ 
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Below is given, in tabulated form, the geological forma- 
tions of this part of the State, with their equivalents in other 
States. The numbering is the same as that of the figure 

. above. 


FoRMATIONS. | GROUPS. EQUIVALENTS, 
QUATERNARY ...... .... Vil. Stratified Drift...... Orange Sand of Hilgard. 
CARBONIF. or Coat Mzas.| VL Coal Measures..... Coal Measures. 

3 
UPPER SuB-CARBONIF...| V. 2 Mountain Limestone.¡Chester Group. 
(i 
. ( IV. Upper Siliceous..... St. Louis or Coral Lime- 
- LOWER Sus-CARBONIHE... [stone. 
. IH. Lower Siliceous.... |Keokukand Burlington. 
DEVONIAN. cast IL Black Shale......... Genessee Shale. 
I. Niagnram.....4.. 95 Niagara. 
SILURIAN... 2.2... sees i 
(?). Hudson River ..... udson River. 


The most important and widely distributed of these form- 
ations is the Sub-Carboniferous. It has been most closely 
studied in some of the Western States, particularly in Ili- 
nois, and, for this reason, the names given by the Western 
geologists, have been retained in the column of equiva- 
lents, wherever the identity of our rocks with those of the 
west has been recognized. 


Lithological Characters and Distribution. 


I. SiLurraN.—The rocks of this formation in North Ala- 
bama, are, beginning below, (1) a dark-colored earthy lime- 
stone, (2) gray magnesian limestone, and (8) bluish gray 
sandstone. The limestone (1) at the bottom of the series is 
supposed to belong to the Hudson River group of Lower 
Silurian; the other beds are members of the Niagara group 
of Upper Silurian. ) 

These beds are exposed only in the bluffs of streams such 
as Elk River, Second Creek, Blue Water and Shoal Creek, 
which have their sources within the Tennessee line. The 
slight southern dip of the strata brings these lower forma- 
tions nearer the surface in the extreme northern part of the 


State, so that they are within the reach of the denuding 
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waters of these streams. This is shown by the figure abova 
given. Further south, the same strata pass under the overly- 
ing beds, and do not make their appearance again, until they 
emerge in the anticlinals of middle Alabama, on the other 
(southern) side of the Warrior Basin. The thickness of 
these beds in North Alabama is about 150 feet. 

ll. Brack SHALE.—This is in Alabama the only represen- 
tative of the Devonian System which is so well developed in 
the more northern States. It is a black bituminous shale 
with nodules of iron pyrites, generally poor in fossils, though 
occasionally in Lauderdale county, according to Prof. Tuo- 
mey, where the lower layers of this formation are siliceous, 
_ they are characterized by an abundance of a small brachiopod 
shell of the genus lingula. The average thickness is 6-8 feet, 
though it rises to 15 feet in some localities. 

This bedglike the underlying Silurian rocks, is exposed in 
the banks and bluffs of the little streams which flow into the 
Tennessee from the north. Mr. Thomas. Hatch, formerly of 
Florence, states that he has discovered the Black Shale on 
the Tennessee river, four miles east of Florence ; this, so far 
as yet known, is its most southern exposure in North Ala- 
bama. This formation, like the Niagara, passes under the 
limestones of the Tennessee valley, and the Coal Measures, 
and emerges again in the anticlinals already mentioned. 

IIl. Lower Suaickous, KEOKUK AND BURLINGTON BEDS, 
“BARREN” Group.—The rocks of this lowest division of the 
Sub-Carboniferous formation, are, next above the Black Shale. 
lst, a gray crinoidal limestone, full of fragments of stems of 
encrinites, form which circumstance it gets its name encrinital 
limestone. The character of this rock varies with the locality, 
from a pure sparry, almost crystalline limestone, admirably 
adapted to architectural purposes, to an impuré argillaceous ' 
shaly limestone, becoming sometimes almost a calcareous 
shale.’ In many places it takes the form of a siliceous lime- 
stone filled with crinoidal stems, and sometimes, according 
to Prof. Tuomey, it becomes an ordinary coarse sandstone. 
The thickness is variable, in some places, being 100 feet or 
more. 
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Above this, occurs a series of siliceous strata, having some-. 
times a thickness of 200 feet. These beds are regularly 
stratified, and may be defined in general terms as siliceous 
limestones. The character of the rocks varies from impure 
> limestone, to hornstone or flint ; the most common form be- 
mg a coarse cherty rock. | 

The crinoidal limestone (lowest bed) is shown along the 
banks of streams north of the Tennessee, and also in many 
localities, in the bluffs of that river. It has been much used 
in the construction of the locks of the Muscle Shoals Canal. 

The siliceous beds are well exposed in most of the bluffs, 
where the limestone occurs, and in addition, they form the 
surface rocks over considerable territory along the northern , 
boundary of the State, forming the so-called *Barrens."— 
This term does not imply absolute sterility of soil, but it is 
used rather to mark the distinction between these and the 
more fertile areas, in which the St. Louis limestone makes 
the surface. As the rocks of this group vary from impure 
limestones to bedded cherts, so the soils derived from them 
show varying degrees of fertility. Within the Barrens are 
many tracts in a high state of cultivation, with fertile calca- 
reous soils. | 

The frequent occurrence of hard flinty strata in this forma- 
is the cause of. the rugged, broken surface of the country 
made by it. Where itis best exposed in the Tennessee river, 
it forms the Muscle Shoals, which have been so well deserib- 
ed by Prof. Tuomey. 

South of the Tennessee, these beds pass below the overly- 
ing strata, to make their appearance again beyond the War- 
rior Coal Field. . | 

IV.. UPPER SILICEOUS, Sr. Louis or Conan LimesTONE.— 
This is, in many respects, the most important formation of 
North Alabama, for from it are derived the soils which have 
made the valley of the Tennessee one of the best farming 
areas in the State. The rocks as a whole, are cherty lime- 
stones, fossiliferous, and sometimes argillaceous. The chert 
of this division is generally easily recognized, being found 
in nodular masses which are “usually highly fossiliferous, 
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abounding in lace-like bryogoa.” A large coral, Lithostrotion 
Canadense, is one of the most characteristic fossils and from 
it the formation gets its name. 

The country made by this formation is generally level, 
with low knobs formed of fragments of chert, remnants of 
the cherty portions of the limestone. These chert masses 
are nearly always highly fossiliferous, they are sometimes 
much decomposed, weathering occasionally to a white, chalky 
looking siliceous powder. The soil overlying the St. Louis 
limestone is usually colored deep red and orange by iron 
oxide which has come from the limestone and chert. 

Over much of the St. Louis limestone area the iron oxide 
has accumulated in banks which are sometimes extensive 
enough to justify working. Instances of the occurrence of 
these ore-banks, together with analyses of the ores, will be 
found below in the proper places. 

The limestones of this formation appear to have suffered 
subterranean erosion to a greater extent than those of any 
other except perhaps the Quebec or Knox Dolomite. 

Asa consequence sink-holes, caves, underground streams, 
and “big springs” become almost characteristic of the St. 
Louis group. 

Some of the caves are inhabited by great numbers of bats, 
whose excrements cover the floors sometimes to the depth of 
several inches. This substance might perhaps be profitably 
used as a manure. 

The following analysis by Mr. Henry .McCalley will show 
its composition: 


Analysis of Bat Guano from North Alabama. 


MOISUOEB adios ... 61.016 
Combined Water and Volatile Organic Matter ipn aho 26.473 
Phosphoric Ácid......... ce cece cee enn c. 2270 
SulpBurió- Acid vaso beUo eee en dus we 217 
AMMON ieee ade: (ls tale rios aed iris 668 
Nitrogen, existing as Uric Acid, diC........o...... ee 9.198 
A ipe arch O ertet e 1.594 
Macnol cs o bad edades 171 
Potash and Soda........ ...... MT: 1.450 
Insoluble Matter, Sand, &e..................... ,.. 336 


99.923. 
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The St. Louis limestone occurs as the surface rock on both 
sides of the Tennessee river, forming the floor of the valley 
proper. This valley is bounded north: by the hilly country 
formed by the Lower Siliceous rocks, and south by the Little 
* Mountains, which are mere outliers of the main elevated 
plateau capped by the Coal Measures, and known as “the 
Mountain," or “Sand Mountain.” Between the two moun- 
tain ranges, as will be seen by the figure, the St. Louis lime- 
stone is exposed again by denudation, and forms the surface 
in Moulton and Russell’s valleys. 

Both the upper and lower members of the Siliceous group 
pass under the Coal Measures, and reappear again in the 
anticlinal valleys further south; but there in diminished . 
thickness, and not distinct from each other, the whole forma- 
tion (siliceous) being cherty and fossiliferous. The thick- 
ness of the St. Louis limestone in North Alabama, will average 
perhaps 150 feet. 

V. MOUNTAIN LIMESTONE, CHESTER Gnour.— This upper or 
calcareous member of the Sub-Carboniferous formation, is 
composed of limestones and shales with one bed of sand- 

stone. The whole thickness of the group is between 650 and 
. 700 feet in the eastern part of the valley near Huntsville, 
whilst it thins out westward to 100-150 feetin Lawrence and. 
Franklin counties, with, exceptionally, a thickness of 350 feet. 

The characters of the beds change also with the thickness, | 
for near Huntsville they are mostly heavy bedded fossilife- 
rous limestones with some shales, the sandstone bed being 
quite thin. In Lawrence, Colbert and Franklin counties, the 
limestones thin out and the sandstone bed becomes promi- 
nert, having often a thickness of 75 feet. In these western 
counties also, the sandstone bed is sometimes duplicated, 
the two parts being separated by limestone. 

The Mountain limestone, as its name implies, outcrops (a) 
along the slopes of the spurs of the Cumberland Mountains 
in Madison county; and along the northern slopes of Sand 
. Mountain in Morgan, Lawrence, and Franklin counties ; also 
(b) on both slopes of the Little Mountains in Morgan, Law- 
rence and Colbert counties, 
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In the localities (a), it outcrops from beneath the sand- 
stones and conglomerates of the Coal Measures, the inter- 
bedded sandstone (2), of the formation, forming generally a 
bench or bluff at some distance below the crest of the moun- 
tains. 

In the localities (b), the formation makes up the principal 
mass of the Little Mountains, the sandstone bed (2) itself 
forming the cap of the mountain. 

In Colbert county where such streams as Spring, Little 
Bear, Caney, and Buzzard Roost Creeks, have cut through 
the Little Mountains, they flow through deep gorges or canons 

with perpendicular sides, the sandstone forming the top rock, 

with the limestones below; by this arrangement the sand- 
stones are undermined by the weathering of the softer un- 
derlying rocks, and break off leaving perpendicular cliffs.— 
These beds, like the others already described, pass under the 
Coal Measures, angl emerge in the middle Alabama anticli- 
nals where the sandstone bed becomes a heavy formation, 
whilst the limestones are thinned down to 75 feet thickness. 
The limestones are usually fossiliferous, the upper bed just 
beneath the Coal Measures being very generally a crinoidal 
limestone ; lower down, the limestones are often argillaceous 
or shaly, generally well filled with fossils, prominent amongst 
which are Pentremites and Archimedes. Below the sandstone, 
the limestone beds are interstratified with shales; they are 
also fossiliferous and sometimes shaly. 

The sandstone bed which, if a local name be desired, might 
be called the La Grange Sandstone, is fine to coarse-grained, 
sometimes heavy bedded, sometimes flaggy. Some locales. 
especially La Grange in Colbert county, are well known from 
the great number and excellence of preservation of the fossil 
plants included in the sandstone. Trunks of Lepidodendron, 
fragments of Sigillaria, and Calamites have been collected in 
numbers from this interesting stratum. In the middle Ala- 
bama anticlinals as yet, no fossils have been observed in this 
rock. 

In a few localities in Colbert county, where good sections 
have been observed, the sandstone bed is duplicated, with 
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limestone between. In such instances the limestone passes 
into sandstone by becoming more and more siliceous, there 
being many places where it would be difficult to say whether 
the rock were limestone or sandstone. (See section at Moun- 
* tain Mills in Colbert county, and near Pride's Station). 

Between this sandstone and the strata of the Coal 
Measures, lie beds of limestone and shales, the uppermost 
bed being usually a crinodial limestone, full of fossils. 


VI. Coat Mzasunzs.— The lower strata of the Coal. 


Measures, as exposed in the escarpments of the Mountain in 
Madison, Morgan, Lawrence and Franklin counties, are about 
as follows: First above the crinoidal limestone, come thin- 
bedded sandstones, shales, and shaly sandstones, with two 
or three thin seams of coal. One ofthese coal seams in some 
localities, is thick enough to be worked, as for instance on 
Monte Sano near Huntsville. At this place the workable 
seam is about 40 feet above the topmost limestone bed of the 
Sub-Carboniferous formation; the thin seams being below 
the one worked. The thickness of these beds, including the 
coal seams, is variable; 75 feet might perhaps be taken as a 
fair average. Above these a bed of coarse grained sand- 
stone, often a conglomerate, is usually observed. This rock 
forms generally a conspicuous bluff or bench along the sides 
of the mountains. In Madison and Morgan counties it has 
more the character of a conglomerate, whilst westward in 
Lawrence and Franklin counties it is generally a sandstone, 
and does not make so conspicuous a mark upon the moun- 
tain as it does in the first named localities. 

In the anticlinal valleys south of the Warrior Field, 
(Murphrees’, Jones’, and Roup’s), this rock is a prominent 
land mark, as it forms a well defined ridge along the édge of 
the valley. It is there underlaid by shales in which I believe 
no coal seams have yet been noticed. For further particulars 
concerning this bed and the Coal Measures overlying it, the 
reader is referred to the section treating of the Warrior 


Field. 


VIL. STRATIFIED DRIFT OR ORANGE SAND.—The beds of 
this formation appear in much greater thickness in the coun- 
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ties south of the Tennessee Basin, and for this reason a de- 
scription is omitted here. Full details will be found under 
Fayette, Lamar and Marion counties, 


MADISON COUNTY. 


A line drawn diagonally through this county, from the 
northeast to the southwest, would divide it into two halves 
quite distinct in their geological features. East of this line, 
the county is broken, being formed of the spurs of the Cum- 
berland Mountains, detached peaks, groups, and ridges, rem- 
nants of that great table land, continuous in Tennessee but 
separated here by valleys of erosion. [n this eastern half 
the geological formations IIT, IV, V and VI, of the general 
section given on a preceding page, are represented. 

Here, the low country (farmingland) is usually made by 
the St. Louis Limestone, IV, the Lower Siliceous, III, being 
exposed only in the banks of streams, except perhaps in the 
extreme northern part ofthe county. The mountains which 
form so conspicuous a feature of this section have a capping 
of Coal Measures, VI, whilst the Mountain one V, out- 
crops along the slopes. 

West of this dividing line, the spurs of the bd 
are absent altogether, or occur only as isolated peaks. The 
geological formations are I, IL, TIL, IV, of our general sec- 
tion. 

The Lower Siliceous ITI, forms the surface in the High- 
lands or “Barrens” near the Tennessee line. In most of this 
area the underlying Black Shale, IL, and Silurian, I, are ex- 
posed only in the banks of the streams flowing southward’ 
from the Tennessee line. The figure accompanying the 
general section above will show how a gentle dip of all the 
strata towards the south, brings these lower formations to 
the surface near the State line. | 

The St. Louis limestone, IV, is the surface formation of 
most of the valley south of the Highlands. 

As the mountain spurs in the east of the county are con- 
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tinuations of the Tennessee Camberland Mountains, so the 
Highlands here are parts of the Tennessee Highland rim. 
The present report embodies the results of a reconnoissance 
of a small portion only of the county, and I add below a few 
sections intended to present more in detail the geologieal 
structure of the localities visited. 


The following section of the strata exposed in Monte Sano : 
near Huntsville will show well the relations of the rocks in 
this part of the county. It was taken by Prof. A. H. Worthen, 
of the Illinois Geological Survey. The thickness of the dif- 


ferent strata are only estimated. 


Ferruginous Sandstone.......... 90 feet 
Slate and impure Coal........... 4 “ 
[ Light bluish gray limestone, con- 
taining teeth of Aspidodus crenu- 
| latus, N. € W., Pentremites Go- 
donti, and Archimedes ......... 40 “ 
Shaly limestone, somewhat cherty, 
containing Spirifer bisulcatus, 
F and Terebratula ambigua, most- 
ly hidden under a covered 
| i slope....... MN E .100 to 120 * 
| Compact bluish gray, limestone, 
CHESTER "— domicoolilio i in part, containing 
Penremites Godonit, P. PPG MG 


Coat MEASURES. | 


and Archimedes......oo.ooo.... de 
| Ferruginous Sandstone with fossil 
E o cis ev Ede E i 10to015 “ 


Compaot gray limestone, with Pen- 
tremites, and Archimedes in abun- 
dance, Zeacrinus,two or three spe- 
cles, Agassizocrinus conicus, Pro- 
ductus elegans, P. semireticulatus .200 

Decomposing cherty layers...... 4 

Gray cherty limestones with some — ' 
-ooliticbeds, containing Lithostro- 


Sr. Louis Group. | tion Canadense, L. proliferum, 
| 
L 


[14 


Spirifer striatus (?) and joints of 
erinoidea, with Productus ovatus, 


P. semireticulatus, &c..... 150 to 200 feet 
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[Dark bluish gray, siliceous rock, 

J weathering to shale in some lo- 
calities, with a few fossil shells 

L scarcely determinable......... 100 * 


KEOKUE (?). 


On comparison of this section with others taken further 
west in Lawrence and Franklin counties, the predominance 
of the limestone strata, and the insignificance of the sand- 
stone bed in the Chester Group, are particularly noticeable. 
In ascending Monte Sano, the limestones of the Chester 
Group are seen first, just beyond the Cemetery, and over the 
rocks of this group the road passes to within 40 or 50 feet of 
the summit, where the Coal Measures begin. 

A cold spring bréaks out from beneath a bed of limestone 
near the top, and a few feet above this limestone, in some of 
the first sandstone beds, a thin seam of coal, two or three 
inches thick, was observed. 

The top of Monte Sano is a level plateau, upon which have - 
been built several dwellings, summer residences of the citi- 
zens of Huntsville. On the eastern side of the mountain a 
chalybeate spring issues from beneath a sandstone ledge. 
This is near the junction of the sandstones of the Coal 
Measures and the limestones of the Chester Group, and I 
give the section as there exposed. 

( Sandstones to summit........ 75 feet 


Dark gray clay shales........ 4 « 
Coar MEASURES, AE sandstones........... 4 


White plastic clay........... 2 * 
CHESTER | * GROUP, V. Gray compact limestone....... 


The town of Huntsville is upon the St. Louis limestone, 
and the highly cultivated lands in the vicinity and westward 
towards Athens, as well as southwestward towards the Ten- 
nessee river, are formed by the same rocks. 

The chert with which this Imostonei is filled, is often highly 
fossiliferous. 

Near the Athens road are cud areas of Lower Silice- 
ous rocks, which, near the State line, become the prevailing 
surface rocks in the Highlands or “Barrens.” 


MORGAN AND MARSHALL COUNTIES. 


In the present report, it is only the eastern part of Morgan 
and the western of Marshall, that will come under considera- 
tion. South of Whitesburg on the Tennessee, the second 
bottom of the river in Morgan county, is two or three miles 
in width. The slopes of Sand Mountain border this second 
bottom. The lowest rocks exposed on this slope are the 
limestones of the Chester Group V, of the general section 


o 


above. ‘Above about 50 feet of these beds, there is a stratum ` 


of soft, friable, sandstone 20 feet perhaps in thickness. In 
this immediate vicinity this rock does not make any decided 
bluffs—but it forms the cap of a plateau some half a mile 
wide, and elevated about 75 feet above theriver. This sand- 
stone is the bed V, 2, of the section, and at this place it does 
not form a ridge separated from the main mountain by a val- 
ley as is the case in Lawrence and Franklin counties, but it 
merely makes a. bench along the slope of Sand Mountain. 

Above this sandstone, are the beds V, 3, of our general 
section, which are first thin bedded shaly sandstones, follow- 
ed by ealeareous shales, then blue fossiliferous limestones, 
thin bedded and shaly weathering into thin sheets; where 
the rock is much decomposed a great number of loose shells 
and other fossil remains, are formed in the clayey soil. 

Above this, are compact blue limestones with occasional 
shale some 250 feet in thickness, followed by thin bedded 
gray limestone with layers of chert and shales, some 30 feet 
thick, up to the first ledge of sandstone of the Coal Measures, 
VI. The succession of these beds can perhaps better be 
seen by reference to the following 
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Section of Sand Mountain South of Whitesburg. 


. ((7) Shales and Sandstones, 

Coat MEAS- (top of mountain), with two 

URES, VI. thin seams of Coat, separated 
L by 60 feet of other strata.. ..150 feet 


( (6) Thin bedded gray limestones 

` with shales, and cherty layers.. 90 “ 

(5) Compact blue limestone with - 
occasional shales............. 250 “ 

| 


(4) Thin bedded blue limestone 
with  interstratified shales, 
weathering into thin friable 
sheets, containing Archimedes 


[ 


and otherfossils.............. BO. 1 


(8) Caleareous shales passing 
downward into thin flaggy sand- 
i stones 1-2 inches thick 15 “ 


*" E 2» » € 9.9 


CHESTER GROUP, V. 


and friable........ TOF 20-25 “ 
1. (1) Limestone, compact, blue, fos- 
siliferous ee er T 50 * 


n (2) Ferruginous Sandstone, soft 
| 


.. 9 € e 9 9 9 


TS oe 


The limestones here between sandstones No. 2 and No. 7, 
are 325 feet in thickness. Between the same beds on Monte 
Sano, according to Prof. Worthen’s section, there are 400 to 
420 feet of limestone beds. — 

At this point the sandstone No. 2is somewhat thicker and 
of more importance than on Monte Sano, though when com- 
pared with the same bed further west, as at La Grange, 
Pride's Station, &c., it is here comparatively insignificant. 
At this place there are 150 feet of Coal Measures on top of 
the mountain, and by barometric measurements the highest 
point of the mountain along this road, is near the nerthern 
edge, where it is about 550 feet elevated above the river at 
Whitesburg. 

Southward the measures sink, as may be seen by the fol- 
lowing barometric observations : 
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Highest point along the road near northern edge of Sand 


Mountain... 0... 0... cee ce wee 550 feet above river. 
Mr. Hill’s—6 miles 8. of Whitesburg, 

(S. 23 T. GR. YW.)................ 500 *, “ i 
Mr. Black's, near corner of $. 8, T. 7, 

R. 1, E...........oooo.oooo..oooo... 250 “  “ « 
Oleander or Crop Roads, S. W. of S. 

22, T. 7R. 1, E.................. 925 * cu 


At Mr. Black’s the conglomerate is the surface rock, and a 
fine spring bursts up through it. Three miles west of this 
point, coal is reported in a bed two feet thick. The Coal 
Measures at this place (Mr. Black’s), are only about 100 feet 
in thickness, limestones of the Chester group being exposed 
in ravines, at about that distance below the-level of the . 
road. 

At Oleander, a thin shaly seam of coal is struck in wells : 
about 25 feet below the surface. 

South and east of Oleander the Measures rise again to the 
rim which borders Brown’s valley on the northwest side. 
I have no data, for determining the height of this rim above 
the river level, except eastward from Oleander towards War- 
renton. 

Southward from Oleander a bed of coal is known which i is 
some 100 to 150 feet above the level of that P. O? 

Between Oleander and Warrenton the highest points cross- 
ed by the road are about 425 feet above the river. Along 
this road at several points, but more .particularly on Shoal 
Creek at Ragsdale’s Mill, the conglomerate is well exhibited. 
Here the creek has cut through this rock, to à depth of 30-40 
feet, and into this gorge the water pours over two falls, near- 
ly equal in size and beauty to the falls of Clear Creek in 
Winston county, where the rock is also a conglomerate, prob- 
ably the same as this. Ragsdale’s Millis 250-275 feet above 
the river by barometric observation. ’ 

Below this conglomerate on Shoal Creek, in S. 21, T. 7, R. 
2, E., and one and a quarter miles north of the mill, a bed of 
coal 8-12 inches thick is exposed under a rock bluff. 

o 
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The conglomerate here is a mass of quartz grains, holding 
small rounded pebbles of white quartz, about the size of 
peas. 

This rock is well shown along the western rim of Brown’s 
valley, two miles west of Warrenton ; and the ridge continues 
on in a north-east direction to the river opposite Fort De- 
posit, at which place it is cut by the Tennessee ; but the con- 
tinuation of it is probably found on the other side running 
through Jackson county. 


CHAPTER IL 
BASIN OF THE TENNESSEE.— Continued. 


LAUDERDALE AND LIMESTONE. 


In the present report, it is intended merely to give the 
results of a reconnoisance of the lower parts of the two 
counties named, together with a few sections taken at vari- 
ous points, by Mr. Thos. P. Hatch, and which are furnished 
through the kindness of Dr. James M. Safford. 

In these counties, the following formations have been re- 
cognized, the numbers corresponding to those of the general 
section above: 


QUATERNARY. vil. Stratified Drift, or Orange Sand. 
(1v. St. Louis or Coral Limestone, 


Upper Siliceous. 
SUB-ÜARBONIFEROUS. lu . “Barren” group, Keokuk and 


L Burlington, Lower Siliceous. 
DEVONIAN. 11. Black Shale. 
SILURIAN. I Niagara. 


The strata of the Siliceous group( St. Louis ets and 
Keokuk) make up the greater part of the superficial area of 
both counties: the lower formations, Black Shale and Niagara, 
being exposed only in the vicinity of the Tennessee line, 
where Elk River, Shoal, Cypress and other creeks have cut 
down through the overlying beds. 

The strata have a slight southern dip as is shown by the 
disappearance of the lower formations towards the south, in . 
which direction they pass under the carboniferous rock, 
whilst nea? the State line, they are exposed along the banks 
of most of the streams. 

That part of these counties in which the strata of the 
Lower Siliceoús groüp form the surface, has received the 
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name of “the Barrens,” from the fact that the soils are not 
generally so productive as those formed from the overlying ` 
St. Louis Limestone. The soils aro usually more or less 
sandy, and gray in color, though areas of fertile calcareous 


“soils are not at all rare. The face of the country is also 
broken and hilly. 


. Where the upper Siliceous, or St. Louis Limestone forms 
the surface, the country is much more level, and more gen- 
erally cultivated : occasional slight elevations formed by the 
débris of the more cherty portions of the limestone, and 
usually timbered, form an agreeable variation of the scenery, 
which is otherwise that of an unbroken plain almost entirely 
under cultivation. The soil is calcareous, generally colored 
deep red or orange by iron, and unusually fertile. Wher- 
ever the limestones of this formation prevail “sinkholes” are 
numerous. 

The drainage of this entire area is southward into the Ten- 
nessee river. ` 

DETAILS. 


A general section of the strata of the upper part of Lauder- 
dale county, made by Mr. Hatch, is as follows : 


QUATERNARY vil. 1. Conglomerate, Siliceous pebbles 
cemented by iron. 
[ 2. Ferruginous cherty strata, 


O EE Eu decomposed ...... 2 feet. - 
ide 9. Flinty strata........... 0 “ 
(Lower Biliceous.) TIL | 4" Sitiooons Salo. . ....... 8 ^ 


5. Gray erinoidallimestone.llO “ 


.DzvowiAN. 11. 6. Black bituminous slate (Black shale) 8 ft. 
7. a. Bluish gray Sandstone. 

SILURIAN. 1. b. Gray limestone. -. . 150 ft. 
c. Dark earthy limestone. 


This general section has been compiled from observations 
of exposures at various places in the county, particularly on 
Shoal Creek, Blue Water Creek, and on Elk River. 

To the above may be added 1v, Upper Siliceous, which is . 
the surface formation of part of the county. 

Mr. Hatch found some variation in the strata just overly- 
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ing the Black Shale. Thus, on the Tennessee River, four 
miles east of Florence, he found the Black Shale a little 
above the water’s edge. At this point and on Second Creek, 
about four miles from the State line, immediately above the 
Black Shale, is a bed of dark shaly argillaceous limestone, 
30-50 feet in thickness. In this, fossils are comparatively 
rare, and upon it rest the cherty strata. 

At the mouth of Elk River and on Shoal Creek, the crin- 
oidal limestone, full of fossils, overlies directly the Black 
Shale. | 

The same bed of crinoidal limestone overlies the Black 
Shale also at Blair’s Ferry on Elk River, on Sugar Creek, and 
on Blue Water Creek at the State line. (Hatch.) 

Between Woodland and Florence, the cotintry is made by 
the St. Louis limestone, and it is a beautiful, slightly rolling 
farming land. Underneath this, beds of the lower Siliceous 
(Keokuk, &c.) come in, and are exposed along the banks of 
Cypress Creek and other streams. Thus, on Cypress Creek 
the cherty beds No. 3 are seen at the crossing. Limestone, 
with nodules of chert, forms the bed of the creek, and above 
this, 18 inches of bedded chert, and over this limestones with 
strings of irregular chert concretions which give to the bluff 
formed by the limestone, a very rough, ‘knotty surface. 

The deep gullies seen by the roadside near Florence, 
expose angular masses of chert imbedded in a yellowish 
loam to the depth of 8 or 10 feet. This has no resemblance - 
to the ordinary Stratified Drift, for. the siliceous fragments 
are angular, showing that they are nearly in place, and have 
not been transported like the rounded pebbles of the Drift. 

A fine section of these flinty limestones, is shown in the 
bluff at the end of the bridge opposite Florence, where about 
175 feet are exposed. The rock is a blue siliceous limestone, 
which weathers in places into a porous brown siliceous rock 
with very rough surface. The lower layers of the section 
exposed here probably represent the dark shaly argillaceous 
limestone described by Mr. Hatch as overlying, along the 
Tennessee River, the Black Shale. 

Further up the river, just below the mouth of Blue Water 
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Creek, the cherty limestones are well exposed by the side of 
the canal. The bluffs are 25-30 feet in height; the lime- 
stone layers offer unequal resistance to weathering, and an 
overhanging ledge is left some ten feet thick, near the top. 
: Where the rocks have been long exposed, strings of nodules, 
or irregular seams of chert between the beds of pürer lime- 
stone, stand out in bold relief, furrowing the face of the 
bluff. 

Near Lamb’s Ferry on the southern bank of the river, 
about 50 feet of the argillaceous limestone are overlaid by 
the more cherty layers. They probably correspond to 
Nos. 5 and 8 of Mr. Hatch’s section. Across the river, 
whilst no vertical exposures are seen near the road, à some- 
what similar succession of rocks may be observed : the lower 
beds being hard shaly limestones, with siliceous limestones 
holding strings of nodules of chert above. Along with these 
rocks are numerous geodes lined inside with quartz crystals. 
The siliceous or cherty limestone shows many variations; at 
times it is a limestone with very little siliceous matter, which 
is in the shape of concretions, at times the siliceous matter 
seems to impregnate the entire mass, which upon weathering 
presents the appearance of a porous siliceous rock, some- 
times almost a sandstone. Where rocks of this character 
form the surface, the soil is light colored, yellowish to white, 
not much cultivated. . 


A d 


- Between Rodgersville and Blair’s Ferry, bluish shaly lime- 
. stones form the lowest beds seen in ravines and depressions; 
over these, are alternations of cherty limestones, with beds 
of chert and the porous siliceous rock mentioned above. 

Between Blair’s Ferry and Athens, the road is over the 
upper beds of the Lower Siliceous, the soil grayish or white, 
on the higher lands especially, which are timbered with 
white, post, red, and black-jack oaks, sweet gum ànd sour 
gum, with a scanty undergrowth of chestnut and sour wood. 
The general elevation of this road above the Tennessee at 
Lamb’s Ferry, is 200 to 225 feet. 


_ LAUDERDALE AND: LIMESTONE COUNTIES. |. el 


Near Athens the soil changes in character, becoming red- 
der in color/and more fertile, and as a consequence, cleared 
fields and large farms are more frequently seen. This change 
is due to the fact that the St. Louis limestone (Upper Silice- 
ous) forms the surface. 

Between Athens and Huntsville these red soils predomin- 
ate; but occasionally the lower Silieeous beds make the 
country and give the usual light colored soil of the “ Bar- 
rens." 

The St. Louis limestone is cherty in places, and the frag- 
ments of this chert are usually the only rocks seen in the 
terranes formed by this limestone. 

As a general thing the.chert'is full of fossils, erinoidal 
stems, brachiopods, and bryozoans. Many fragments will 
show inside an unchanged nucleus of chert, whilst the outer 
parts are porous white, chalky, and friable. In the unde- 
composed nucleus the fossils are scarcely to be detected, but 
where the decay has progressed they become very evident. 
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LAWRENCE COUNTY. 


TOPOGRAPHY. 


Crossing this county from east to west near its southern 
part, is a mountain escarpment which forms the divide be- 
tween the waters flowing into the Tennessee and those flow- 
ing into the Warrior. 

Between Moulton and Courtland is another ridge (tho 
“Little Mountain”), running like the first, east and west. 
This ridge is cut by all the streams flowing north into the 
Tennessee, and it separates the Moulton Valley on the south 
from the Tennessee valley on the north. The county is 
thus divided into four belts: two with prevailing sandy soils, 
formed by the two mountain ridges; and two with calcare- | 
ous or limy soils occupied by the two great valleys men- 
tioned. 


GEOLOGICAL FORMATIONS. 


1. Distribution—In Lawrence county the surface is made 
up of two formations; the Sub-Carboniferous IIT, IV, and 
V, and the Coal-Measures VI. To these may be added, in a 
few localities, the Stratified Drift, VII. 

The surface distribution of these formations is as follows: 
in the southern part, upon the Sand Mountain, is a belt of 
Coal-Measures six or eight miles wide; it includes all from 
the summit of the mountain southward to the Winston coun- 
ty line. 

North of this belt to the medios River the country is 
formed by the Sub-Carboniferous rocks. 

Upon the summit of the mountain, especially in the south- 
western part of the county, there are superficial beds of 
pebbles and sand belonging to the Stratified Drift, and these 
materials may probably also be found in isolated patches in 
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the western part of Moulton valley near the Franklin county 
line. 4 

2. Sub-Divisions.—As in Franklin and Colbert counties, so 
in this, the subdivisions of the Sub-Carboniferous formation, 
are well represented. They are as follows: 


V. UPPER, or CALCAREOUS. —Mountain Limestone. Chester 
Group. 
IV. bam SILICEOUS.—St. Louis or Coral Limestone. St. 
- Louis Group. 
TIL Lower Smicrous.—Barren Group. Keokuk, &c. 


The greater part of the two valleys mentioned above, is 
formed by the St. Louis limestone, whilst the slopes of the 
two mountain ridges and the summit also of the Little Moun- 
tain, are made by the strata of the Mountain Limestone. 

The Coal-Measures, occupying as they do, only the sum- 
mit of the mountain in the lower part of the county, are 
sparingly represented, and probably by the lower members 
only of the series. 


à DETAILS. 


On the road leading from Houston to Moulton, ihe summit 
of the Mountain. at the gap, is about 250 feet elevated above 
the limestone of the valley, and about 300 feet above Moulton. 
The summit, as has already been stated, is formed of the 
sandstones and shales of the Coal-Measures, whilst the 
escarpment overlooking the valley,is made up chiefly of the 
limestones and other strata of the Mountain Limestone or 
Chester Group. Moulton valley has for its surface rocks 
partly, the shaly limestones of the lower part of the Chester 
Group, and partly, the upper beds of the St. Louis Lime- 
stone or Upper Siliceous Group.  . 

Between Moulton and Courtland a fair section of the 
Mountain Limestone can be made. Four miles from Moul- 
ton, at the crossing of Big Nance Creek, sandstones and 
shales are exposed in beds of varying thickness, and beyond 
this point to Mountain Home, the road rises gradually over 
the strata of the Little Mountain—sandstone and shales 
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chiefly.: At Mountain Home the elevation, by barometric 
observation, is 150 feet above Moulton, and the crest of the 
mountain overlooking the ‘Tennessee valley, is some 50 feet 
higher still, or not more than 100 feet lower than the sum- 
mit of Sand Mountain at the gap south of Moulton. The 
strata here, evidently fall away towards the south, for be- 
tween the crossing of Big Nance Creek four miles north of 
Moulton, and the escarpment or summit of the Little Moun- 
tain, a distance of 6-8 miles, there is an ascent of 150 to 
175 feet, principally over sandstones, whilst on going down 
the mountain towards Courtland, limestone is encountered 
50 feet only below the summit, and at a distance of 125 feet 
below the same summit, limestone, with a great quantity of 
« Archimedes and other fossils of the Chester Group. 

By referring to the sections of Sub-Carboniferous strata in 
Franklin and Colbert counties, it will be seen that the Little 
Mountain owes its present height to the fact that a stratum 
of sandstone, one of the beds of the Chester Group, occupies 
its summit, and has protected it from denudation. This 
stratum, which is so marked a feature of the Chester Group 
in this and the adjoining counties, is the Lower Sandstone of 
Prof. Tuomey, and if a local name were needed, it might be 
called the LaGrange Sandstone from its occurrence in that 
well known locality, where it holds the remarkable fossils 
spoken of below. 

At Mountain Home this sandstone is 20 feet or more in 
thickness, and is underlaid by shales, the wearing away of 
which has, in places, undermined the sandstone, thus form- 
ing overhanging ledges or “rock houses.” The beautiful 
spring at Mountain Home issues from beneath one of these 
ledges. The most beautiful, and often rarest, ferns of the 
State find a congenial soil and other conditions of a luxuriant 
growth, in these sheltered spots. Asplenium pinnatifidum, and 
Aspl. montanum, are most abundant. 

As has been stated above, 125 feet below the sandstone 
summit of the Little Mountain, there is a fine locality for 
Chester fossils. The shaly limestone which holds these 
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fossils, forms a level, or nearly level, plateau, the surface of 
which is covered with the shells. : 

One hundred and seventy-five feet below the summit, are 
seen fragments of chert, probably weathered out from the 
limestone of the St. Louis Group, and this limestone forms 
the surface thence out to the Tennessee river. The valley 
at Courtland is, by barometric observation, 375-400 feet 
below the summit of Sand Mountain, south of Moulton. 

What is said below concerning the Tennessee valley in 
Colbert county, will apply also here. Tt is in general a level 
plain with a red.soil of great fertility. The greater part of 
this plain is under cultivation, but slight elevations with 
dense growth of oaks, mark the localities of cherty por- 
tions of this limestone. The chert fragments which form 
these slight elevations; are full of the lace-like i impressions 
of bryozoa. 

Throughout the valley these didus are not unfre- 
quently occupied by the dwelling houses of the planters, over- 
looking the fertile plains below. 

Near the river the siliceous limestones of the underlying 
Lower Siliceous Group ITI, form bluffs, occasionally 50 to 75 
feet in perpendicular height. Near Lamb’s Ferry a bluff of 
this kind is made up of sparry crinoidal limestone with alter- 
nations of shaly and argillaceous limestone and strings of 
cherty nodules. 

At Green’s bluff, opposite the mouth of Blue Water Creek, 
a similar series of rocks is found. 

On the opposite side of the river, in Lauderdale and Lime- 
stone counties, the exposures of these silico-calcareous rocks 
are better seen, and a more detailed description of them will 
be found under those counties. 

Southwest of Courtland, the escarpments of the Little 
Mountain extend in a broken range towards LaGrange. The 
sandstone caps the mountain everywhere, and forms bluffs 
of considerable height in many places. The outline of the 
mountain against the valley is irregular, mountain spurs 
with limestone coves between. 

The old camp ground near Town Creek, is situated in one 
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of these coves, surrounded on three sides by the bluffs of 
LaGrange sandstone. l 

Between Courtland and the summit of Sand Mountain, 
south of Mount Hope, a section of the Sub-Carboniferous 
strata, up to the Coal Measures, is well exposed. 

Along this road the shaly fossiliferous limestones of the 
Chester or Mountain Limestone Group, are encountered near 
the foot of the Little Mountain, at a height of 50 feet above 
the railroad. At 75 feet a nearly level plateau of consider- 
able width is attained, rising towards the south. The soil 
upon this plateau is a stiff yellowish, and in places, whitish 
elay. ; 

At an elevation above the railroad of about 110 feet occurs 
a bed of sandstone, and above this a ledge of limestone sev- 
eral feet in thickness. This, in turn, is overlaid by sand- 
stone, which forms the mountain summit, at the point of 
crossing, something more than 175 feet higher than the rail-- 
road. The prevailing growth upon the mountain in this and 
the adjoining counties, is a mixture of Spanish, black, white, 
red, and post oaks, chesnuts, hickories, and short leaf pines. 
In some localities the pines prevail, and in others the oaks. 
Across the sandstone capping of the mountain, the distance 
is only four or five miles, then begins a descent into the 
Moulton or Mount Hope valley. The level of this valley is 
not much above that of the Tennessee valley, from which it 
is separated by the Little Mountain. The surface rocks 
here, as in the Tennessee valley, are chiefly the limestones 
of the St. Louis Group, but near the foot of the mountain, 
on each side, the Chester or Mountain limestone forms the 
surface. 

Near the foot of the mountain, in the northeast corner of 
section 28, township 7, range 9, west, below Steenson’s gap, 
strata of Mountain Limestone, with characteristic fossils, 
are encountered at an elevation of 150 feet above the rail- 
road ; below this are probably beds of considerable thickness 
of the shaly limestones of the same group, an exact measure- ` 
ment of which was not made. A section of the strata from 
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the Mount Hope valley level, up to the summit at Steenson’s 
gap, a distance of four miles, is nearly as follows: 


( (7.) Sandstones, alternating with 
shales and shaly sandstones, 
all showing considerable iron 
| , oxide—passing downwards 
Coi SV ES into clay shales, with much 
vi E iron oxide, partly in the form 
of sandy iron ore.......... . 100 feet. 
(6.) Coarse grained sandstones 
forming bluff, underlaid with 
shaly and fine grained sand- 
stones—together ......... . 100 feet. 


(5.) Limestone with fossils..... 25 feet. 
(4.) Siliceous sandstone, com- 
posed of rounded grains of 
MONNTAIN LIME- quartz, dark colored from 
STONE or CHEs- the oxide of iron.......... 65 feet. 
(8.) Limestone with fossils ..... 35 “ 
(2.) Slope with clayey soil, strata 
not seen, probably argilla- mE 
i ceous limestones (estimated) _ 100 feet. 


TER GROUP, V. 


(1.) Cherty limestone at lowest 
BT. Lours, 1. level (estimated) .......... 50 feet. 
475 feet. 


In this section the relative thickness of the first two strata 
are estimated, and may differ considerably from the figures 
given. The other measurements were made with the barom- : 
eter, and are approximately correct. 

No. 4, is probably the equivalent of the LaGrange sand- 
stone which forms the summit of the Little Mountain. 

At the summit at Steenson’s gap, the rocks of the Coal- 
Measures are covered in places with beds of pebbles and 
sand belonging to the Stratified Drift. The crest of the 
mountain overlooking Mount Hope valley, has only a thin 
covering of these Drift Materials, but further south the 
the thickness increases. 

Near‘ the gap are reported occurrences of coal in many 
localities—these beds belonging, in all probability, near the 
bottom of the Coal Measures. 


COLBERT COUNTY. 


TOPOGRAPHY. 


Hast and west, through this county, runs a range of hills 
called the * Little Mountain," north of which lies the valley 
of the Tennessee, and south, Russell’s Valley. Towards 
Russell’s Valley the hills are covered with thick beds of peb- 
bles, whilst towards the Tennessee valley the mountain siuks 
down rather abruptly, leaving an escarpment uncovered by 
. pebbles. 

All the streams of the county flow into the Tennessee, and 
all have their sources in the mountains north of Russell's 
Valley. In their courses towards the Tennessee, they have 
all, especially towards the west, cut gorges or small eanons 
into the sandstone which forms the upper stratum of the 
Little Mountain. After leaving the mountain, they flow 
through the comparatively level valley towards the river. 

In these mountain gorges are many scenes of wild and 
rugged beauty; and it is not strange that the chalybeate 
Springs, which are so common there, have been so much fre- 
quented. 


GEOLOGICAL FORMATIONS. 


The geological relations of Colbert county are compara- 
tively simple. The formations represented are two: (1) the 
Sub-Carboniferous, Iv and v; and (2) the Stratified Drift, vu. 

The Drift is found chiefly in the southern part: of the 
county, on the borders of Franklin, and the beds of this 
age are of the usual type, viz: pebbles and sand. The peb- , 
bles are principally angular fragments of chert, often filled 
with casts and impressions of Sub-Carboniferous fossils. 
These beds have their greatest thickness near the Franklin 
line, thinning out towards the north upon the mountain. 
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The Sub-Carboniferous beds form by far the greater part 
of the surface rocks of the county. The Valley of the Ten- 
nessee is formed by the siliceous limestones of the St. Louis 
group Iv, whilst the more rugged and hilly portions of the 
county are formed by the strata of the Mountain Limestone 
or Chester Group, v l 

A. fow sections will make plain the relations of the Moun- 
tain Limestone and St. Louis group, in Colbert county. 

The first section which I will give, is taken at the cotton 
factory near Barton’s Station. 


Section of Mountain Limestone, near the Mountain Mills, Col- 
bert County. 


[ (5) Loose rocks and some pebbles form- 
ing surface, probably covering lime- 
p m" 25 feet. 
(4) Sandstone forming a cliff........ 55 “ 
| ‘3 Slope, strata not seen (probably 
| limestone)..... ......oo.oo.ooo.o.. 
OR [e Sandstone and siliceous limestone 
: forming clifíS.................... 
CHESTER | (1) Fossiliferous limestone, not often 
seen, except in the gullies—makes a ` 
GROUP, V. very heavy, sticky clay soil...... s 150 x 


i 350 foot. 


Number 2 is peculiar, consisting of alternations of sand- 
stone with highly fossiliferous limestone, containing Archi- 
- medes, &c. Some layers in this bed are highly siliceous 
limestones or calcareous sandstones. These strata together 
form a series of perpendicular cliffs, about 50 feet vertical 
height. 

Number 4 is a fine grained sandstone, forming the upper 
series of cliffs, which are at the point measured, about 50 
feet in height. On top of this sandstone were beds of loose 
material. 

Slopes 3 and 1 are covered usually with fragments of the 
sandstone of the overlying beds; but they are made up of 
fossiliferous calcareous rocks, as may be seen where exposures 
are made by washes or other cause. 


MOUNTAIN 


LIMESTONE 


o 
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These clifís are shown all along the banks of Cane Creek, 
of Buzzard Roost Creek, and particularly along Rock Creek, 
They are caused by the erosion of the underlying softer beds, 
and the breaking off by vertical planes of large blocks of the 
sandstones thus undermined. Near the sources of some of 
these cfeeks, as at Newsom’s Springs on Cane Creek, water, 
strongly impregnated with iron, issues from this upper sand- 
stone. Chalybeate springs, having their origin in the same 
stratum, are well known and frequented in other parts of the 
county. * | 

At Newsom’s Springs the gorge of Cane Creek has per- 
pendicular sides, some fifty feet or more in height, and at 
the bottom of this cliff, à rapid slope down to the water's 
edge. | 

Under the overhanging sandstone, is found the spring, 
and the sheltered spot under the cliff has been utilized as a 
hall for various amusements, ten pins, concerts, dc. 


Ps 


Near Prides’ Station, on the M. & C. R. R., are cliffs of the 
same sandstones. A section of the strata exposed in these 
cliffs and the hills which they cap, is as follows: 


Section of Mountain Limestone (Chester), and St. Louis Beds 
un the vicinity of Prides’ Station, Colbert County. 


f (5) Siliceous sandstone, composed of 
| clear glassy crystals of quartz ce- 


UNTAIN mented together—forming cliffs... 50 feet. 
Mo 1 (4) Limestone highly fossiliferous.... 25 “ 
LIMESTONE | (3) Sandstone and siliceous limestone, 


| the limestone bands often quite pure 
OR 1 and full of fossils ; these beds form 
| also a series of cliffs....  ........ 25 “ 
| 
| 
d 


(2) Shaly fossiliferous limestone (with 
CHESTER Archimedes, &c.) yielding a stiff clayey 
GROUP. v. soil which forms a gentle slope cov- 


ered with fragments of fossiliferous 
| limestone and of sandstone, from the e 
overlying beds................... 7 " 
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[ (1) Bedded Chert, or cherty limestone, 
| to river level, generally full of casts 
| of fossils (bryozoa being mostabund- 
| ant and characteristic). The upper 

< Sr. Lours | of these. beds form the general sur- 

LIMESTONE, 4 ` face of the valley; it yields by dis- 
IV. | integration a deep red colored soil, 
with here and there low knobs form- 


ed of the chert fragments......... 100 “ 


| 275 feet. 

This section is from the river level up to the top of the 

first hills south of the river, a distance of one and one quar- 

ter miles. Whilst the cherty limestones, No. 1, are mostly 
St. Louis limestone, it is possible that the lowest beds may 
belong to an underlying group—Keokuk, perhaps. 

The siliceous limestone, No. 5, is much like what has usu- 
ally been called Millstone Grit in middle Alabama, and from 
a section at Boyle's Gap in Jefferson county, on the S. &. N. 
Ala. R. R., given at another place, it seems quite probable 
that this sandstone is, in geological position, similar to the 
lowermost of the siliceous sandstone beds which form the 
mountain rim of the valley at that point. This subject will 
be more fully discussed in another place. 


A third section, extending from the river near Florence, 
through Tuscumbia to La Grange, at the top of the moun- 
tain, shows the following : 
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( (8) Reddish sandy shales, and thin- 
ly bedded reddish colored sand- 
stones, forming summit of moun- 


tain at La Grange ............ 30 feet. 
MOUNTAIN | (7) Heavy-bedded siliceous sand- 
° | stone, forming cliffg........... 90 “ 


Limestone | (6) Gray crinoidal limestone, full of 
| fossils, the lowest two or three 


OR feet, of reddish color, with bry-- 
| ozoa, brachiopods, and other fos- 
OHESTER | sils...................eeeeenn | 00 “ 
| (5) Slope, strata not seen, but pre- 
GROUP, Y. | sumably shaly limestone, surface 
| covered with sandstone fragments 65 “ 
| (4) Bluish, and yellow shales..... 10 * 
| (8) Shaly fossiliferous limestone, 
| yielding a heavy clay soil...... 25 * 
UPPER Sr- ( (2) Cherty limestones, yielding deep | 
LICEOUS al red colored soil, and forming the 
Sr. Lovis general level of the valley, pass- | |3* 
GROUP, Iv. | ing downwards into. E 
( (1) Heavy-bedded silico-calcareous | 9 150 ft 
Lower | rock,weatheringinto porous brown | E 
SILICEOUS J siliceous rock, very rough on sur- |^ 
uL | face. These siliceous beds form | 
l | the blufon the river at the bridge 
| opposite Florence. | 
365 ft. 


The St. Louis Limestone, No. 2, forms here, as elsewhere 
in the valley, the general surface of the country. The land, ' 
underlaid by it, is usually nearly level, with slight undulations 
formed by the débris of the cherty portions of the limestone. 
These knobs are covered with a thick growth of oaks, and 
form an agreeable relief to the otherwise monotonous, open, 
cultivated plains. 

Lhe weathering of the St. Louis limestone gives rise fre- 
quently to under-ground water courses, which, in places, 
come to day, forming “big springs.” A noted instance of 
this kind is the spring at Tuscumbia. 

The heavy bedded siliceous sandstone, No. 7, is the same 
as No. 5 of the foregoing section. It forms here, as there, a 
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series of cliffs. At La Grange, this stratum is famous for 
the abundance and large size of the fossil remains of plants 
found in it. 

This locality was first brought to notice by Prof. Tuomey, 
in his second Report. Some of the most remarkable of these 
fossils were brought together as long ago as 1853, by Prof. 
J. W. Hardy, then President of La Grange College. 

The finest specimen is a fragment of trunk of Lepidoden- 
. dron, showing distinctly the leaf impressions. This fragment 
is about three feet in diameter and four feet high. Itis of 
sandstone, and is otherwise remarkable from the fact that 
the sandstone of which it is composed is full of impressions 
of other plants, calamites, &c. These impressions can be 
seen in the cross-section of the trunk, at the lower end, and 
they would appear to show that, in the process of petrefac- 
tion, the interior of the trunk was removed by deeay or oth- 
wise, leaving a hollow cylinder of the outer layers of the 
trunk (bark, perhaps), and this hollow cylinder was filled up 
with sand and fragments of calamites and other coal plants. 
The subsequent induration of the sand, and the removal of | 
the shell of vegetable matter which formed the mould would 
give the fossil as wenow find it. Another specimen showing 
the leaf scars very imperfectly, if at all, is remarkable for the 
. reason thatitis the lower part of a trunk, about the size of the 
preceding, but with two large roots attached. Other speci- 
mens of smaller size, but sometimes more distinctly marked, 
have also been collected. The specimens above described 
are now in the Cabinet of the Survey at the University. 

The larger specimens mentioned, were discovered on a hill 
about one mile from La Grange; but all the gullies which 
furrow the sides of the hill below the town on either side, 
are constantly exposing fragments of these remarkable plants. 
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TOPOGRAPHY. 


The principal streams of this county are Town Creek, 
Spring Creek, Little Bear Creek, Cane Creek, and Big Bear 
Creek with its tributarios, Cedar Creek, Rock Creek, and 
Buzzard Roost Creek. 

With the exception of Big Bear Creek, these seems all 
have their sources north of what is known as “The Moun- | 
tain,” which is an escarpment of the Coal-Measures over- 
looking the valley. > 

Big Bear Creek, on the other Hand, takes its rise south of 
this escarpment, and flows at first southwest, as though a 
tributary of the Tombigbee, but its course is soon changed 
to westward, and then northwestward by an accumulation of 
pebbles and sands, and it then breaks through the mountain 
on its way northward to the Tennessee. 

This pebble ridge is a noticeable feature of the topogra- 
phy of Franklin county. Overlying the :Coal-Measures, it 
forms an irregular crescent, beginning in the southeast of 
Franklin, bending down into Marion, and returning again 
into Franklin county near its southwestern corner. ‘The wa- 
ters north of this dividing ridge flow into the Tennessee ; 
south of it, into the Tombigbee. 

The extraordinary deflection of Big Bear Oreck, caused by 
this ridge, has just been mentióned, and it is an interesting 
fact that the waters of Big Bear Creek, on the north, are 
some 50 feet or more higher than those of the tributaries of 
the Tombigbee on the south, though the two are only à few 
miles apart. 


GEOLOGICAL FORMATIONS. 


In Franklin county, the formations represented are, (1), 
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The Coal-Measures, vI; (2), The Lower or Sub-Carbonifer ous, 
v and Iv; and, (3), The Stratified Drift, vir. 

(1). Coal- Measures.—The northern limit of this formation 
is an exceedingly irregular line, formed by ridges with lime- 
stone coves between. East of Russellville, these mountain 
prongs extend northward as far as the middle of township 7, 
and a few project still further northward. West and south- 
west of Russellville, the line is less regular, and cannot well 
be described without the aid of a map. The irregular line 
of mountain-spurs, with interlocking coves, runs from Russell- 
ville south and southwest to near the middle of township 8, 
range 14 west, and thence southward into Marion county. 
Except near the southern line of the county, the strata of 
the Coal-Measures are found only near the summit of the 
mountain. For this reason their thickness is not great, and 
I believe there is no point on the mountain where any coal 
bed is worked in the county, but a bed of coal is reported in 
two localities near Waco: e. g. four miles south, and two and 
one-half miles southeast of that place. Towards the west, 
the Coal-Measures and the underlying Sub-Carboniferous 
formation are buried deep under great beds of pebbles and 
- sand, so that it is only occasionally that the underlying rocks 
can be seen. 

(2). Sub-Carboniferous.—The strata of this formation, 
found in Franklin county, belong to the subdivisions given 
below, in which the numbering corresponds with that of the 
general section at the head of Chapter I. : 

'. The sub-divisions are: 

Upper, or Calcareous, (v). Mountain 
Limestone—Chester Group. 

Lower, or Siliceous, (tv). Upper, or St. 
i Louis Limestone. | 

The strata of the Lower, or Keokuk oap (mm, of the 


Lower Siliceous, have not yet been observed in Franklin. 


SUB-ÜARBONIFEROUS. : 


From a section taken a: few miles south of Russellville, 
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the character of the Mountain Limestone in Franklin county 
may be tolerably well seen. 


(6) Sandstone and es to sum- 
CoaL-MEAas. VI. mit of mountain ...... . 45 feet. 
: (5) Sandstone, siliceous......... 50 
[ (4) Limestone with Pentremites, Archi- 
medes, and crinoidal buttons ...... 25 “ 
M OUNTAIN rm 25 “ 
| (2) Limestone, shaly, with Pentremites 
LIMESTONE, 4 and Archimedes ............. s... T5 “ 
| (1) Argillaceous limestone, with CP 
v. | eme corals ( Zaphrentis Jy; úl 
L. .. 990 feet 


- This section is from Cedar Creek to top of the mountain, 
along the Tuscaloosa road. No. 1 may belong partly to the 
St. Louis group. The Sandstone, No. 3, is the Lower Sand- 
stone of Prof. Tuomey. 

(3). Stratified Drift.—In the western part of the county, 
thick beds of pebbles and sand cover all the underlying for- 
mations. These accumulations appear to have filled up the 
valley to the height of the rim of Coal-Measures. This rim, 
however, in the western part of the State is by no means so 
high as eastward, for instance near Huntsville. Through 
these beds of pebbles, de., the tributaries of Big Bear Creek 
have cut their channels, down to the underlying limestones. 
A section of the rocks between Burleson and Nauvoo, for 
instance, shows that the streams have cut down into an, en- 
crinital limestone, to a distance of fifteen or twenty feet. 
Above this limestone are often found the remains of beds of 
chert of St. Louis age, and above this the Drift. Pebbles 
or angular fragments of this chert, sometimes cemented by 
hydrated ferric oxide into a conglomerate, ‘make up a good 
part of these Drift beds, up to a height above the water 
courses, of one hundred feet. Above this height there are 
chiefly sands, with occasional masses of ferruginous sand- 
stone, formed by the cementing together of the grains of 
sand by hydrated ferric oxide. The soil avon such high 
lands is light ash colored. 
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A close examination of the pebble beds of this and the 
two counties south of it, shows pebbles of two sorts, viz: 
angular fragments of Sub-Carboniferous chert, and rounded 
pebbles.of quartz. The former are found near the western 
limit of the Coal-Measures in Franklin, Marion, and Lamar 
counties, and, from their shapes, it would seem that they ` 
have not traveled so far, nor suffered so much attrition as 
the quartz pebbles. In many cases,. they seem to be frag- 
ments of underlying or neighboring Sub-Carboniferous (St. 
Louis) chert beds, On the other hand, the harder quartz 
: pebbles are smoother, less angular, and they spread east- 
ward over the eastern parts of Franklin, Marion, Fayette, 
and the western parts of Winston and Walker, being appa- 
rently much more abundant eastward, as, for instance, be- 
tween Central Marion and Fayette out to the Byler ridge. 
Occasionally, west of the limit of the Coal-Measures, rounded 
pebbles of quartz may be found amongst the angular ones of 
chert; but they are not common. The larger rounded quartz 
pebbles are more frequently found near the water courses 
than elsewhere. 


DETAILS. 


In the southwestern part of Franklin county, the Drift 
covers the country south of Big Bear Creek. This Drift is 
composed of angular chert pebbles in its lower parts, and 
above, mostly of sands, sometimes cemented into ferruginous 
sandstones, with occasional occurrences of tolerably good - 
limonite. In crossing the water-shed between Bull Moun- 
tain and Big Bear Creeks, we descend (geologically) through 
the Drift into the underlying Sub-Carboniferous limestones 
(Chester and St. Louis groups), which are exposed along the. 
banks of Big Bear Creek. By aneroid observations, the wa- 
ter level in this creek, at Burleson, is at least 75 or 100 feet 
above the waters of Bull Mountain Creek, near the postoffice 
of that name in Marion county. If these observations can 
be relied upon, there is considerable dip of the strata to- 
wards the south and west, for on Bull Mountain Creek strata 
of the Coal-Measures are exposed, whilst on Big Bear Creek 
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75-100 feet higher, the lowest strata seen are of Sub-Carbo- 
niferous age. There seems to be very little doubt that there 
is considerable difference of level between the two creeks 
mentioned, as the aneroid observations are confirmed by lev- 
'elings made by railroad surveys. 

In coming northward from Bull Mountain Creek P. O.,.the 
way is along ridges, averaging 150-200 feet in height above 
the water courses. Below the height of 200 feet, pebbles or 
angular fragments of chert are abundant, forming occasion- 
ally thick beds. Above that height none are found, the sur- — 
face being usually sandy, with ferrnginous sand rocks cover- 
ing the tops and sides of hills. South of Burleson, on Big 
Bear Creek, the ridges are at least 250 feet above the waters 
of Bull Mountain Creek, and the surface soil a reddish sandy 

` loam. 

From Burleson downwards, Big Bear Creek cuts through 
strata of the Sub-Carboniferous formation chiefly. “Above 
Burleson (up the creek), for several miles, appear thé Sub- 
Carboniferous limestones, and beyond that, the sandstones, 
&c., of the Coal-Measures. Between Big and Little Bear 
creeks, is a high ridge elevated 225 feet or more above the 
former stream. The first 100 feet of this height seem to be 
made up mostly of the limestone and chert of Sub-Carbonit- 
erous age, and over that beds of Drift materials, angular 
chert pebbles below, sands and sandy loams above. 

Little Bear Creek leaves the Coal-Measures a mile or two 

. below the crossing of the Military road, and flows the rest 
of its course through Sub-Carboniferous and Drift beds. 

The escarpment of Coal-Measures Sandstones, which forms 
so marked a feature in the southern part of the Valléy of 
the Tennessee, as far west as Russellville, loses its impor- 
tance west and southwest of that town, partly because of the: 
diminished height of the escarpment itself, and partly be- 
cause of the fact that beds of Drift have filled up the valley 
to the level of the top of this escarpment. Thus, for in- 
stance, if we start from Burleson, and travel eastward along 
the dividing ridge between Big and Little Bear creeks, we 
come upon the plateau of the Coal measures, without ascend- 
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ing any sudden elevation. The dividing ridge spoken of is . 
, made up chiefly of Drift beds, which are thus nearly at the 
level of the Coal-Measures, or slope gently up to them, 
hiding completely any escarpment that may have existed. 

Between Nauvoo, southeast corner of section 17, township 
7, range 13 west, and Russellville, the road is principally 
over limestone and chert, probably of the St. Louis group. 
The presence of large quantities of hydrated ferric oxide in 
the decayed masses of cherty limestone, is very noticeable, 
and in several localities it is found of sufficient purity to be 
a good ore of iron., This is particularly the case near the 
crossing of Cedar Creek southwest of Russellville, where 
formerly a Catalan forge was situated. 


Near the crossing of Cedar Creek, a few miles west of.. 


Russellville, begins Russell’s Valley, which stretches east- 
ward, near the foot of the mountain past Russellville and 
Newburgh, into Lawrence county, where it takes the name 
of Moulton Valley. 

The average width of the valley is perhaps five or six miles, 
and it is limited on the south by the mountain of Coal- 
Measures already spoken of, and on the north by thick de- 
posits of gravel and sand, which cover the strata of the 
Mountain Limestone. The valley is a furrow cut down 
through the Mountain Limestone into the limestone of the 
St. Louis group, or Upper Siliceous. 

Along this valley, pebble beds are not very common, whilst 
just north of it, they are, in places, one hundred feet in thick- 
ness. g 

Limonite is found in local accumulations, as ore banks 
from Cedar Creek to Newburgh, and the soil for this whole 
distance is colored deep red. A mile from Russellville, on 
the Courtland road, limonite ore banks, on Dr. Sevier’s land, 
were examined. 

Two samples of ore, from this oe were enalyaed by | 
Mr. Henry McCalley, i in the Laboratory of the Survey, with 
the results given below : 


[1 
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Analysis of oolitic limonite; color, dark brown; streak, brownish-red ; locality, 
one mile east of Russellville, in Franklin county. 


Specific gravity. ....... esee TN TES z... 3.616 
Moisture (hygroscoDl6). 2.54 idee ey ar YS a ed ong 1.648 
Combined water............ eee ee eee nnn eos 10,444 
Siliceous MAMI A RA AER m 3.159 
Sesquioxide Of TOIT. 29 ed es ox vr Rr lee Rs ua wae ee’ ames 84.696 
PGMA pric Ni .290 
Oxide of manganese... 9 rs RR MEE .087 
Inn cL ER EET a .440 
Magnesia...........- neis Mu dpa sap CR s —— ^. .025 
Phosphoric atid sosse S eoe ee x x Cu dud eret gula eis -765 
Sulphur ......... — D RET "m 054 
o 101.539 
Metallic: TOD A eee eae 59.287 
Phosphorus aii E Padi EU esas —— ¿334 * 


a amamma À——— MÀ 


Limonite, with smooth glazed surface, with outer shell of fibrous texture ; exterior 
surface black’; on fractured surfare, liver brown; brittle and very hard; 
streak, dark brown ; locality, one mile east of Russellville, Franklin county. 


Specific gravity. ....... ——— rr ss 3.800 


Hygroseopio moisture... 2 2.4. a Bes is .833 
Combined water................. seus. is dac. ib anne ee 11.849 
Siliceous matter......... 0-0. eee eee eee EAS ... 2.864 
Sesquioxide of iron........ taaan ia ..... 83.514 
A ein Ex pee da ven weenie ces — 1.411 
Oxide of maBpunese,. ... novere eeepetexes ex RF EE 188 
IO so arp ER fecit S ee ANO AQ ard AND E Mo ipd 407 
Moon nl PR Cr .045 
Phosphoric Acida as Er .760 - 
Süulphür A pete siete ee ee eee eae .085 
j 180.206 
Metallic iron..... neko INC "—— ——À! Coates osd 58.459 
PROSPHOLUS matices tia: A .932 


Going south from Russellville, on the Tuscaloosa road, a 
hill of 175 feet elevation, is reached about one mile from the 
town. This hillis composed of the débris of chert beds, 
with much limonite, the soil a red colored sandy loam. 
South of this hill, the spurs of the Coal-Measures come down 
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within two miles of Russellville. Between these mountain 


spurs are limestone coves, often of several square miles area. 
The Tuscaloosa. road reaches the foot of the mountain at the 
top of one of these coves, seven miles fro ussellville. The 
section along this road, from Cedar Creek to top of the 
mountain, has already been given above. 

Between Russellville and Frankfort, the road lies over 
ridges of angular chert pebbles. The water courses crossed 
are, in general, somewhat over 200 feet below the level of 


these pebbly ridges. 


CHAPTER III. 
f Brown’s VALLEY. 


This includes parts of Jackson, Marshall, Cullman, and 
Blount Counties. 


STRUCTURE OF THE VALLEY. 


It is known to Geologists that after the deposition of the 
strata of the Carboniferous Formation, there followed a 
period of mountain making in the eastern part of North 
America. Amongst the most important results of the forces 
which came so prominently into play during this time, were 
the elevation of a wide belt running northeast and south- 
west, approximately parallel to the Atlantic coast, and the 
crushing together and wrinkling up of the strata of this belt, 
into folds having the same general northeast and southwest 
trend.’ The great folds or flexures thus impressed upon the 
face of the country, were of seyeral kinds: some were simple 
folds; others were broken or fractured along the crest line; 
still others were fractured along this line, and the strata on 
one side of the line of fracture, were dropped down below 
the corresponding beds on the other side, thus producing 
what are known as faulis. This elevated belt, with its folded 
and faulted strata, is a mountain chain known as the Appa- 
lachian, which extends from Pennsylvania into Alabama, 
where it terminates. ) 

The elain is a complex one, made up of several distinct 
ranges: the Blue Ridge, the Alleghanies, and the Cumber- 
land Mountains, naming them in order from east to west. 
The more prominent characteristics of the three mountain 
ranges above enumerated, may be given in a few words. 
The strata of the Blue Ridge have been folded and crushed 
together in the most complex way—and in addition, the rocks : 
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have been changed into crystalline slates or schists, which 
are much harder and more resistant to denudation than the 
unchanged beds, so that in the Blue Ridge region we find 
rugged mountainous and broken country. I may say also 
that portions of the Blue Ridge were partially elevated be- 
fore the period above mentioned at the close of the Carbon- 
iferous formation. The blue Ridge is, in general, the water- 
shed between the Atlantic and the Mississippi basin. | 

In the Alleghanies we find the rocks much less changed 
from their original condition, except along the western edge, 
though they are rarely found in horizontal beds; having 
been much folded, so that the strata all dip considerably. 
The upturned and outeropping edges of beds of different 
degrees of hardness impress themselves upon the scenery of 
this region, forming rocky ridges with beautiful valleys be- 
tween. : 

The strata of the Cumberland region, or table land, are 
usually horizontal or very slightly inclined.: This uniformity 
is interrupted in a few instances by long narrow folds, run- 
. ning parallel with the folds of the other two regions, and with 
the general direction of the Appalachian chain.  - 

It is to one of these long folds in the Cumberland table- 
land to which we now direct the attention in speaking of 
Drown's Valley. 

Beginning with the Crab Orchard Mountain in Morgan 
county, Tennessee, we may trace a fold of the rocks in a con- 
tinuous line for a distance of 225 miles, nearly due south- 
west through Tennessee into Alabama, to its termination 
near the junction of the Big and Little Warriors, between 
Walker and Jefferson Counties. 

The middle portion of this great fold, from the head of the 
Sequatchee valley in Tennessee to Reid’s Gap in Alabama, 
has been broken or rent open along its summit, and along 
this rent or crack, water has excavated a valley 160 miles long 


and 5 or 6 miles wide, (Safford), called iu Tennessee, Sequat-. - 


chee Valléy; in Alabama, Brown's Valley. The two ends of 
the fold have the strata unbroken along the crest line, thus 
forming ridges. The Tennessee end of this unbroken part of 


Y 
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the fold is called the Crab Orchard Mountain, the Alabama 
end has no distinctive name, but it is the ridge separating 
the waters of the two Warriors, and extending from Reid’s 
Gap southwestward to near the point of confluence of the 
` two rivers—a distance of twenty-five or thirty miles. 

The Cumberland table-land has for its surface rocks the 
strata of the Coal Measures. Beneath these are the lime- 
stones, &c., of the Sub-Carboniferous, and other underlying 
formations. 

All these strata are involved in the fold, and in that part 
where the valley has been excavated, the denuding waters 
have cut down into the limestones of the Sub-Carboniferous 
and in some places still deeper, into the lower Silurian form- 
ation. 

_ Prof. Safford, in this connection says, “This fold, including 
its geographical and geological features, is beautifully sym- 
metrical. It terminates at both ends in mountain ridges, 
these ridges sinking away with the two extremities of the 
fold. The denuded part, (Sequatchee valley being the north- 
eastern end, and Brown’s Valley the southwestern,) is a canoe- 
. shaped, beautiful trough, in which are small characteristic 
_ ridges and valleys. This trough has a rim of Coal-Measures 

all around 1t." | 

The Coal-Measures which cap the o high plateau separating 
Brown’s Valley from the Basin of the Tennessee in North Ala- 
bama, appear nowhere to be very thick, so that none but the 
Lower Measures appear to be exposed in this area. The 
Conglomerate, which is near the bottom of the series, is the 
surface rock in places, from the Tennessee river west of Gun- 
tersville downto the center of Winston county. 

This part, therefore, of the Warrior field might with pro- 
priety be considered as a part of the Cumberland Table- 
Land. l 

The seams of coal below this Conglomerate, two or three 
in number, are in Tennessee the most available for the pro- 
duction of coal. In Alabama, however, their thicknesses are 
quite variable. 

In Alabama the geologically lowest rocks seen in the val- 
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ley, are the limestones of the Sub-Carboniferous formation, 
except at Blount Springs, near Scottsboro, Stevenson, and in 
a few other localities where the underlying Silurian rocks are 
exposed, over small areas. 


P 


DETAILS. 


The geological relations of the counties through which the 
valley extends are quite simple. The lower strata of the 
Coal-Measures, including several seams of coal, form the sur- 
face over the whole area, except where removed by denuda- 
tion, 1st, in Brown's Valley, and 2d, in the subordinate valleys 
or coves which have been cut by small streams, back into the 
rim of Coal-Measures which bounds Brown's Valley on each 
side. 

In Blount and Marshall counties, the edges of the valley 
are very slightly indented, and the same is true of the eastern 
edge in Jackson, but the western rim in the last named coun- 
ty, is so deeply gapped by coves which extend back for | 
many miles, that the symmetry of the valley is almost lost. 

Just above Stevenson the railroad passes near the foot of 
one of the mountain spurs which bound the valley on the 
west. The slopes of this mountain are formed of the lime- 
stones of the Chester or Mountain Limestone Group. 

Near the summit of the mountain and beneath a bed of 
sandstone or conglomerate, which forms a series of cliffs 
around the mountain, is a seam of coal which has been 
worked in two or three places. 


For the purpose of giving a fair presentation of the meas- 
ures, as exposed upon the mountain spurs west of the Ten- 
nessee river valley in Jackson, I will add here a section made 
by Dr. James M. Safford in the valley of Crow Creek, near 
Anderson Depot on the Nashville & Chattanooga road, and 


' near the Alabama line: 


(12.) CONGLOMERATE, coming in back of the top 
of the cliff formed by the 
sandstone below. 
(11.) Coan and shale; coal so far as seen only  ' 
eight or ten inches..... 40 feet. 
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(10.) SANDSTONE, heavy, makes the chif: thickness 
(estimated)................. 120 feet. 

(9.) CoaL, from 2 to 5 feet of lustrous, black, 

_good ccal, more or less laminated 

¡by thin leaves of mineral char coal ; 

contains some pyrite occasionally 

in seams. The coal will perhaps 


2362: Tm 9 feet. 
(8.) AUR dl COIT a“ 
AAN A a Gace esata 8 “ 
(6.) SANDSTONE: Lo bee dboxen dva ese eripe Md 10 “ 
(5.) Coan? and shale........ cce 10 * 
- (&) SANDSTONE and Sandy Shale............. 55 * 
(9. ) US NG Oui A aaa aw poc dens 1to6 “ 


(2.) Coat, has been opened, a laminated, cubic 

coal, without pyrite, will average, so 

far as-seen, from................ 23 to3 
(1.) Shale, with clay iron stones, followed. below 

by rocks not seen. ya 
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In this connection Prof. Safford says, “The second coal 
below the conglomerate (bed 9), has been and perhaps is now 
worked at several points below Anderson. Its average thick- 
ness is considerably less than three feet. Occasionally it is 
above this, and at one point in Alabama, not far below the 
Tennesse fine, it measured seven feet, soon, however, running 
down to two.” 

Further southwest, in the vicinity of Larkinsville, the 
measures have!been pretty thoroughly tested with the dia- 
mond.Drill, by Messrs. DeBardeleben & Co. These drillings 
show that the seam is extremely variable in thickness. 


The floor of the valley in Jackson county is mostly formed 
by the strata of the lower or Siliceous division of the Sub- 
Carboniferous formation. In the coves between the spurs 
of the Cumberland Mountains the St. Louis Limestone is 
the principal surface rock, whilst in the immediate valley of . 
the Tennessee (Brown's or Sequatchee valley) the lower group 
of the Siliceous division is seen, and, in places, even the 
underlying Black Shale and Silurian rocks are exposed. 

Near Stevenson,.as is also the case beyond Guntersville to 
the end of the valley at Reid’s gap, a ridge composed prin- 
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cipally of chert divides the valley longitudinally into two 
parts. Upon this ridge, everywhere, limonite is found, which 
occasionally is pure enough and in sufficiently large quantity 
io constitute valuable ore-banks. 

Generally, however, the limonite is too much mingled with 
ghert, in all stages of decay, to be of much value. 

In section 31, township 1, range 9, are occurrences of fos- 
siliferous limestones of greenish and reddish colors. These, 
when worked up, take a fairly good polish, and might well be 
used for mantles and other articles of the kind. | 

Near Warrenton the western rim of the valley is formed in 
great measure of a conglomerate, a mass of quartz grains 
cemented together, and enclosing rounded pebbles of white 
quartz, about the size of peas. Above the conglomerate are 
sandstones and shales of the usual character, and below it, 
first, shales and sandstones with one or two thin coal seams, 
and then the shaly and cherty limestones of the Sub-Carbon- 
iferous Formation. 

Near Guntersville the eastern rim of the valley is Sand 
Mountain, which, like the rim on the western side, is made 
up of the Sub-Carboniferous limestones below, and the con- 
glomerate, sandstones and shales of the Coal-Measures above. 
On both sides, the strata of the Coa!-Measures lie in nearly 
horizontal position, with a slight dip away from the valley, 
forming in this way a table land or plateau. 


In the following descriptions, it will be convenient to 
divide the valley between Guntersville and Reid’s Gap into 
two halves, the one extending from Guntersville to within 
6 or 8 miles of Blountsville, and the other from the latter 
point to Reid's Gap. At the point indicated, there is a divide 
between the waters flowing northeast into the Tennessee, 
and those flowing southwest into the Warrior. At this 
dividing line the surface rocks are sandstones, either of the 
upper part of the Sub-Carboniferous formation, or of the 
lower Coal-Measures. The height of the water shed {where 


the road crosses it); above the river ab Guntersville, is. not 
less iier 915 feet. 


c 
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Near this point two creeks, flowing northeast, have their 
sources—Brown’s Creek on the west, Gunter’s Creek on the 
east. They flow parallel to each other and about one and a 
half miles apart, into the Tennessee. A ridge of chert, the 
- débris of the cherty limestones which form the general floor 
of the anticlinal valley, separates the two creeks and the twe 
valleys through which they flow. It is worthy of remark 
that in the anticlinal valleys further southeast, particularly 
Murphree’s and Jones’ valleys, chert ridges formed of débris 
of lower Silurian cherty limestones, divide those valleys in 
the same way, and the chert ridge in Jones’ valley certainly, 
and perhaps in Murphree’s valley also, follows the line of a 
fault. 

In Gunter’s valley, the cherty limestones of the Lower or 
Siliceous Group of the Sub-Carboniferous formation make 
the greater part of the surface. The Mountain Limestone is 
confined to the slopes of the Sand Mountain. It seems 
hardly possible to make out in this valley the subdivisions 
of the Siliceous Group. From the occurrence, however, of 
numerous sink holes and big springs, it seems probable that 
the St. Louis limestone is the principal surface rock. 

The prevailing soil in Gunter’s Creek valley, is of deep red 
color, and fertile; along the sides of the chert ridge and near 
the head of the valley, the soil is more sandy, gray in color, 
and less fertile. 

Southwest of Brooksville, beyond the transverse dividing 
ridge alluded to above, the drainage is southwest into the 
two Warriors, a chert ridge dividing the valley longitudinal- 
ly into two parts. Blountsville lies on the northwestern side 
of this chert ridge, and the valley at this place is quite nar- 
row. Below Blountsville the ridge rises to a considerable 
height, and there are several peaks which, according to the 
measurements of the United States Coast Survey, attain an 
altitude above the sea of more than 1200 feet. ; 


CHAPTER IV. 


THE WARRIOR COAL FIELD: 


> 


Including under this head all the Coal Measures of Ala- 
bama, drained by both forks of the Warrior and their tribu- 
taries,the Warrior Coal Field may, for convenience, be di- 
vided into two parts—the Plateaus or Table Lands, and the 
- Warrior Basin proper: 

The Table Lands may be again subdivided into two parts; 
the one lying between the Great Sequatchee fold (Brown's 
Valley) and the limestone valleys of North Alabama, and in- 
cluding parts of the counties of Marshall, Morgan, Blount, 
nearly all of Cullman, and the eastern half of Winston, with 
perhaps a small portion of the north-east quarter of Walker; 
the other, between Brown's and Wills’ Valleys, comprising | 
the coal areas on each side of Murphree’s Valley, and includ- : 
ing parts of the counties of Marshall, Blount and Jefferson. 
These may with propriety be considered as extensions into 
Alabama of the Great Cumberland Table Lands and Walden’s 
Ridge of Tennessee. 

The height of these Plateaus diminishes continuously 
towards the south-west, the Plateaus passing gradually into 
the Basin proper. In Tennessee the elevation of the Plateau 
above the surrounding county varies from 850 to 1000 feet. 
In Jackson and Madison counties some of the’ spurs attain 
an equal height, but further southwest in Morgan and Mar- 
shall, the elevation will average not more than 550, and ih 
Cullman and Blount counties not more than 300 feet above 
the general level of the country. 

It is characteristic of the Plateaus that the limestone beds 
which underlie the capping of Coal Measures rocks, are above 
the general drainage level of the country. This arrange- 
ment of the two classes of strata determines in great measure 
the character of the scenery; for the removal by erosion of 


! 
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the more perishable limestones, causes the undermining of 
the harder sandstones above, which from time to time, break 
off with vertical faces, forming cliffs. From the same circum- 
. stance, the streams flowing out into the valley towards the 
west and north, have cut back into the tablelands, deep coves, . 
the length of which depends, amongst other things, upon the 
thickness of the limestones above the drainage level. For 
this reason, the length of the coves diminishes towards the 
south-west. The Plateaus are nowhere cut entirely through 
by streams, except by the Tennessee below Guntersville. 

^ The rim or margin of the table lands is generally only 
slightly indented by the streams, except on the western edge 
in Jackson and Madison, and.on the northern edge facing 
the Tennessee valley in Morgan, Lawrence, and Franklin 
counties. The outline especially in Jackson and Madison 
counties of this western face of the Plateau is extremely 
jagged and irregular. 

Of the character and extent of the coal seams occurring 
upon the Plateaus, something has already been said above, 
under Madison, Morgan and Marshall counties. The coal 
seams are all of the lower series, amongst them, one or two 
of workable thickness. Near Stevenson, Larkinsville, Hunts- 
ville, Oleander, on Short Creek, and at a few other localities, 
one or the other of these seams has been worked on a small 
scale, and there can be no doubt that further. examinations 
will bring to light other localities when the thickness of the 
coal will allow it to be worked witk profit. 

At present, however, lack of means of transportation stands 
in the way of the working of these beds except in.a few 
localities. The position of the seams, high above the water 
level of the country is favorable to mining. 


5 — a 


The Warrior Basin, includes parts of Jefferson, Tuscaloosa, 
. Walker, Winston, Marion and Fayette counties, drained by 
the Warrior. Tributaries of the Tombigbee, however, drain 
part of this area in Fayette and Marion counties, and a 
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small tract in contiguous corners of Marion, Winston, and 
Franklin counties, is drained by Big Bear Creek into the 
Tennessee. The average elevation of the land above the 
principal water courses is from 200 to 950 feet, the height 
above sea level it is not possible at present to give. 

From the facts that the measures sink gradually towards 
the south and west, and that the Sub-Carboniferous lime- 
stones in these directions, not only sink below the general 
‘surface, but actually thin out, as is seen in the section ex- 
posed*in the anticlinal valleys, Jones’, Roup’s, de., it is evi- 
dent that no sharp line of division can be drawn between the 
Table lands and the Basin. For convenience we may assume, 
(provisionally at least) that the Table land extends south nad 
west as far as the lower conglomerate appears as a surface 
rock, and where none but the lowest seams of the Coal 
Measures are exposed. This would class the measures of 
Blount, Cullman, and the northeastern parts of Jefferson and 
Winston with the Table lands, and south and west of these 
limits would be the Basin proper. 

As Brown’s Valley divides the Plateau into two parts, so 
the continuation of the valley as an anticlinal fold for twenty- 
five or thirty miles south-west of Reid’s Gap, divides the 
Basin into two unequal parts. South-west of the confluence 
of the Warriors these two. parts seem to come together in 
one common basin, by the sinking.away of the anticlinal fold 
which separates them higher up. 

Our knowledge of the Warrior Basin is quite limited; the 
narrow belt lying between the Warrior River and Jones’ 
Valley in the northwestern part of Jefferson county, is the 
only portion about which these is any reliable information 
concerning the number of coal seams, their thicknesses, and 
their relations to the interstratified rocks, and this part of 
the field has been systematically explored only along the line 

of the South and North Alabama Railroad, and west of 
Birmingham. 

In Tuscaloosa county, near the Alabama Great Southern 
Railroad, Coal has been mined in Senor localities ; so, also, 
near the town of Tuscaloosa. 


rad 
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The northwestern part of the basin, including Walker, 
Winston, Fayette and Marion counties, is, so far as a know-- 
ledge of the Coal Measures goes, practically a terra incognita. 

Railroad surveys have been carried through this region, and ` 
` incidentally the outcrops of coal seams near the lines of the 
surveys have been noticed. . A geological reconnoissance has 
been made through the counties named, and occurrences of 
coal noted ; partial explorations in the interests of companies 
and of individuals have been made, but the data thus col- 
lected are neither sufficiently numerous nor sufficiently con- 
nected to be used in the construction of a reliable geological 
section of that part of the field. A proper exploration of this 
area would require the expenditure of a large amount of 
money and several years work. 

In this report I sball endeavor to give as well as possible 
* the present state of our knowledge of this basin, and since it 
is not possible to give a general destription of the entire 
field, I shall give merely some details of the counties in- 
cluded in this area. 


JEFFERSON. COUNTY. 


In a former report, 1 published the results obtained by 
boring with the diamond drill, at several localities in the 
southeastern part of the Warrior field, along the line of the 
S. & N. Ala. R. R., and in the vicinity (west) of Birmingham. 

The labors of Mr. T. H. Aldrich, to whom I am indebted 
for the facts given below, have brought to light the connec- 
tions between these drillings, and have rendered possible the 
construction of a section of this part of the Maro field, 
which is approximately correct. d 

A section from Jones’ Valley, above Birmingham, to 
Brown's Valley, along the line of the S. € N. Ala. R. R., in- 
cludes that part of the Warrior field which has been most 
extensively worked for coal, and which is therefore best 
known. This section, as showing the geological relations of 
the strata of Jones’ and Brown's Valley, as well as those of 
the Coal-Measures, is an instructive one. 

Jones' Valley, as has been mentioned in previous reports, 
is divided longitudinally by a ridge made up of chert frag- 
. ments, the débris of the cherty limestones of the Knox Dol- 
omite or Quebec formation of the Lower Silurian. This 
ridge, for a part at least of its length, marks the position of 
a fault by which Upper and da Silurian are brought into 
- contact. 

A reference to the map published i in my report for 1876, 
will show that the Clinton group of Upper Silurian, and, in 
some instances, the Black Shale, and even the Sub-Carbenit- 
erous limestone, have been involved in the faulting, and 
brought up the level of the Quebec Dolomite, in the valley 
below Elyton. The same condition of things obtains further 
north above Birmingham, and the line of fault is there also 

marked by the chert ridge. 


64 WARRIOR BASIN. 


West of this ridge, the strata have been overlapped, so 
that they all dip one way, 4. e. southeast; but the newer for- 
mations lie beneath the older. In crossing the western part . 
of the valley, therefore, going towards the Warrior field, we 

"pass over the upturned edges of the strata (all dipping south- 
east) of the formations, in the following order: 


( (1) Quebec or Knox Dolomite 
with chert. 
(2) Chazy and Trenton lime- 
stones. 
UPPER SiLURIAN. (3) Clinton Sandstones and 
Red Hematite Ore. 
St. L. Limestone, etc. (4) Sub-Carboniferous cherty 
ig limestones, de. 


LOWER SILURIAN 


SUB- (5) Heavy bedded sandstone, 
CARBON- siliceous, glist’ng in the sun. 
IFEROUS. Chester Group | (6) Limest'ne with Pentremites 

| and other Sub-Carb. fossils. 


[ (7) Shales. 
| (8) Heavy bedded siliceous, 
| glisten’g sandstone, in near- 
ly vertical ledges, forming 
Coat MEASURES. l the high rocks on each side 
| of the railroad at Boyles’ 


Gap. j 
m Shales and sandstones of 


the Warrior basin. 


A moment's reflection will show that, with southeast dips, 
the formations are reversed, so that the Quebec overlies the 
Chazy and Trenton formations, and these in turn, the Clin- 
ton and Sub-Carboniferous. E 

The beds of limestone, No. 2, may be traced for a long 
way up and down the valley, where their up-turned edges, 
in many places, form a series of low walls, running north- 
east and southwest. No. 3, at this place, is not well shown, 
but south of the railroad the red ore becomes much more 
conspieuous. 

No. 4 (the Siliceous group), also near the railroad not very - 
well shown, though easily recognizable. Further south, Nos. 
3 and 4, with the Black Shale between them, form a conspic- 
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uous ridge, the counterpart of the Red Mountain ridge on 
the other side of the valley. No. 5, from its position, is, 
with very little doubt, to be referred to the Mountain Lime- 
stone or Chester Group. It is probably the representative 
of that sandstone layer in the Mountain Limestone which, 
in North Alabama, plays so conspicuous a part in the 
scenery. (See further details under Franklin and Lawrence - 
counties.) 

No. 6, also a member of the Chester or Mountain Lime- 
stone group, is well shown in the low places on each side of 
the railroad. - 

The remainder of the section, Nos. 7 and 8, may probably 
be referred with No. 9 of the Coal-Measures. 

The heavy bedded siliceous sandstone, No. 8, has usually 
been called (adopting Prof. ‘Tuomey’s nomenclature), Mill- 
stone Grit. It rises in nearly vertical ledges, forming a con- 
spicuous ridge on the western side of the valley down to its 
termination southeast of Tuscaloosa. 

‘It is everywhere, in the anticlinals of Middle Alabama, 
found near the base of the Coal-Measures ; but in the north- 
ern part of the State, it is often much less conspicuous. It 
seems probable that the line between the Mountain Lime- 
stone and the Coal-Measures, should be drawn between No. 
6 and No. 7 of above section. 

The thickness of the sandstone No. 5, is about 60 feet, and 
the dip 28° to southeast. 

The limestone, No. 6, with shales No. 7, are together 75 
feet thick. The siliceous sandstone, No. 8, is 120 feet in thick- 
ness, and dips 45° to southeast. Á 

Continuing, now, the section along the railroad, inside of 
the rim of. sandstone which makes Boyles' Gap, we find the 
usual sandstones and shales of the Coal-Measures. These 
beds, for a distance of 1,000 feet or more across the strike, 
show evidences of great disturbance, dipping at high angles, 
the prevailing dip being southeast. Within these nearly 
vertical measures, which include one or two seams of coal, 
there is a sharp anticlinal fold, the strata on both sides be- 
ing nearly perpendicular. On the western edge.of this nar- 
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row strip of highly inclined strata, is a fault, beyond which 
begins the great basin of this part of the field. Immediately 
beyond this fault, the measures dip 35° northwest, falling off 
. within a few hundred feet, to a dip of 13°.—(Aldrich.) 

The rest of the section, across the field to Reid’s Gap, I 
take from an article written for Berney’s Hand Book of Ala- 
bama, the notes for which section were kindly furnished to 
me by Mr. Aldrich. 

“The railroad, after entering the basin, follows very nearly 
the line of the strike of the strata for about two miles, the 
dip being from 8° to 15° northwest throughout this distance ; 
then a fold in the rocks brings to the surface the ‘ Warrior,’ 
‘Black Creek,’ and the ‘ Jefferson’ seams of coal. 

The openings of the Coalburg Mining Company, Thos. 
‘Sharp, Superintendent, are situated near centre of S. 30, 
T. 16, R. 2, W. The slope is about 350 feet deep (1877) and 

-is sunk upon the. Black Creek seam, though some doubt 
seems to exist here as to which seam should bear the name 
of Black Creek. 

The section in the vicinity of the slope would be as fol- 
lows: 


(11.) Shale and Sandstones.75 ft. 00 i ins. 
o CoaL od of Der .00 “ 20 


Slate, ete.. oo... 40 * 00 “ 
(8) WOM LE ue s 00 * 12 * 
(T) Dt CP ETE 00 * 10 * Jefferson Seam. 
(6): CONE votos add 00 * 12 * l 
(5.) Sandstone............ 14 * 00 “ 
(4) Coat, end ere 00 * 16 * Unknown Seam. 
(3.) Slates and Sandstones.35 “ 00 “ | 
(2) COD cria ..19 * 24 * Black Creek Seam. 


The slope at oia starts at a dip of Boon 35°, and 
soon falls off to the very low one of 8°.” 


“The railroad continues still nearly on the strike of the 
strata, for three miles, to Newcastle Station, where the mines 
of the Newcastle Company, Jno. T. Milner, Superintendent, 
are situated. 
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A section of the measures at this point, compiled from 
_ borings and other data, is nearly as follows, beginning above : 


COAL...... cece ee cee eee 5 ft. Sins. Newcastle Seam. 
Sandstones, &c........... 15 “ ce 
¡CON 0“ 99 “ 

Fire Clay. .............. af 0 * 

Sandstones, &e........... 20* 0 “ 
COAL...... ..... eere 2° 6 * 

Sandstones,&c  . ..... 25 * 0“ 

Brack BAND Iron OrE..... 1% 4 * 

Sandstones, &e........... 20* 0 * 
COAL........eee eee oo. 4* 9 “ 

Sandstones, &c........... 95 * Q0 * 

CONGLOMERATE ........... 146° 0.“ 

Sandstones, &c.......... 130 “ 0 * 
CI 0“ 18 “ 

Sandstones, &c..... 50“ 0 “ 

CoAL, (slate i in the middle). 2“ 2 “ Jefferson Seam. 
Sandstonos, BG... ae. 9*4 Q0 * c 
COAL...... cee eee eee eee 1“ 6 * 

Sandstones, &.......... 4“ 0“ 
COAL....... eee eere 0* 9 * 
Sandstone............... 50* 0 * 
CI 2* 4 * Black Creek Seam. 
Sandstones, &0.......... . 


The Newcastle seam may be seen outcropping on the west 
side of the little valley ; the dip is about 5? to northwest. 

Àn analysis of coal from this seam may be found in my 
Report for 1875, pages 39 and 63, together with details con- 
cerning the mine. When washed, this coal makes an excel- 
lent coke, but on account of the shale in the seam it is not 
now worked; the underlying Black Creek seam is the one 
from which coal is now raised at Newcastle. This seam is 
reached from the railroad, by a tramway 1200 feet in length. 
The average thickness of the seam is 32 to 33 inches, and the 
dip like that of the Newcastle seam, 5° to northwest. The 
seam is underlaid by fire clay ; the roof is also clay, and is 
noted for the beautiful fern impressions contained in it. 
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Analysis of Black Creek Coal, by Pror. N. T. Lupron: 


S PEC QUO fia de d adici pace ani dared di 1.29 
Mob Lc om tad CU a eee ome des Shas 1.36 
Volatile Matter........... ccce eee ehm 31.79 
Eed DA DON dia dedii 64.71 
O E 1.82 
o A EN 32 


The evaporating power of the coal, from experiments made’ 
in Louisville, Ky., is 8.01 ibs. of water to the pound of coal. 
As a gas coal it is excellent. A statement from Geo. H. 
Wells, of Nashville, now before me, shows thatit yields 4.82 
cubic feet of gas per pound of coal, and 333 bushels of 
screened coke per ton. The output of the mines is 100 tons 
per day. 

The seam of black band iron ore seen in the above section 
is worthy of notice. It outcrops close to the railroad, a 
short distance north of the station.” 


* A quarter of a mile above Newcastle Station, there.is a 
great fault, 800 feet or more in width, and having an east 
and west direction. Nothing is known of the. relations of 
this fault to the great field, except that it has been traced 
several miles from the road. 

Crossing this fault, we are in the central part of the basin. 
The rocks here are perfectly horizontal for several miles, and 
no developments have been made.” 


* At Jefferson Mines, 10 miles above Newcastle Station, is 
the shaft of the Jefferson Coal Company, Marshall Morris, 
Superintendent. This shaft is 200 feet in depth, starting 
above the conglomerate (of the foregoing section,) and pass- 
ing through the Jefferson down to the Black Creek seam. A 
section of the shafi is about as follows : 


Coat, poor, full of slate..... 4 ft. -9 in. 
Clays and sands............ ap 1* 
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CONGLOMERATE ... ......... 16* 0“ 

A Saw cance dois ELS S 

Coar, with shale........... e DNE 

Sandstones, clay, and shales.81 * 10 * 

Coa, good, hard........... i o” 

Sandstones Wc TTE 40“ 6“ 
COAL, good............. . 8“ 3“ Jeferson Seam. 
Sandstones, ae ss 99 5“ 

COAL, 2000 seats 2% 6“ Black Creek Seam. 
Sandstones................ 


The Jefferson seam in this shaft, shows a thickness of about 
40 inches, and has a good roof. ; 

The Black Creek seam is more irregular, running from two 
and one-half to three and one-half feet, but has no shale 
partings, and is said to be at this point the best iron making 
coal yet found on the road. 

The Eureka Company is using a considerable quantity of 
this coal in the furnaces at Oxmoor.” 


* Half a mile north of this mine, the Warrior river is crossed 
by the railroad, and beyond the river, begins the northwest 
side or edge of the basin. Here the measures rise about two 
feet.in one hundred, up to Warrior station, four miles 
north of the river. á 

At this point the Warrior seam is extensively worked by 
Mr. Jas. T, Pierce, and by the lessees of the Alabama Mining 
and Manufacturing Company, Mr. Frank Hoene, Superin- 
tendent.: 

`- The section at this point, as given by borings, is : 


— 


Sandstones and clays with fossils.85 ft. 6 in. 


COÀH- ' - . SE o dia 19a ee 

CANNEL Coat AND BLACK Banp.... 2% 4 * => 

Slate, hard ........... o £0 

Coa, average thickness......... 2“ 9 Warrior Seam. 
Clays, sandstones, &e ........... 


The strata under the Warner seam, are given below in the 
general section of the field, as compiled from borings. 
The seam dips very slightly, and drifts are run in all along 
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the outerop. The coal is excellent, and is used on the en- 
, gines of the S. & N. Ala. R. R. 

Mr. Jas. T. Pierce works one shaft with capacity of 100 
tons a day, and four slopes capable of an output of 150 tons 
a day. ? 

The Alabama Mining and Manufaeturing Company, Mr. 
Hoene, Superintendeut, work three openings with one main 
entry, and several east and west entries. Capacity of the 
mines, 120 to 150 tons per day. From the mouth of the 
entry the coal is hauled by steam power up an incline, and 
thence by a tramway one-eighth of a mile long to the weigh- 
ing house; it is then dumped directly upon the cars of the 
S. & N. Ala. R. R., near the station. 

The coal enjoys an excellent reputation, especially for 
domestie and steam purposes. The seam averages about 
three feet in thickness, the dip about 18 in 100 to southeast. 
Roof, hard slate about four feet thick, above which is the 
stratum of black band and coal, two feet six inches thick 
Above the black band is sandstone. Below the coal is fire- 
clay, four feet thick, the first foot gritty, the rest good clay.” 


“Going north of Pierce’s station, where the outcrops of 
the Warrior seam rise to the surface, we cross a long series 
of sandstones and shalesgto Reid’s gap, where the glistening 
siliceous sandstone, often called millstone grit, and the other 
accompanying strata are repeated, and we come then to the 
valley of Blount Springs (Brown's valley)." 

In the foregoing sections, the Newcastle is the topmost 
seam. 

Recent researches ot Mr. T. H. Aldrieh have shown that. 
southwest of the S. & N. Ala. R. R. a series of coal seams comes 
in above the Newcastle, and he has, worked out the relations 
of these seams so that it is possible to give an approxi- 
mately accurate section of the Warrior Basin in this part 
of the State. | . 

If we refer back to the descriptive section along the S. & 
N. R. R., it will be seen that inside of the ridge of siliceous 
sandstone through which the railroad passes into the Coal 
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Measures at Boyle’s Gap, the measures show evidences of 
having been much faulted—they stand nearly vertical in 
some places—and about 1,000-1,500 feet northwest of this 
ridge across the strike, occurs a fault beyond which the 
measures are nearly horizontal, being’ slightly upturned near 
the edge of the fault. 

Southwestward this fault does not appear to run parallel 
with with the edge of the Coal Field, but makes an acute 
angle with it, so that if its direction continued the same, it 
would intersect the edge of the Coal Field, perhaps eight or. 
ten miles southwest from Boyle’s Gap, the strip of faulted ` 
measures thinning out between. 

Along the S. & N. Ala. R. R. the strata of the great basin 
dip northwestward, but a few miles further south, the dip 
changes slightly more to westward, and the series of upper 
stams comes in. These upper seams appear to lie in a sort 
of basin, for their outerops, instead of running parallel with 
the edge of the Field, bear away towards the north and 
west. The limits of the basin and the area undetlaid by 
these upper seams, are not yet made out, except in the im- 
mediate neighborhood of the Pratt Mines, and thence south- 
ward. 

In the north half of northeast quarter of S. 30, T. 17, 
R. 3, west, the Pratr Coan & Coge Company have sunk a 
slope upon what is known further to the southwest as the 
Brown seam. The section of this seam is as follows : 


Top......... d Cece ee cee eee cence tees eens Slate 
COAL... 0 ce ce cece cee nese ee rre 10 inches 
Slate..... coe cc ce cee Rl rt 2 

COAL... cc cece ce cece hee 46 * 
Slate... ee Rare -———— 


The coals from both benches of this seam, together with 
the two inches of slate between, have been analyzed by Mr. 
Henry MeCalley, in the Laboratory of the Survey. The re- 


sults are as follows : 


e 
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1. Analysis of average sample of coal from upper bench of 
Pratt Coal and Coke Company's Seam. 


Suecia o ous. duntedundibésdu eR Db ase nd 1.33 
SULPHUR atc wie kone eae adie sedi baa m eu ades 1.224 
MOISUUSO Soo O Eton ed . 1.474 
Volatile Combustible B abba. A ra ETAN 32.288 | 
Fixed Carbono. be ERE sa add 59.503. 
PT ste ee Bsa ts cu Mo Du LEM E eei: Me id ARE 6.735 


an 100.000 - 


2. Analysis of average sample of coal from lower. bench of 
Pratt Coal and Coke: Company's Seam. 


Specie OE VI UY Leer ER SaaS bee Era ..... 1.278 
BSULPHUBS 052a uiam o 612 
IVE O16 GAO ict dainty aaa e Se du tod echa Ea 1.529 
Volatile Matter.... 0... 0... cc ee ee eee ee Ret 30.683 
Fixed Carbone v E A . 68.683 
PR thes Shae creates i uen EE a E uM d 4.102 
TER 100.00 


3. Analysis of the slate parting between upper and lower 
benches of Pratt Coal and Coke Company's Seam. 


Paid Analysis. 


Spəcific gravity eerren tics Ev SP x RAT E ERU 1.988 
ifi Cc 1.621 
Volatile Matter................. A wenger: 11.719 
Fired CBPDOBoiiesewexeesudecewvWabe ed 23.839 
AS M MNT CN 62.821 
—— . . 100.00 
Analysis of the Ash of above Slate. 
enia AGI ase Obeid .. 68.155 
Femo AA eR Ou ep ut eiii 6.983 
Pinna "Hm eer ` 99.884 
iin TE “103 
Mabhosid A ese uc osa egi ein jovis cedit .536 


JEFFERSON COUNTY. 73 


Poco mua acted siu cade eqied e 2.164. 
MOOG sce saya sack o Re AS Set bsec 1.143 
Phosphoric. Acid eisian terie uev sve ridus 2.564 
Sulphüri Aoi... arde naw teense .145 
Sulphur, combined... sese eee eee .051 
Chlorine ............... eee a Me Sead scene ees Trace. 

— - . 99.128 


The dip of the seam at the slope is 43° to the northwest, 
but northeast of the mine the dip of the seam changes more 
and more towards the west, and the line of outerop, at the 
same time, turns from northeast towards the north, showing 
the edge of the basin. 

The improvements at the mine are, & shoot 140 feet long, 
with tracks for each grade of coal. 

A double hoisting engine, of 40 horse power. 

Two hoistways and manway in slope. 

Fifty coke ovens 12 feet in diameter, now building. It is 
proposed to build 150 in all. 

Daily output at present, 206 tons; capacity of the mite, 
. 500 tons per day. 


l'give below a general section of the Warrior basin in 
this locality. For the section, from the top down to the 
Newcastle seam, [am wholly indebted to the kindness of 
Mr. T. H. Aldrich, who has carefully explored this part of 
the field, and made out the relations between the upper and 
lower series. | 

From the Newcastle seam downwards, the section is com- 
piled from borings, made with the diamond drill, in various 
parts of the field, and especially from examinations made 
along the South & North Alabama R. R. For this, also, T 
am in great measure indebted to Mr. Aldrich. 

This is probably as near an approach to an accurate sec- 
lion of the Warrior basin, southeast of the Brown's Valley 
Anticlinal, as can be made with the data at present available. 
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General Section of the Warrior Basin, west of Birmingham, 
- Jefferson eae 


Surface soil, of variable depth.............. - —— 
Coat, uu ee — 0 feet, 3 in. 
Sandstones, shales, &e............ bau Sn. 115 0 
Coat, Pratt 8Seam............... rau aan 4 * 8 « 
Sandstones, &..... 0... ee ee eee eects 20 * OQ * 
' QoaL, Sixteen Inch Seam.......... n p. € de 

Sandstones, shales, &e................. sod UU. oO qt 
A oe ese tea kw A. de cow pr ctt 
Sandstones, &..5........ ccc cece eee b. 4e us 
Coat, Four Foot Seam, in two ee of 

equal thickness, with 8 inch slate parting.. 4 “ 8 * 
Sandstones, shales, E NERO MEC 50 “ Q« 
Coat, Quadruple Seam......... esee. 6or7 * 0“ 
Sandstones, and other measures........ 20to 30 * 0 “ 
Coat, Slaty Seam....... seen 1“ q 
Sandatones, WG io A A PUE OPE do. * Os 
Coat, slaty, one bench 2 feet thick........... 8“ 0“ 
Sandstones, &e........... ccc ees eee eee 100 “ 0 “ 
Coar, Double Seam, two seams 8 in. and 15 in., 

with 5 feet of shale, &c., between......... T Se Oe 
Sandstones, &e.............. lecce cee eee 100 * 0 * 
A vut ex eda e oen dd 25 * O * 
COAL, A Sas rto eb adr on eds 4“ 6“ 
Sandstones, OE Ove ick dede Soi IA S d aes 25-to 30 “ 0 “ 
CoaL, smallseaM.............o.oo...... Lto. 2 A ag 
Shales, Po T" ETE 610 10 “ 0“ 
CoAL, in two Dencker of 3 and 15 inches, with 

2-3 feet of slate between..............+-. 4 “ 0€ 
Sandstones, dC... ......oooooooooo momo... 100 * 0 “ 
DAT ta sisti utis i ead dit dt Oe x€ oo 
Shales, and other measures........... ..... 50 * 0“ 
Coa, double seam, as not known. š 
Sandstones, shales, &e................... ,.900 “ 0 “ 
Coat, Newcastle Seam (sito) bape 5 ft. 8 ‘in. to id EE s 
Sandstones, &e.............. ec lere eee en s 1 
COMIS DOOY 5 ce Vere dy ktm vd codi erae dre e E “ 10 “ 
Fire clay 3 feet, and sandstones 20 feet...... 23 * 0 “ 
dou MCCC ene ere Be + 
Sandstones, &e............... "m 20. 1€. Qu *t 
BLACK BAND TRON ORE................. eee 1. * 4 
Sandstones....... Eien adesset A wee 20 * 0 
Coat, poor, full of slate.................... 4 “ 4 ý 


Fire clay and arengceous clays.:.......... 20-30 “ 


Y 
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CONGLOMEBATE.......... eee cece ence ees 16-20 
Coar, with shale.............ooooooomooo... 1 
Sandstones, shales, &e...:............. LL. 81 
Coat,. good, hard..........ooooooommmmoooo.» 1 
Sandstones.................. C 40 
Coat, good, Jefferson Seam..... T€ 3 
Sandstones, &C.... cece ecw weet eet eene 29 
Coat, good, Black Creek Seam....:......... 2 
Sandstonés, VO AAN 139 
Coat, doubtful................... die 1 
Sandstone, with fossil shells................ 85 
COMM accel etn aida ka HM | 
Sandstones, di... ............ picas 30 
CANNEL COAL AND BLACK BAND. .............. 2 
Slate, hard......... CE TUTTO Q4 
Coat, good, Warrior Seam...........-.. "o 
Clays, Hands. a nes cene d nee, Sate Pei 20 
COA Deere vae E deba cea ed HE | 
Clay and sandstone. ...... eset 7 
Coah NOt dos adas racimos 2 
Shale, sandstone, dl .......oooooomooooooo... 295 
Coat, hard and bright...................... 7 
pe and firo C1BY ees oer e zi 
Shales, with coal plants...... ee ee 12 
COAL, 2000 osuna desd ee n 
Sandstones, clays, &c...................... 102 
“Shales and sandstones, with two thin seams of 
coal near bottom of series................ 450 


Siliceous supe oo base of Coal Measures. .100 
aleS...... dw a Pm cd SUE dde 

8 UN Limestone, with Pentremites.. 75 

Siliceous Sandstone.......... 60 


far 
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TUSCALOOSA COUNTY. 


Although coal has been mined in the vicinity of Tuscaloosa: 
for many years, there has been no systematic exploration of 
the Coal-Measures of the county. 

Under the auspices of the Tuscaloosa Mining and Manu- 
facturing Company, a number of sections of coal seams were 
made in several places on the tributaries of Davis’, Daniels’, 
and Hurricane Creeks. It may be of interest to give some 
of these sections, as illustrating the character of the coal beds 
eighteen or twenty miles northeast of Tuscaloosa. 

Together with these measurements I will give those of 

beds in other localities where coal has been dug for local 
use. 
. In 8.5, T. 21, R. 7, W., near the center of the section, and 
on land belonging. to. Mr.. Martin Williams, a thin seam of 
coal, 10 inches thick, has been worked to supply the forges 
of the vicinity. — - 

In the NW of NE of S. 8, adjoining, another opening, 
upon what may be the same seam, the thickness, however, 

being a little greater, 12-13 inches. 

' Also, in the SE of NW of S. 9, same township and range, 
is another bed, 25-30 feet above the two just named. The 
coal here is said to be 16 to 18 inches thick, a good hard | 
coal. 


Upon a tributary of Little Hurricane Creek, in S..1, T. 21, 
R. 8, W., there are three beds separated by 25-30 feet of 
intervening strata; the uppermost of these is called the Law- 
rence bed—said to be about 3 feet thick ; 25 feet below this, 
the Ball bed, thickness not determined ; and 25-30 feet lower, 
the Phelan bed, 3 feet thick, lying under a conglomerate. 
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In the same section, on J. D. Hamer’s land, an outcrop of 
coal was seen, about 3 feet in thickness, with some shale. ' 

In section 2, on Mr. Peterson’s and on Mrs. L, C. Garland's. 
land, a-seam of about the same thickness has been worked ; 
perhaps the same bed. The bed at Hamer's has immedi- 
ately over it four feet of fire-clay, and over the clay a con- 
glomerate, of which four or five feet are. exposed. The Pe- 
terson bed has over it, also, fire-clay overlaid with conglom- 

erate. 

This bed shows very little shale, almost none, and the coal 
is 274 inches in thickness. The Garland bed, S. 2, T. 21, 
R. 8, W., is probably the same. 

North of these localities, in T. 20, R. 8, W., are also sev- 
eral beds where coal in small quantities has. been mined. In 
the NW of SE of S. 36, T. 20, R. 8, W., a bed 18-24 inches 
thick has been worked by Mr. Toxey ; the quae of the coal 
is good, and the roof is of sandstone. 

In the NE of NW of S. 35, adjoining, a bed 2 feet thick 
has been opened, and in SW- of SE of S. 26, like the pre- 
ceding, on land belonging to Mrs. L, C. Garland, another bed, 
showing about 3 feet of coal, has been opened and worked. 
This coal enjoys an excellent reputation, having been mined 
here and sold in Tuscaloosa. This is sometimes called the ` 
Mallett bed, and it is separated from the bed in S. 35, above 
mentioned, by 30 feet of Measures. 

East of these openings, others have been made in Town- 
ship 20, Range 7. 


In the northeast corner of section 9 of this township, and 
in southwest corner of section 18, two outerops have been 
accurately measured. The first is called Burchjield No. 1, 
. the other the Haldman bed; from the similarity of the two 
sections it seems probable that the bed is the same: 
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i COA eS ets e eene 13 inches. |17 inches 

Dtos 3 " 

CONG i an Steamed aes 9 s 9j  “ 
A 2 «6 1: * 
COM Gs covs eaten ds, Shae 13 “ 110 j 
ODIT OPE 23 “ Low 
COM ves sri ess 1 e a Ww 
Fireclay.............. 22 “ 86  “ 
COAT. urraca 19 * |28 = 
Fireclay..... e EE meant poss 


In section 19 of same township, the following measure- 
ments were made: 


Surface..... 0... cece eee eee nn 
Ca: EAEE 1 foot 3 inches. | 
hale........... 0 * 1 
COAT cesa oe YR 0 €6 € Burchfied No. 3. 
Shale............. 0*1 « 
COAT. Urs p vb ss Lou To 
Fireclay .......... not determined. 
RU. die. ..90 feet a inches. 
AA Q « « 
Fireclay.......... | i Burchfield No. 2. 


These two beds have been called Burchfield beds No. 2 and 3. 
In the southeast corner of section 30, same township, we 
get the following section of what is called the Jones bed : 


Roof—shales...... ......... : 
COAL ose ses O feet 9 inches. — 
Shale........ Qs oq. S i 
COAL........ o “lo “ 
Fireclay..... 3“ 6 5%. 
CoAL........ LE 
Shale........ TES 
CoaL........ o *11 * 

Shale........ 0 * 1 -« 
COAL.. seene. p € € 
Fireclay..... 


In section 27, township 20, range 7, east of the foregoing 
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outcrop, the following measurements were made of what is 
 ealled the Hart bed: 


Sandstone Roof................ 
COM os eee ee 1 foot 8 inches 
Slate........... ¿ES 

CORE ovre ex 0* TM « 
Blate.......6....0 "*,1 I 
COOKE ox oda 0“ g © 


| Some distance down the branch from this outcrop, another 
bed has been exposed, which was measured as follows, Thom- 
as bed : 


Sandstone Roof A EEEE 
2 OOM verts foot 73 inches, 
Slate......... Qe Y 

CO So nds Boe. f se 
Fireclay...... 


i 


About 15 feet below this, and separated from it by shales, 
is a small seam 2-4 inches in thickness. 


On Brushy Creek, several small seams have been observed, 
which lie between the beds above given and the Warrior 
river level. 

It is, of course, not possible to give with certainty a 86C- 
tion of the strata as exposed in this part of the county, but 
as any attempt to reduce to order, the various observations 
already made, is worthy of attention, I make no apology 
for introdueing here, & section which was constructed by 
Mr. Bowen, of Pennsylvania, whilst exploring in the interest 
of the Tuscaloosa Mining and Manufacturing Company. 
Whilst this section may be faulty in some particulars, it is 
probably, upon the whole, approximately correct. ` 
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Section of the Coal-Measures in Township 20, Ranges 7 and 8, 
Tuscaloosa County. ! 


Surface Rocks........ 0... 0002 eee ee 40 to 100 feet. 
Coat. Cleveland bed (9)................... 2“ 4. inches. 
Sandstones, Ul......oooooomooooomoomm.m.ooo.. 40 “0 
Coat. (Jones’, Harts’, Burchfield No.3.)..3to3 “8 “ 
Measures....... 2... cece cr ehh „20 “0 * 
Coat. (Peterson’s and Burchfield No. 2.).... 2*4 “ 
Measures... 0... cece ce cee n 9560 « 
Coat. (Thomas 2 ft. 9in. Burchfield No. 1 p Bg « 
Haldman, 
Shales... occ cee cect cece oo» 15*0 * 
000) le leeeeeee eem hen 0 “2-4 * 
Measures (estimated).................. Ls. 90*0 “ 
(COAL..:.. eee esee 0*10 * 
d Sandstones, &£c............... eese. 150*0 “ 
E a | CN 0*3 * 
a d Measures....... 0.0.02 ee cee nc.» 10“0O * 
Sa | OAL oo. eee c cece eh hrs cence O“ 10 ss 
E E Sandstones, &c............... Ll Ls. 1000 « ce 
(09 LOoan..... Lecce cece cece cee oros s 


Water level Warrior Biver. 


On the opposite (west) side of the Warrior, there have 
been fewer explorations for coal, and less is known about 
that part of the county. 

North River and the Warrior, for fifteen or twenty miles 
before their confluence, flow approximately parallel: to each 
other, the two rivers being separated by a ridge of denuda- 
tion, the summit of which is more than 300 feet above the 
water level at the point where the two come together. This 
dividing ridge has a capping of pebbles and sand 25-30 feet 
or more in thickness, belonging to the Stratified Drift. 

These beds can be traced along the Watermelon, Crabb, 
and Cheatham roads beyond Wyndham Springs on into Fay- 
ette county. — 

The pebbles are more abundant south of Wyndham Springs» 
North of that point sand beds prevail, and most of the higher 
hills are strewn with fragments of ferruginous sandstone 
near their summits, 


. TUSCALOOSA COUNTY. 81 


. Near the sources of Turkey Creek, in S. 9, T. 19, R. 9, W., 
is a coal seam in two benches separated by’ shale. The 
upper bench shaly, of no value, about 10 inches thick; the 
lower, 20-22 inches thick and of very good quality; it has 
been used in the forges of the vicinity. —— 

In $. 28, T. 18, R. 9, W., a coal seam is exposed on a 
branch which crosses the Winton Dunn Road. The coal is 
about 10 inches thick and lies underneath a bed of shales. 

The water of the Wyndham Springs, (NE 1 of S. 8, T. 18, 
R. 9, W.,) is a pleasant sülphur water, which has its source 
probably in pyritous shales of the Coal-Measures. The 
springs are in a slight depression, surrounded by low hills 
formed of sandstones. The surroundings are pleasant, and 
this ought to be a favorite-summer resort. For those who 
prefer chalybeate water, a fine cold spring of this character 
is at a convenient distance from Wyndham Springs, at Mr. 
W. Hagler's. | 

A seam of coal, thickness not known, is exposed in the 
water courses near Wyndham’s. This coal has been worked 
on a small scale to supply the forges. : 

Beyond the Springs the Cheatham-road follows nearly the 
water shed between North River and the Warrior, to the 
Fayette County line. _ 

Upon this dividing ridge few rocks are seen, except the 
sand beds, with occasionally small beds of pebbles of the 
Drift formation: The timber is red, white, post, Spanish and 
chestnut oaks, a few short-leaf pines, some hickory and chest- 
nut, black gum and tulip tree (poplar). This growth would 
indicate a good soil—and such it is, so far as fertility is con- 

cerned, but the slight depth of the shales below the surface 
renders the soil quite liable to suffer from drouth. 

The thickness of the Stratified Drift beds over the Coal- 
Measures diminishes gradually as we go northward, though 
occasionally very heavy beds of white sand are encountered. 
The pebbles near the northern limit of the county are not 
numerous and are quite small as compared with those seen 
nearer the Warrior. 


CHAPTER V. 
WALKER COUNTY. 


ToPOGRAPHY. 


In the northwestern corner of this county there is a high 
ridge capped with gravel and sand. This ridge is a water 
shed throughout its entire length in Winston, Walker, 
Fayette, and Tuscaloosa counties. From its position in 
Walker county, and from its general trend in this and other . 
counties, from northeast to southwest, it will be seen that all 
the streams of Walker county flow southeast and empty into 
the Warrior or its tributaries. 

Near the dividing ridge just spoken of, the land is high 
and not very much broken, but nearer the mouths of the 
various creeks which flow into the Warrior, denudation has 
produced an extremely rugged country, with high steep hills 
and deep ravines between. The Sipsey Fork and Mulberry 
river come together to form the Big Warrior and that with, 
the Little Warrior or Locust Fork, forms the main river. 
Between the Mulberry Fork or Big Warrior and the Locust 
Fork, or Little Warrior, there is a dividing ridge or water 
shed, which makes the southeastern boundary of the county. 
This is a true ridge of elevation, and is the prolongation of 
the anticlinal fold of Brown's valley. It diminishes in height 
very gradually in going southwestward from Reid's gap in 
Blount county, where it is some 450 feet elevated above the 
water level in the Mulberry river at Hanby's mill In the 
lower (southwestern) portion of the ridge, the height is some 
200 or 250 feet above the level of the river, and this is the 
general height of the hills on the western side of the river. 
Besides the Sipsey, the principal creeks of the county, are 
Blackwater, Cane, Lost, and Wolf creeks. 


o e o o aioe ete ove ia le ita nore Si ae Fa ee 


e 
| 
| 
| 
| 
| 
l 
| 
| 


E 
3 ] 

4 3 i 
Z | 
s L 
P E » 
$ "pg LE 
E Fa $ 
EE 
4 do pa 
zi Sg a E 
x ¿Ss 8 
E 4 


C Oo. 
^ 
C 
O 


CULLMAN 


pa DORT AER 


^ 


y 
A 


VERTICAL SCALE; 800 FT. TO ONE INCH. 


a 


PASSING THROUGH SOUTH LOWELL: 


Y, 


"THROUGH WALKER COUNT 


Shien, Lith WY 


| 
H 
| 
de Lal = 
| | 
| | 
| - 
| c 
id 0 
à | al 
| t 
Iq ^ 
| | a 
+ b, 
'Ho TUW | | < 
Ei 
tt pee 
i bd m 
EMEN. 
ME 
i [da] 
EE ma 
| | ‘ 
b Z | 
PEREA 
M Imi 
SEE gg 
' bop fo we 
il -" E 
| rie > | fe 
1 "X fd wo t a 
NA d * rds , : = pa 1 FA } : | t » | 
de E [: new. eed < boy i 
troy Ee : < A pav 2 E avos waaa d i ilg | 
< + Bs 8 ‘ do fei Du ee ^u Od 39ealuaia | ' boa ^ gf 
T 5 CX < Py 5 = i m[ I 
a un i \ = e n a | d ^| 
P N z + <x EN o» 12 i | ; 
EN S YU. tu ~ " J - = TE 
aM, E EON o LANES INE o oe 2. | | 
al DA s M > A è aC ear - MEET | 
ol El uJ mn. A an 4 I ES 
dd A > => $ IS x E = ye 
E is “ee oF a ` | 
9 = Mts — t X $ : 
[oH YN ud : E - = ERR = 2 ZE je | 
zx nes POS EM s a |” i 
2 =~ nd D OB : i 
A = = a = " | 
la — i 
Oo E í 
A i 
^ t 
> jd : 
pa 
b 
UP 2 z a 
a ammon ee ot be ask acme SA des a dose Sate Be fusi eee yale a ati ae alate eta ee a’ A zi E = M seen T aa ~, cud -- m = 
MEME anaia TTA rm ————Ó 
i 4 x 
\ 7" X ^ | e e i 
| \ i i Y i H 
i (3 i 


WALKER COUNTY. 83 


GEOLOGICAL FORMATIONS. 


The geological formations. found in this county are, Ist: - 
The Coal-Measures; and 2d, The Stratified Drift. The ` 
country is, in general terms, made by the rocks of the Coal- 
Measures, which have in a few places, especially in the 
northwestern part of the county, a capping of pebbles, 
sands, &c., belonging to the Stratified Drift Formation. 


Kinps or Rocks. 


Coal Measures.—Conglomerates, sandstones, shales, and 
coal beds, make up the Coal-Measure here as elsewhere. 
The sandstones are usually micaceous and of many varieties | 
in respect of their hardness and liability to decompose under 
the influence of the weather. In some localities the sand- 
stone is hard and compact, and lies near the surface over 
considerable areas. Occasionally it forms the surface un- 
covered by any soil, making what are called “ rocky plains.” 

Where the shales form the surface, the resulting soil is a 
clay of varying stiffness. Occasionally the mingling of sands 
of the Drift with the soil resulting front the disintegration of 
the shales, forms a soil which, in good seasons, is productive, ' 
but, where the shales lie near the surface, liable to suffer 
from drouth. 

The coal being the softest and most easily worn of the 
rocks of the Coal-Measures, is usually found along the beds : 
of branches and creeks, and commonly covered with débris, 
but now and then a bed of coal may be exposed in bluffs or 
vertical sections. One of the most striking of this class of 
exposures is that of the Townley bed, where several feet of 
coal are shown in the bluff of a small branch. 

Stratified Drift.—The materials which make up this forma- 
tion are sands, clays, rounded pebbles of quartz and fossilif- 
erous chert, ferruginous sandstone formed by the cementing 
together of sand grains with hydrated ferric oxide, and con- 
glomerates formed of pebbles held together by the same 
cement. The stratification is extremely irregular, scarcely 
any where persisting in horizontal beds for any considerable 
distance. Strings of pebbles are sometimes seen imbedded 


Z 
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in reddish sandy clays, but usually the pebbles are found in 
tolerably thick beds, the lines of stratification of which are, 
however, very irregular. Most of the drift materials are 
highly colored, red, orange, and yellow with hydrated ferric 
oxide. 

The Drift sometimes mingles with the soils formed from 
underlying rocks; but it is often found in beds of great 
thickness in this part of the country, usually covering the 
hill tops; the present heights of many of the hills in the 
northwestern corner of Walker county, Ére owing to a pro- 
tecting cap of ferruginous Drift sandstone which has resisted 
denudation. 

DETAILS. 

1. Coal-Measures.—The dividing ridge between Walker and 
Jefferson counties and between the Mulberry and Locust 
Forks of the Warrior is, as has been already stated, the con- 
tinuation of the Brown's valley anticlinal. From Reid’s gap, 
which is the southwestern end of the denuded portion of the 
great anticlinal, the fold (unbroken) continues southwestward ` 


«with gradually diminishing height till it sinks to the general 


level of the country near the confluence of the two forks of 
the Warrior. ? 

From these circumstances it will be seen that along part 
ab least of this ridge, the (geologically) oldest rocks of 


' Walker county are to be found as surface rocks. From the 


crest of the fold towards Reid’s gap, most of the softer sand- 
stones and shales of the Coal-Measures have been removed 
by denudation, leaving exposed the hard quartzose sand- 
stones which are generally found near the base of the Coal- 
Measures. The lowest of these rocks has often received the 
name of the Millstone grit, and it may be seen in the broken 
fold on each side of the valley at Reid’s gap, and upon the 
unbroken part just southwest of Reid’s gap, from which point 
it may be traced as a surface rock some miles southwest- 
ward. Standing upon this ridge near Reid’s gap, one can 
see plainly the two coal basins, one towards the northwest 
drained by the Mulberry, the other southeast, drained by the 
Locust fork of the Warrior. 
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From this ridge the strata sink away rapidly on each side, 
and within three or four miles of its crest, the coal beds of 
the overlying strata are exposed in the rivers and along the. 
banks of the other streams. 

As yet, sufficient data are not at hand to enable me to give 
even an approximately full and accurate description of the 
Coal-Measures in Walker county, and I can only speak of 
the outerops of coal where they have been observed, and 
give the thickness of the beds where itis possible. In those 
places where coal has been worked a few years, or perhaps 
only a few months ago, the exposures have been hidden by ` 
the washings of sand, &c., over them, so that only in the 
fewest instances has it been possible to measure actually the 
coal beds. Generally I can give only the reported thick- 
ness. 

On the road from Tuscaloosa to J asper, near the north- 
west corner of T. 16, R. 9, W., outcroppings of coal may be 
seen in the bed of Wolf creek and along the little branches 
flowing into it. The thickness of the bed could not be meas- 
ured. At this point the bottom of Wolf creek is about one 
mile wide and quite fertile. The main objection to it for ag- 
ricultural purposes, is its liability to be overflowed every 
year. There is a descent of about 400 feet from the sur- 
rounding hills into the creek bottom. 

Across Cane creek, coal is again seen about 75-100 feet 
above the level of the creek. 

Between Cane and Lost creeks an occasional small patch 
of pebbles of the Drift is seen, and pebbles also occur along 
the immediate banks of Lost creek. Beyond this point 
towards Jasper, pebbles and sands are seldom seen. 

Coal is reported as occurring in the bed of Lost creek, 
near the crossing of this road. Its outcrop I did not see; 
but about 150 feet above the water level is a’coal bed, which 
measures fifteen inches at its outcrop near the road. From 
this, however, no correct idea can be had of the actual 
thickness of the bed, since the outcrop was partially hidden 
in a mass of decomposing shales. 

About four miles from Jasper another outcrop of coal was 
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noticed; height about 75 feet above Jasper, and in the edge 
of the town, a bed which is exposed in most of the branches 
, In the vicinity. The thickness of this bed is something over 
one foot, but it was not possible to get a good exposure. 

At several points near Jasper, there are springs breaking . 
up through the carbeniferous slates, the waters of which are 
slightly impregnated with sulphuretted hydrogen. Several 
springs of this sort occur about 21 miles southwest of the 
town, and one is near the northern edge of the place. A 
fine chalybeate spring is upon the place of Mr. Stovall, in 
the town. 

On the Jasper and Elyton road, near the crossing of Cane 
or Coal creek, are several outcroppings of good hard coal, 
three feet in thickness. - 

At Davis’ Ferry, coal, reported to be three feet thick, is 
reached at a depth of ten feet below the surface; coal is also 
found in the river close by, possibly the same bed. 

Southeast of the ferry, an outcrop of coal is shown by the 
road near Section 17 or 18, T. 15, R. 5, W. Between Jasper 
and the river, near the 15 mile post, coal is seen at approxi- 
mately the same level as the outcrop above given; but as 
the strata show occasionally decided undulations, one cannot 
say that the two outcrops are of the same bed of coal. 

Near Davis’ Ferry, the hills have a general elevation above 
the river level of 150 to 200 feet, and near the river the 
country is very much cut up by the water courses. In a few 
places, hills occur, 400 feet elevated above the river. Jasper, 
by aneroid observations, is about 100 feet above the river 
level at Davis’ Ferry. 

In the southeastern part of the county, near the line of 
Jefferson, and upon the flank of the dividing ridge above 
mentioned, are three small seams of coal, one of which has 
been worked to'supply a local demand. These three seams 


CoaL, thin seam. .......ooooo cee cee eee 6 to 8 in. 
Sandstones, shales, &c............ ... HP 50 feet 0 “ 
Coat, thin seam. ........ leere 0 * 6“ 
Sandstones, &e6.......... seen nn 30 * 0“ 
COAL. Lec ccc ahhh htt 1“ 0 * 
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From their position with regard to the anticlinal ridge, it 
is probable that these are some of the lowest seams in 
Walker county; yet the want of accurate surveys makes 
this merely an opinion. 


On the Old Baltimore road, just at the crossing of Black- 
water Creek, and near the mouth of the same, coal is seen 
by the road, apparently the outcrop of a tolerably thick bed. 


On the Jasper and Warrior Station road, the river is 
crossed at Sanders’ Ferry, on the line between the northeast ' 
and northwest quarters of S. 26, T. 14, R. 6, W. At the 
mouth of a branch just below the ferry, and near the water 
level in the river, à bed of coal is known, of tolerably good 
quality and at least eighteen inches in thickness. Going up 
the hill to Mr. Sanders’ house, another outcrop of coal is 
Seen. 

Near the bend in the river, in the southwest corner of S. 
28, T. 14, R. 5, W., is the old Phillips and Camak mine. At 
present the pits are all filled with water and rubbish, so that 
no coal exposure was seen. From 'Squire Phillips, who 
raised many boat-loads of the coal, and floated it down to 
Mobile, I have obtained the following notes concerning this 
mine: The bed averages 24-28 inches in thickness where 
mined ; the coal was all taken from the bed of the creek 
about i-i mile from the river; between the mine and the 
river outcrops of coal may be seen all along the banks of the 
creek; the river must rise 15 or 20 feet before the water 
backs up into the mine; coal has also been raised from the 
^ bed of the river, just below the mouth of the creek. From 
the above, it seems either that the coal bed dips northwest 
down the creek towards the river, or that there are several 
distinct benches of eoal in the seam ; and, from the fact that 
coal has been raised from the bed of the river here, there is 
very little doubt that there are at least two distinct beds, 
within a vertical distance of 25 or 30 feet. e 

Near the main road, some distance above the Phillips and. 
Camak bed, another coal seam is exposed, perhaps the same 


af 
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as that mentioned as showing on the hill-side near Mr. San- 
ders’, Further on near Democrat, near S. 34, T. 14, R. 5, 
W., coal shows again. | 


Old Town, or Old Warrior Town, is at the junction of the 
Sipsey and Mulberry forks of the Warrior, and, like most of 
the old Indian towns, is beautifully situated upon a bluff 
overlooking the country for several miles towards the north. 
On the north side, about one and a half miles from the river, 
coal is reported as being abundant, probably the same seam 
as that worked at the Phillips and Camak mine. 

Along the banks of the Mulberry, from the Gap at 'Squire 
Gravelee’s, S. 34, T. 13, R. 5, W., for several miles eastward, 
there is a bluff some 200 feet above the river bottom, and 
from one-half to one mile distant from the river. About 25 
feet above the river level, there is a coal outcrop along the 
road. This bed has been worked in many places, and yields 
coal of very good quality. 

This road, skirting the foot of sandstone cliffs some 
200 feet in height, with the fertile bottom of the Mulberry 
to the south, affords many beautiful scenes. 

A short distance from the Walker county line, in Blount 
county, near Arkadelphia, which is in the southwest corner 
Jf S. 16, T. 18; R. 4, W., several occurrences of coal are 
known, viz.: Three miles west of the town, some distance up 
the hill, a bed 21-3 feet thick has been much worked, and 
the coal is considered good by the blacksmiths. This may 
be the same seam as that near Squire Gravelee’s, although 
it is probably a higher one. About one mile east of Arka- 
delphia there isa thin seam 6-8 inches. From the bed of 
the river at Rutherford’s ford, about S. 23, T. 18, R. 4, W., 
and about one and a half miles due northeast from Arkadel- 
phia, large quantities of coal of superior quality have been 


. raised. The thickness of this seam is not definitely known, 


but blocks of coal of one foot dimensions are common. - 
From these notes, we may infer that near Arkadelphia, in 

Blount, and the adjoining localities in Walker county, there 

are known at least three seams of coal, two of which are 
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workable, and yield very good ‘coal. If, as is probable, the 
seam near Squire Gravelee’s, and that near Arkadelphia, 
are distinct, there are three workable beds. 


ER 


Y. — 


The sandstones in the vicinity of Jasper show false bed- 
ding—e. g., north of the town where the road crosses the 
branch near Maj. Long's sulphur spring, the sandstonein 
the road appears, from this cause, to dip strongly southward 
or southeastward. ‘The same false-bedded sandstones may 
be seen all down the branch to where the Jasper and War- 
tior Station road grosses it, in the eastern part of town. In 
many places the false bedding has more the appearance of 
being regular stratification planes, and it is only where heavy 
beds with cross lines of false bedding are superposed upon 
each other that the true character of the inclined strata is 
made apparent. 


About six miles north of Jasper, is the town of South 
Lowell, in the SW. corner of S. 15, and the SE. corner of 
S. 16, T. 13, R. 7, by aneroid observation 160 above Jasper. 
The country between is, for the greater part, à moderately 
level pine woods. "The Coal-Measures sandstones lie near 
the surface in part at least of this belt of long leaf pines. 
North of Lowell on the Houston road, an elevation is 
reached of 300 feet above Jasper. Mt. Zion church is upon 
this high land, which is a dividing ridge between Blackwater 
and Clear creeks. In the vicinity of Lowell several coal | 
openings are known, viz., in Rockbridge creek, one mile east 
of South Lowell, à bed, thickness not known; four miles 
west of South Lowell, on Charlie creek, a bed, thickness 
reported to be two feet; also in all this: vicinity outcrops of 
ihe coal are numerous; this is in or near S. 13, T. 18, 
R. 8, W. Above the last named locality on Wilson's farm, 
seven miles west of South Lowell, a bed of excellent coal has. 
been worked, and the coal used in Shops: It is highly 
praised by the blacksmiths. a ex 
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On the Jasper and Fayette C. H. road, about seven miles 
from the former place, and in the S. half of the SW. ¿, of 
S. 34, T. 13, R. 8, W., a bed of coal called the Townley bed, 
is exposed in the bluff of a small branch. This is one of the 
thickest seams known in Walker county. 

This bed was thoroughly examined and accurately meas- 
ured, with the following result : 


Section of Townley Coal Bed. 


Roof, yellowish slaty sandstones, with clay 
. slate below. 

(8.) Coat, bony above, consisting of layers of bony * 
coal alternating with thin seams of hard, 
bright shining coal. The lower part (12 
inches) of this coal is better, with less bony 
coal, and with thick partings of mineral 


charcoal... oa.no onoare creere rerne Aft. Oin. 
Hard clay slate with fossils. ................ 0“ 10“ 
(2.) Coat, good, hard and bright, free from slate 
and bony eoal..... Lecce cece eee 2“ 0* 
(1.) Coan, somewhat bony, but good, breaking into 
small cubes ; 4 to ł inch in size............ 1“ 3“ 
Black slate with fossil plants..... ......... 


Into this hard slate bottom the cut was made about six 
inches. Coal from bed No. 2, is that which has been princi- 
pally used by the blacksmiths of the vicinity, and it has a 
good reputation. 

This bed is seen in several places in the vicinity, and has 
been worked on a small scale. | 

The exposure of this bed being in the bluff of a small 
"branch, and being nearly all above water level, shows a 
rather imposing thickness of seven or eight feet in some 
places, ‘thinning down however considerably within a short 
distance, and as the miners have only gotten out the coal of 
bed No. 2, without exploring below it, the most conflicting. 
statements have been made concerning the bed. 

Of the seven feet of coal only half, or perhaps less than 
half, would pay to mine; the clay slate parting separates 
the bed into two benches, of which the lower carries the best — 
coal. ' 
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The following analyses, by Mr. Henry McCalley, of coal 
from strata Nos. 1 and 2, and No. 3, of the above section, will 
show the character of the coal here exposed. 


Analysis of Coal from below the clay slate thickness three feet 
‘three inches. Locality, Townley bed, Walker county. 


Specific Gravity ...............ccceeeeeegeses 181 
PSU OB o. overcome Een dese Manas iras 0.71 
AN 8.007 
Volatile matter.............. cce ce nee 29.084 
Fixed Carbon .......... 0.0000 cece ccc e newt cans 63.352 
PaT ie cae Aleta dee ihe cape pe ook sled cen tu sto ch ato ahaa act atta 4.557 | 
100.00 


Analysis of Coal from above the clay slate. . Coal somewhat bony, 
with won pyrites. Thickness, about four feet. Locality, 
Townley bed, Walker county. 


Specific Gravity... 0... 02. cece eee cee ees 1.45 


ROU DOE fol ke eC b ne tet put TRE gen eens T 1.744 
Moisture.................-. wr 2.96 
Volatile matter............ cece ec ce rmn #26.162 
Fixed Carbon........... eese en Rn 44.516 
Ash. RI cs hee ea a ae A cet ee 26.362 
100.000 


From the analyses it will be seen that the upper bench is 
shaly or bony, and inferior to the lower which is a good 
coal. l 

Further west, on tis same road and about three miles from 
Eldridge P. O., is the Jaggers bed, which shows some points 
_of resemblance to the bed just described. It is seen along 
the banks and in the bed of Jagger’s Creek, in Sections 11 
and 12, T. 13, Range 10, West. The school house is near 
the best exposure: this is in the SW 1 of the NW 1 of S. 11. 
For about two miles down the br oh from this point, the 
coal may be seen. The bed, whilst apparently nearly hori- 
zontal as a whole, undulates very considerably, for “just 


ps 
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above the school house the top of the coal is near the water 
level; a few rods below the school house, at one point, the 
entire thickness of the bed may be seen above the water, the 
bed of the branch being the underlying sandstone; from this 
point the coal sinks again down stream, so that a few yards 
from the ford only a foot or two of the upper part of the bed 
lies above the water, whilst the bed of the branch is a sheet 
of coal. At the point where the whole bed lies above water 
level, I made a careful measurement, with the following re- 


_ sult: 


Section of Jagger’s Coal Bed. 


Roof--Slaty sandstone, with fire clay below. 


Very shaly coal, or rather a bituminous shale 0 feet 7 inches. 
Shale, whitish on exposed surface i Y of 


CoaL, very bony «10 * 


*9 9058 99 9 9 *^ 2929 9*2 9*«9 09-9254 9^. 2 @ 


Coat, very good, but still somewhat oa O € x * 
Coat, good, bright, with, thick seams of min- 

eral ehareoal—some pyrites............ : UE a 
Bony Coal “ 12“ 


oes 9880 90 9099 9 seeeseseee wt @B 9 eeenevektest 89 9 4d «4959 


Sandstone bottom, forming here the bed of the branch, but 
soon sinking below the water level. 


The béd has been examined by means of drills, by a com- 
pany from Columbus, Mississippi, both above and below the 
point where the foregoing section was made, and the thick- 
ness reported to be about four feet. 

Mr. Henry McCalley, in the Laboratory of the Survey, has 
analyzed two samples of coal from this bed. These analyses 
will show the general character of the shaly portions and of 
the better portions of the bed. 


Analysis of Coal from Jagger's Bed, Wulker county. 


Coal consists of alternating layers, about one-eighth inch in 
thickness, of bright, hard, bony coal, breaking into cubes, and of 
duller, softer coal. It contains also thin seams of mineral char- 
coal. . 

o Gravity.......... See ear sl 1.44 
SUP See eee ee ee 0.36 
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MOISUUTO ars. sed A a . 2.238 
Volatile mabter..........o.o..o..o.oooooooooo..... 29.037 
Fixed Carbon............ eese een '-.. 00.688 
O hgh dba ds 17.987 


100.000 
Analysis of Coal from Jagger's Bed. 


A firm coal, smutting but little, breaking into cubes, and con- 
sisting of alternating layers of bright, hard coal, and duller, 
softer coal, with an occasional thin seam of mineral charcoal. 


Specific Gravity ..........ooooocoonooocmm.mmo ees 1.233 
SulpBül coetus. in iaces sages 514 
Moisture............... Bini os 3.091 
Volatile} matter........... sees Less 29.044 

+ PASEA Carbon susi ld at 56.537 
ABD C careo Dare atti a meten tno eae ane ETE . 11328 
B 100.000 


At the ford by the school house coal forms the bed of the 
branch, and this continues to be the case for half a mile 
down to Mr. Brown's field, where the underlying sandstone 
rises to the surface. The sandstone comes to the surface 
again at another ford two miles below, the coal showing along 
the banks, at intervals between these two points. By this it 
will be seen that the rocks are undulating and the coal rises 
above the water level, or sinks below it two or three times 
between its upper and lower outcrops. Below the lower ford, 
begins a tolerably rapid fall, which continues down to the 
confluence of Jaggers’ with Mill Creek, in southwest corner 
of S. 6, T. 13, R. 9, W. The difference in level between the 
coal at the lower ford, and the waters of Mill Creek, is about 
60 feet, and the distance, following the windings of the ereek, 
about one mile. Near the mouth of Jaggers’ Creek the 
ravine widens out considerably, the high bluffs of sandstone 
on the two sides being several hundred yards apart. The 
bed of Jaggers’ Creek or branch is filled with huge blockg 


of sandstone which have rolled down from the sides. In 


— 
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some places the rocks form overhanging ledges of great size ; 
one, which was examined particularly, has a height of 30 feet 
or more from the under side of the overhanging rock down 
to the floor, and the depth of the partial cave thus formed, 
was about 25 feet. Such places are called “Rock Houses,” 
and they are certainly of great interest to a botanist, for 

_-againgt the damp, cool faces of the rocks, grow many varie- 
ties of beautiful ferns, and ‘some rare ones, such as Asplenium 
montanum, Asplenium pinnatifidum, Trichomanes radicans, 
and Trichomanes Petersii. Besides the ferns, green masses 
of liverworts’ cover those parts of the rocks which are 
constantly kept moist by the dripping of water from over- 
head. 

In the bed of Mill Creek, just below the confluence of J ag- 
gers’ branch, is a bed of coal which has been worked. By 
barometric measurement, the vertical distance between this 
and the Jaggers’ coal bed, can not be less than 60 feet. 

Jaggers’ branch was closely examined to ascertain whether 
any other coal bed could be found between the Jaggers’ and 
that in the bed of Mill Creek, but with negative results. 
Farmers living in the vicinity could give me no information 
concerning any such coal bed. 

On the northeast side of Mill Creek, a small branch comes 
“In just above the Jaggers’ branch, and half a mile or more 
-up that branch and above falls similar to those just described, 

coal is known, possibly the same bed that is exposed in Jag- 
gers’ branch. Also, north of the school house, coal is ex- 
posed ina branch. And in most places in adjoining sections 
11, 12, 1, 2,3, and 10, according to the testimony of the 
inhabitants, coal may be struck in wells in low places, at 
depths ranging from 10 to 15 feet, according to locality. 

- The country where the Jaggers’ coal is exposed, is called 
“flatwoods,” meaning merely open, level land, with no con- 
siderable elevations and depressions. 

There is probably no coal bed in Alabama about which 
more exaggerated statements have been made, than about 
the Jaggers bed, and it may be worth while to consider the 
origin of such statements. It is probable that the undula- 
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tions in the bed, bringing it above and bélow the water level 
several times in a distance of half a mile, have a good deal 
to do with these misconceptions, for at one place the whole 
bed shows above the water, and not 20 feet from that point 
. the bed of the branch is a solid sheet of coal. If the rock 
forming the bed of the branch, where the coal was entirely 
above the water, were not examined closely and found to be 
sandstone, it would be quite natural to infer that the thick- 
ness of the bed was much greater than it really is. It must 
be said that the exaggerated statements concerning the great 
thickness of the Jaggers coal bed were, without exception, © 
heard at a distance from the place, and. generally from per- 
sons who had either made a cursory examination or obtained 
their information at second-hand. "The farnters who live in 
the vicinity have a very correct knowledge of the true thick- 
ness of the bed, and from none of them did I hear it given 
at more than four feet. The following named gentlemen 
living near the coal bed, have. placed me under obligations 
for favors rendered, and from none of these have I heard any 
exaggerated estimate of the size of the coal seam: David 
Walden, Thomas Herron, P. G. Tesney and Mr. Gullaher, the 
present county treasurer of Walker county. 

In Section 16, T. 18, Range 10, West, near Mr. P. G. Tes- 
ney's, and in Section 9, just north of him, a fine grained, 
slaty sandstone is found, which has an extended local use as 
whetstones. These stones occur of all grades of fineness, 
and they are very much valued wherever they have come into 
notice. The fragments lying exposed on the surface are 
generally very hard and by no means so good as those which 
are freshly quarried. This peculiar rock occurs on we ridges 
a mile or more from Mr. Tesney’s. 

Near the Byler Road, coal has been noticed near Kelly’s 
Store, and further south, near the Masonic Lodge, in $. 19, 
T. 13, R. 10, W. By barometric observation, the coal at 
Kelly's Store lies some 50-60 feet above the Jaggers, whilst 
that at the Masonie Lodge is 175 feet above the same. 
These measurements are, of course, liable to all- the uncer- 
tainties attending aneroid barometric measurements, 
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2. Stratified Drift.—The Drift becomes important as a sur- 
face covering, only in the northwest corner of Walker county, 
in the vicinity of the Byler Ridge. East of this ridge the 
pebbles and sand beds become less and less abundant, and 
after several miles pebbles are rarely seen, whilst the sands 
may be noticed much further east. Along the Byler Ridge 
in this and other counties, both north and south, are many 
thiek beds of pebbles alternating with sand. 

Between the Jaggers coal bed and Eldridge P. O., pebbles 
cover most of the elevations, but the beds are not very 
thick. | d 

The Masonic Lodge in S. 19, T. 18, Range 10, W., is situ- 
ated upon a high hill of Drift beds. The elevation is some 
225 feet above the Jaggers coal bed. This high point, like 
many others on the Byler road, is due to the protection 
afforded by a thin stratum of ferruginous sandstone, (sand 
grains held together by hydrated ferric oxide,) near the top. 
The Byler road follows, generally, this drift ridge; but, in 
places, it descends into the underlying Coal-Measures. Be- 
low Kelly’s Store the old road, now thrown out, follows the 
ridge, whilst the new road leaves it, descending into the 
country drained by Box’s Creek, &c., and comes upon the 
main water shed again in Fayette County, in the lower part 
of T. 14, R. 11, W. 
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‘WINSTON GOUNTY. 


j 
TOPOGRAPHY. 


It will be seen by the map -that the main dividing ridge 
between the waters of the Warrior and those of the Tom- - 
bigbee, runs almost north and south the entire length of the 
- connty, near its western line. This ridge—the Byler Ridge— 
in the northwestern part of Winston, also divides the waters 
of the Warior from those of the Tennessee, for Big Bear 
Creek, one of the tributaries of the Tennessee, has its source 
near this ridge. | | 

The greater part of the drainage of the county, therefore, 
is southeast into the Warrior, the principal streams being 
the Blackwater Creek and the Sipsey fork of the Warrior, 
with its tributaries, Clear Creek, Brushy Fork, and Rock 
' Creek, 

. On the western side of the Byler Ridge are the sources of 
the Buttahatchee and New river, which flow into the Tom- 
bigbee, and Big Bear Creek, a tributary of the Tennessee. 

Although there are in this county no ridges except those 
formed by denudation, there is a gradual increase in the 
. height of the land going northward from the Warrior river 
through Walker and Winston, into the southern part of 
Lawrence county, where the southern boundary of the Ten- 
nessee valley and the northern boundary of the Warrior 
field are formed by Sand Mountain. The general fact of such 
an increase in height may be seen by the subjoined figures, 
obtained by barometric observations from the Warrior river 
through Walker county into Winston. 

It was impossible to get a more completa series of ob- 
servations at the time of my visit. 

With the Warrior River at Davis’ Ferry as a datum, the 
following are the heights above that point : 
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JBSUBE e wc dk bo eek Gee ooh Oe wate wate S 100 feet 
South Lowell gesund n uu ima E ch tarp eta tele dE . 260 “ 
Mount Zion Chureh...................... ee eee 400 “ 


Beyond this there is a gradual. elevation of the land, the 
erest of the mountain overlooking the Tennessee Valley in 
Lawrence county being the highest point. The basin shape 
of the entire Warrior field from this mountain on the north, 
to the ridge which is the prolongation of the Brown’s Valley 
anticlinal on the south, may be well made out when the coun- 
try is seen from a height. The barometric readings above 
given, whilst they show the increase in height of land going 
northward, cannot, of course, be relied upon as giving the 
exact difference in level. ) 

The face of the country throughout Winston county is 
generally much broken; the map will show the great num- 
ber of small streams whick rise in the northern and western 
part of the county, and which, by their confluence, form the 
three or four principal streams mentioned above. From the 
character of the rocks underlying the greater part of the 
county, viz.: sandstones and the frequent occurrence of deep 
ravines, with steep, sometimes precipitous sides, will be ex- 
plained. The soils resulting from the disintegration of stich 
rocks are never very fertile, and upon the ridges between the 
water courses, houses are not very common, the farming 
lands being usually down ix the more fertile bottoms of the 
branches and creeks. Generally the principal growth upon 
the ridges is a mixture of post, white, red, and Spanish oaks, 
chestnut, sour gum, and, in some places, short-leaf pines. 

Wherever the sandstones lie near the surface, the so-called 
“rock houses” are formed, which are so numerous in this 
county. At the head of nearly every ravine may be found a 
crescent-shaped ledge of sandstone, with convex side up 
stream ; the action of running water during rainy weather, 
and of the spring water flowing out from beneath the majority 
of these ledges, have the effect of washing out the softer 
slates and undermining the harder sandstone rocks. In this 
way, hollow crescent-shaped spaces are produced under a 
projecting sandstone ledge, and in the rock houses thus 
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formed, the walls of which are kept constantly moist from 
dripping water, flourish such ferns as Asplenium pinnatifid- 
um, Aspl. montanum, Aspl. ruta-muraria, Trichomanes radi- 
cans, and Tr. Petersii. The last named species was discov- 
ered by Judge Thos. M. Peters, of Moulton, in the rock 
houses of some of the head waters of the Sipsey Fork of 
the Warrior. 

The occurrence of these rock houses at the head of ravines 
in which there is no running water during ihe greater part 
of the year, is not uncommon, but springs. of delightfully | 
cold water, sometimes strongly impregnated with iron, issue 
‘from beneath most of these overhanging ledges. _ 

The denudation caused by the waters of the creeks, gives 
to Winston county its reputation for wild and beautiful 
scenery. Many of the creeks have cut^deep gorges in the 
hard sandstones and conglomerate of the Coal-Measures, 
and in some instances rapids and water falls have been 
formed. The most noted of these are the Clear Creek Falls, 
of which further description will be given below. 


GEOLOGICAL FORMATIONS. 


The formations represented in this county are the Coal- 
Measures and the Stratified Drift. The rocks here are like 
‘those of the same formations in the other counties above, 
and need no further description. In the general account of 
the Warrior Field, it was stated that the Plateau or Table 
land extended as far southwest as Winston county. The 
conglomerates and heavy-bedded sandstones which are near 
the base of the Coal-Measures, form the surface rocks over 
a good part of Winston county, as far west as the water shed 
between Sipsey and Clear Creeks. 

The sandstones are sometimes uncovered by soil over con- 
siderable areas called “Rocky Plains.” Through these 
rocks many of the streams have cut deep gorges, and espe- 
cially is this the case in the southern and eastern part of the 
county. North and west, nearer the dividing ridge (By- 
ler's), the face of the country 1 is much less deeply marked by 
denudation. 
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From the above, it will be seen that the coal beds of the 
lower part of the series only are found in the eastern part of 
the county. These beds are not very many in number, and 
they are separated by many feet of barren rocks. West- 
ward, beds higher in the series come in, and outcrops of coal 
become more numerous; but all the coal of Winston belongs, 
probably, near the base of the Coal-Measures. 

The strata of the Coal-Measures in Winston have a gen- 
eral slight dip south and west. 


DETAILS. 


1. Coal-Measures.—Upon the Jasper and Houston road, 
in S. 9, T. 12, R. 7, W., are the Clear Creek Falls. The 
waters of the creek here pour over two bluffs of conglomer- 
ate, some 200 to 300 yards apart, and each about 30 feet 
high. The heavy bedded sandstone and conglomerate which 
make the country here, are in many places underlaid with 
flagey sandstones, which, being more easily removed, cause 
the formation of “table rocks,” over which the water falls. 
These shelving rocks sometimes project as much as 10 to 15 
feet. Between the two falls, on the right bank of the creek, 
it is almost impossible to descend to the water’s edge, on 
account of precipitous blufis; but, with some trouble, one 
may descend to the water below the lower fall. 

These falls rival.in beauty many which are annually visited 
by thousands of tourists. With the opening of this county 
to the world, by means of railroads, Clear Creek Falls will, 
without doubt, attract many visitors. 

Near the channel of the creek, pebbles occur, possibly 
from the disintegration of the conglomerate. 

In this part of the county, very few reports are heard 
concerning occurrences of coal. 

Near the ford of Sipsey, the banks of the creek are per- - 
pendicular ledges of sandstone many feet in height, and at 
the heads of most of the ravines in the vicinity are “rock 
houses," such as have been mentioned above. 

Houston, the county seat, is in the southwest of southeast 


of S. 27, T. 10, R. 7, W. 
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In the vicinity of Houston are some outcrops of coal, 
which.are mentioned below : 

Two miles southwest of Houston, near Sipsey Creek. 

Three miles east of Houston, on Brushy Fork. 

Also, on Rock Creek, 7 miles east of Houston. 

One-fourth of a mile northwest of the town, in a rocky 
formation called “the Penitentiary,” the coal occurs in thin 
. seams, alternating with other rocks. 

At the Ford of Brushy Fork, 4 miles east of Houston, is a 
thin seam. Also at D. M. Hughes', 12 miles southeast of . 
town, eoal has been mined on a small scale, and the same 
may be said of a seam of good coal occurring on the Sipsey, 
five miles southwest of Houston, ` 

North of Houston, the Moulton road follows generally a 
ridge to the northern boundary of the county. The prevail- 
ing timber in this section is post, white, red, and Spanish 
oaks, chestnuts, sour gums, and occasionally short leaf pines. 

Fragments of ferruginous sandstone similar to that oceur- 
ring in the Drift deposits, are frequent in this part of the 
county, particularly covering the hilltaps. 

Occasionally amongst these fragments, tolerably fair speci- 
mens of iron ore (limonite) may be found. The absence of 
Drift deposits in any considerable quantity here, makes it 
somewhat doubtful, whether or not the ferruginous rock 
belongs to that formation. 

` There is a prevailing belief amongst the inhabitants of the 
- county that silver, lead, and copper are to be found in the 
Coal-Measures of Winston. The time-honored “ Indian 
story " about mines of silver and lead, may be heard in every 
township. Fragments of galena or lead ore have frequently 
been picked up in the wilds of Winston, just as pieces of the 
same ore may be and often are found in all parts of the Gulf 
States, viz., as loose pieces. There is no authenticated account 
of any mistallierous vein in the county, nor are such veins to 
be looked for in Coal-Measures, of which the entire county is 
made "up 


eR rer i lr 


In the western part of the county along the Byler road the . 
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height of the ridge diminishes going south, as may be seen ` 


by the following aneroid observations, which show, approxi- | 


mately at least, the heights above the R. R. at Courtland: 


Tattlasvillas soi sauve eonim Eas ad 470 feet 

Near Mr. Farriss’, S. 16, T. 12, R. 10; W........... 430 “ 

Near lower line of Winston, in S. 28, T. 12, R. 10; W, 
Walker county........ ....... eet eee 255 * 


Near this road on both sides of the ridge, coal outcrops 
are known to occur in very many places. I subjoin a few 
localities which can be given with accuracy. 

Near Littlesville, or rather about 24 miles from Stevenson's 
gap, a bed of coal has been worked. 

On Tedford’s creek one of the branches of Sipsey, near 
S. 8, T. 8, R. 9, W. 

One mile southeast of Littlesville, a thin seam of slaty 
coal. 

One or two miles west of Littlesville, ‘coal—thickness not 
known. 

Three miles north of Littlesville church, on Bear Creek, 
is the Joseph South coal bed, said to be between 2 and 3 2d 
thiek. 

Near the DeGrafenried old place, east of the Byler road is 
a, thin seam, which has been worked to supply blacksmiths’ 
forges. 

South of Littlesville, and beyond the junction of the Co- 
lumbus road, the Byler road,leaves the main ridge, and is in 


some places nearly impassable. At the heads of ravines on | 


both sides of the road are found as usual; “rock houses” in 
which grow the luxuriant ferns spoken of above. 

Larissa Postoffice is situated upon a hill of sandstone, 
nearly white in some places. The rock is completely decom- 
posed to some depth, and the sand resulting from this decay, 


though only slightly coherent, shows plainly the lines of : 


stratification, the false bedding, and other marks of the 

original sandstone. Similar light colored, incoherent sand- 

stones, have been noticed also in several other localities. — 
At Mr. West's, S. 16, T. 11, R. 10, W, is a bed of coal two 


` 
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-- feet thick ; this bed is exposed in several places near his 
house. 

Near Mr. Farriss’, S. 16, T. 12, R. 10, W, is coal, thickness 
not known. Also three miles southwest of Farriss' along 
¿Coal Bed: branch, and two and one-half miles southeast, coal 
has been raised in blocks over one foot in thickness. 


Not far from Miller's Stand P. O., in S. 33, T. 9, R. 10, W, 
clay iron stone has been obtained in some quantity. 

A specimen of this ore, which, if found in sufficient quan- 
tity, may be valuable, has been analyzed by Mr. MeCalley. 


Analysis of Clay Iron Stone from S. 33, T. 9,.R. 10, W, 
Winston County. 


Specific gravity IT aaa MIDOD 
Hygroscopic Moisture RISE CENTUM PEN 967 
Water in Combination............ leeren 1.437 
Siliceous Matter... cece eee o ..... 5.209 
Sesquioxide of ÍrOM.....oooopocccocrcorr ro. Seer 7,918 
Protoxide of Iron:......... — ———Ó 42.082 
Alumina..... ....... f cues — Án" 4.046 
Oxide of Manganese. ................ o... — Án 
iP POR (T 2.418 
Manel dd viuit Side acit duo foede 3.486 
Phosphoric Acid........... bu. "cua weet ad .341 
A cae: Veaet kee eels Vota dendanite . 817 
Garbanio Adhd a ae darias: 81.908 

100.315 
Metallic Iron............: E 35.000 
A vv eee e aa e 149 


2. Stratified Drift. RUD. reaching the summit of the 
mountain at Stevenson’s gap, coming from the Tennessee 
valley, sand and pebble beds of this formation are soon en- 
countered. These beds are somewhat infrequent at first, but 
going southward they increase in number and thickness. The 
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pebbles may be seen frequently overlying directly shales of 
the Coal-Measures, and in gullies good sections of pebbles, 
sand, and clay showing the irregular stratification which is 
characteristic of the Drift are not uncommon. 

The pebbles are of quartz and rounded, though occa- 
sionally mingled with somewhat angular fragments of chert. 
In this respect, the pebbles differ from those found further 
west in Marion and Lamar Counties, where the angular chert 
pebbles are almost exclusively found. 

The bed of pebbles which hides the line of junction of the 
Paleozoic and Cretaceous formations, has sometimes been 
considered a bed of Cretaceous age. The overlapping of 
these deposits, however, so far upon the Coal-Measures, as 
wellas in the other direction, upon the lower Cretaceous 
beds, near Eutaw, and southward over still more recent beds, 
would point to à more modern age than Cretaceous. 

South of the junction of the Columbus road, along what is 
known as the “ Cut-off,” pebbles are rarely seen, they come 
apparently not much further east than the main dividing 
ridge, for when the main ridge is reached again below the 
“Cut-off,” pebbles are abundant, and they are found thence 
southward to the Walker county line and beyond, upon all 
the hill tops. 


it mE b | 
| | || 
AB 3 me: 
UE | | 
| ! 
" i 
| i A 
E | i l 
AE M A R 1 O N C O U N T Y : 
li EXPLANATION OF COLORS ijf 
i E 
'aME & Stratified Drift 5 | i 
| Orange Sand : 
| i | 
I 1 
|| j Coal Measures 
ll L—1 
d 


mhe ee ete —— 


——-— -—- 


EE 


Y 


“| 
I e L 
RAN 
| [ AP 
rie 
|| JONES 
a H mm FP J 


r » > H X . np à N M * i $ H S TL SY 7 
z | | | BW A : A g 21 d A 
| ) Teen OZ 4 _ aia eL e LL. if : dan ir 2 i E. EN 


E 
GEOLOGICAL SURVEY OF ALABAMA ' l 
— | 
GEOLOGICAL MAP 
s OF i 
1 Arp 1 RITA 
AYETTE COUNTY 
s H B 
1878 | 
BY f 
Pi C KENS C 0. " "OL EUGENK A.SMITH 
U STATE GEOLOGIST. 
1 
Y” 
! 3 : 2 g 5 | 
€ 9 » o o > Scale: 4 miles to | uch. 
TAE 3 E > aeo o g = o a. E E —— 7 mies ; 
: a > a a i 
+ r o < > 2z E [4 i 
| & u i a á m o i 
; >< 2 o z ! 
3 2) 


` | 
min inte e linn e a ena ia e e a iii e et enel j 

é Bien, bith VE 
a 


a AD 


CHAPTER VI. 
Warrior BasiN— Continued. 


Although the Coal-Measures of the three following coun- 
ties, Fayette, Lamar, and Marion, are usually classed with 
those of the Warrior Basin, it will be seen by the maps that 


the drainage of a part only of this area, viz., the eastern half . 


of Fayette is into that river, whilst the waters of the western 
half of Fayette, of all of Lamar, and of all but the northeast- 
ern corner of Marion, flow into the Tombigbee. 


FAYETTE COUNTY. 


TOPOGRAPHY. 


A glance at the map will show two principal systems of 
drainage in this county, the one into the Warrior, the other 
into the Tombigbee. These Bro divided by a sinuous ridge 
which has a general north and south direction, and which is 
known as the Byler Ridge. Upon it for most of its length is 
an old thoroughfare, the Byler road, much used in former 
days. 

The Warrior system may be still further divided, for a part 
of the water reaches the Warrior southeastward through Lost, 
Cane, and Wolf creeks; whilst a greater part goes south into 
the Warrior through North River and its tributaries. 
Cheatham’s road runs nearly along t this dividing line through 
part of the county. 

The Tombigbee drainage i is, in general, towards the south 
in three narrow belts not more than five or six miles wide 
east and west. The widest of these areas is that drained by 
New AU or Sipsey ; the next is drained by the Luxapolila, 


^e 
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and the third by Hell’s Creek and Yellow Creek, both tribu- 
taries of the Luxapolila. 

The ridges separating the areas are simple ridges of denu- 
dation. Going across the country from east to west, the 
roads pass over these ridges and the intervening’ valleys, 
whilst up and down the streams the roads are sometimes 
very good. 

In general the dividing ridges vary in height from 200 to 
275 feet above the streams. 


^ 


GEOLOGICAL FORMATIONS. 


Two formations are represented in this county, as in 
, Walker county adjoining, viz., the Coal-Measures and the 
Stratified Drift. The surface formation over the whole 
county, except in the lower parts of the valleys excavated by 
the rivers and other streams, is the Drift, but beneath this 
superficial coat of sand and pebbles, may always be found at 
depths varying with the locality, the sandstones, shales and 
other strata of the Coal-Measures. A narrow strip five or 
six miles wide along the western border of the county shows 
no Coal-measures, for the reason that the streams have not 
eut entirely through the Drift eovering into the underlying 
beds. In other words, the strata of the Coal-Measures slope 
 &way gently towards the west and south with a wedge-shaped 
mass of Drift, thin towards the east and thicker towards thé 
‘west, overlying them. "These relations are sufficiently well 
shown in the section at bottom of the map. 

The varieties in the rocks have been given in some detail 
under ME county, and need not be repeated here. 


DETAILS. 


(1.) Coal- Measures.—In the following enumeration of local- 
ities where coal outcrops in this county, I have been ob- 
- liged to rely upon information received from the inhabitants 
for the thickness of the seams, quality of the coal, &e. It. 
has not been possible to make any actual examination of the 

coal beds for lack of the means to pay for having the seams 
exposed.’ 
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Fayette Court-House stands upon a bed of gravel and 
- sand of Drift age, elevated some 75 feet above the second - 
bottom of New River. 

' In the immediate vicinity of the town the Carboniferous 
rocks are hidden by the superficial beds spoken of above, and 
coalis found only near the banks of the rivers and other 
streams, and in deep wells. 

About five miles southwest of the Court-House, on the Co- 
lumbus road at the Abernathy place, coalis reported, and 
this seems to be the farthest west of any outcrop in the 
county. Two and one-half miles northwest of the town on 

he Renfro place, on the east side of Luxapolila coal is 
known. I could hear of no coal west of Luxapolila in this 
county. Along the Sipsey or New River are many exposures 
of coal, some of which I am able to give. On Davis’ Creek, 
in T. 17 and R. 11, below Davis! Creek P. O. On Box's 
Creek, four or five miles south of east of Fayette Court-House. 
About six miles from the Court-House, on the Porter place, 
in the SE. ¿of S. 10, T. 15, R. 12, W, a bed of coal is over- 
laid by a stratum of bituminous shale, usually called “cannel” 
coal, eight or ten inches thick. This substance has a pecu- 
liar resinous lustre, and upon analysis shows the following 
composition in 100 parts : 


Analysis of Bituminous Shale, from Porter's place, Fayette 
County, by Henry McCalley. — - 


SPECIFIC GRAVITY VEMM 1.099 
Sulphur... 0... ee ee ee eee ee enn 1.501 
A 

Moisture ..... 20. eee ce ec ee ee oro eee eee .286 
Volatile Combustible Matter...................... 75.688 
Fixed Carbon.................... o 7.284 
¡A boo... 16.742 

100.000 


This substance, which has the local name of cannel coal, 
is remarkable for its large per centage of bituminous matter. 
It burns freely with a bright smoky flame. 
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Upon distillation, it might yield valuable products, such | as 
benzole, &e. 

A few miles north of. this point, near Jephtha Hollings- 
worth’s place, a coal outcrop may be seen in the road. This 
bed has been worked. Also four miles from Jacob Hollings- 
worth's bridge, is a coal bed which has been much worked 
to supply coal to blacksmiths. Of its thickness I can give ` 
no notes. In the same locality is a quarry from which sand- 
stone, splitting into smooth regular slabs, has been obtained 
in considerable quantity for building purposes. 

Along Box’s Creek, in T. 14, R. 11, W., are many outcrops 
of coal; at several of these, the coal has been worked; thus, 
in the SW 1 of $. 15, in S. 11, and in S. 23. The thickness 
. of the beds, I can not give with certainty, but the average 
will be about two feet. 

In the SE corner of S. 24, same township and range, a 
stratum of bituminous shale (called here cannel-coal,) similar 
to that mentioned above, overlies a bed of ordinary bitumin- 
ous coal. 

Box’s Creek bottom has some of the best farming land in 
the county. The bottom is nearly one mile wide. The soil 
seems best adapted to corn, for the cotton usually has too 
rank a growth and the bolls do not open well, many of the : 
squares and forms drop off quite early. 

Near the mouth of Moore's Creek, about S. 7, T. 14, R. 11, 
W., a ten inch seam of coal is exposed in the bluff of New 
River, and 15 or 20 feet below the ten inch seam, another 
two feet thick is found in the bed of the river. Along this 
ereek and on New River, within a radius of 10 miles from 
Mr. Woodward Moore's, S. 12, T. 11, R. 19, W., are numer- 
ous outerops of eoal besides those mentioned. 

Mr. Ira Woodward Moore, President of the Alabama Sip- 
sey River Navigation Company, has for some years been 
interested in a scheme for carrying coal by barges down the 
river to Mobile. The coal is mined near the southern line 
of Marion county, and during the high waters of the winter 
the loaded barges are floated down the river to Mobile, where 
it can be delivered at $2 per ton. The locality of the mine 
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and other details as: the coal, will be given under 
Marion county. 

Along North River T its tributaries, coal is abundant, 
but I can give now no definite localities. 

From the few notes thus given, it will be seen that eutarons 
of coal are found along all the principal streams of the coun- 
ty, and their tributaries. -As to the number of workable 
seams of coal and their thickness, there is as yet no reliable 
information. To examine thoroughly one of these counties, 
and to determine definitely its capabilities for the produc- 
tion of coal, would take months of time and a considerable 
outlay of money. With the present small appropriation for 
the survey, the last named item, viz: an outlay of money, is . 
an impossibility. — 


(2.) Stratified Drift.—The beds of this age are of the usual 
character, rounded pebbles, sand-beds, clays (usually colored _ 
deep red or orange, by the hydrated oxide of iron), and fer- 
ruginous sandstones and conglomerates with the same hydra- 
ted ferric oxide as the cementing principle. 

Distribution.—The Byler Ridge, which separates the waters 
of the Warrior from those of the Tombigbee, is near the east- 
ern limit of the pebbles, for beyond that towards Walker 
county the beds of Drift, which are found sparingly on the 
‘higher points, are usually of sand only, or occasionally of | 
small pebbles intermingled with the sands. . 

The pebbles are usually rounded quartz and chert frag- 
ments; the latter show often traces of organisms, usually 
impressions of crinoidal stems, &c., of Sub- cad 
age. l 
The beds of pebbles, whilst they cease to be a Soe 
feature of the surface geology of the county east of the Byler 
Ridge, are found in occasional patches, at least as far east- 
ward as the ridge between Cane and Lost Creeks in Walker 
county, in T. 15, R. 8, W. 

Along the Cheatham road in T. 16, R. 9, W., near Boley 
Springs P. O., the ridge is covered with beds of sand, with 
occasionally beds of small pebbles. 'The thickness of these 
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beds is considerable, as may be seen in the excavations near 
the saw mill and tan yard. 

Along the Byler road every hill of moderate height i is made 
up, in part at least, of pebbles, and most of them are capped 
with ferruginous sandstones or conglomerates. Near the 
Dublin P. O. the hills are covered with fragments of this 
sandstone, and in the road may be observed hollow pipes or 
* cylinders of this substance lying in a northeast and south- 
west direction. 

South of Mr. William Killingsworth’s, S. 14, T. 14, R. 11, W. 
the hills as usual are capped with pebbles and ferruginous 
sandstone. The ferruginous rocks seem always to be encoun- 
. tered whenever the hills are as much as 200 feet elevated 
above the water courses. In T. 15, R. 11, W., the hollow 
cylinders of ferruginous sandstone lying in à northeast and 
southwest direction, may be seen again. In fact, wherever 
I have noticed these elongated forms of the Drift ferrugin- 
ous sandstone, their longest dimensions point in this direc- 
tion. 

Between the Byler Road and Sipsey or New hiver, the 
pebbles are sometimes less abundant, but ferruginous sand- 
stones and conglomerates are found upon every prominent 
hill. On the left bank of Sipsey, east of Fayette Court 
House, this conglomerate is found in beds of considerable 
- thickness, making tolerably high bluffs. 

The high bluffs which overlook the river on the eastern 
side, near Ford's bridge, in S. 11, T. 15, R. 12, W., have a 
capping of this rock many feet in thickness, and the road at 
the foot of this mountain passes many large fragments which 
have rolled down from the heights above. 

Near New River, on both sides, pebbles are particularly 
abundant. Theroad from Fayette Court House up the right 
bank of the river, is for many miles over beds of this kind, 
and the road is of the very best character, smooth, hard and 
moderately level. 

In some localities these pebble beds appear to be of ex- 
ceptional thickness, as near Hollingsworth Mill, New River 
P. O, MeCollom's Mill, de, 
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` Along the Pikeville road, on the western side of the ridge, 
between New River and Luxapolila, many of the pebbles are 
of chert, more or less angular and with impressions of Sub- 
Carboniferous fossils. 

In many places among the Drift beds, are found strings of 
quartz crystals covering what have the appearance of being 
fragmentis of petrified wood; such are found, for instance, 
Seven or eight miles north of the Court House, and two miles 
west of the town on Judge Williams’ farm. At the latter 
place occurs, also, a peculiar modification of the ferruginous 
rock which characterizes the Drift. This rock is porous, 
from the occurrence within it of numerous lenticular or 
almond shaped concretions of limonite, hollow and enclosing 
a mass of white micaceous clay or sand. The shells of lim- 
onite are generally one or two tenths of an inch in thickness, 
in some instances double, the two being easily separated 
from each other. Occasionally the concretionary shells seem 
' to be rather of the composition of turgite than limonite, as 
shown by the reddish color of the powder. The rock, when 
first quarried, is soft and easily cut with an axe, but after 
short exposure to the atmosphere it becomes quite hard and 
is said to be durable. It is used for rough stone work, in 
the construction of chimneys, pillars, de. In this locality 
the rock is rather of the nature of a bog formation than of 
the usual ferruginous sandstone of the Drift. 

Between the Court House and Luxapolila River, all the 
hills show a covering of pebbles, and the highest always a 
capping ferruginous sandstone. West of Luxapolila, on the 
road to Vernon, pebbles are noticed on all the hills when- 
ever the elevation of 150-175 feet above the water courses is 
reached; below that elevation the strata are mostly sands 
and clays; the tops of the highest hills are always covered 
with fragments of ferruginous sandstone, or ferruginous 
conglomerate. . The formation of these rocks appears to have 
taken place in this way: the sands, pebbles, &e., of the Drift, 
strongly colored with hydrated ferric oxide, in contact with 
atmospheric water, holding carbonic acid and organic matter, 
are leached of the iron, which in solution penetrates the 
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more porous strata, and upon reaching an impervious bed, 
say of clay or similar material, is arrested in its downward 
progress, gradually indurates from the evaporation or escape 
of the solvent, and in indurating binds together the sands or 
pebbles in contact with it. The formation, in this way, of 
hard ledges in recent railroad cuts, may be noticed frequent- 
ly wherever the cuts are through beds of Drift sands, de. 
The almost universal occurrence of fragments of these rocks 
upon the highest hills, may easily be explained. The hills 
of this part of the State are exclusively hills of denudation. 
After the Drift beds were deposited, there is reason for be- 
lieving that the general face of the country was much more 
uniform than it now is. The effect of running water has 
been to cut up this more or less level country into gullies, 
ravines and gorges; to widen them out into valleys, leaving 
between as hills the portions of the original beds which were 
not so washed down. If any part of the originally nearly ' 
level country were soft and easily eroded, there would be 
formed a depression, which would in time become a valley 
of greater or less extent according to the amount of water 
passing over it. Ifa hard bed of any sort were formed, such 
as a bed of the ferruginous sandstone produced in the man- 
ner indicated above, it would protect the underlying beds of 
sands, pebbles, or other softer materials, from denudation, 
and would thus become the cause of the formation of a hill. 
The gradual undermining of the hard stratum, would cause 
it to break off, and in this way the sides of the hills for some 
distance below the protecting bed would be covered with its 
fragments. Every one familiar with our Drift regions, has 
.noticed these fragments of ferruginous sandstone and con- 
glomerate upon the sides of the hills which owe their exist- 
ence, or at least their present height, to a protecting cap of 
this rock. 

Tf the solution of iron formed as above described, from the 
iron which is diffused as coloring matter through the sands, 
. instead of penetrating the strata and forming a hard-pan by 
induration, should come to the surface at a lower level, it 
would appear as a chalybeate spring. The conditions for 
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such springs are simple; atmospheric waters charged with 
carbonic acid, and holding organic matter, (by which the 
peroxide of jron is reduced,) dissolve the iron, penetrate the 
soil, and come to the surface again at some lower level. In 
cóntact with the air the carbonic acid escapes, the iron is 
changed back into the peroxide, which in the form of a hy- 
drate is precipitated in the spring, or the outlet from the 
spring, as a flocculent mass of yellowish or reddish color. 
Several springs of this character are found within a few 
miles of Fayette Court House. 


LAMAR COUNTY. 

It is convenient to describe this county in connection with 
the Warrior Basin, although the Tombigbee, instead of the 
Warrior, .receives its entire drainage. 

No Coal-Measures have, so far as known, been observed in 

Lamar, yet itis probable that in the northwestern part of 
the county, near Pikeville, rocks of this age are exposed in : 
ravines. 
. Whether exposed or hidden, there is no doubt that the 
' Coal-Measures underlie the beds of Stratified Drift in that 
corner of the county, thus connecting Lamar with the great 
Warrior system. 

The general course of all the streams of this county is 
southwest, and this determines, to a great extent, the config- 
uration of the county. The principal streams are Luxapo- 
lila River, in the southern part of the county, Yellow Creek 
and Hell's Creek and other tributaries; and, in the northwest, 
Buttahatchee River and Beaver Creek and other tributaries. 
In the latitude of Vernon, which is situated in S. 16, T. 15, - 
R. 15, W., the hills separating the streams are usually from 
two hundred to two hundred and fifty feet elevated above 
these water courses. 

The only formation which has come under —€— in the 
limited portion of the county visited, is the Stratified Drift. 
Beds of sand, clay, pebbles, and the rocks formed by the 
cementing together of the sands and pebbles by hydrated 
oxide of iron, form the surface covering. 

The beds of Drift materials are very heavy, being in the 
middle and eastern part of the county, at least two hundred 
and fifty feet in thickness. From Vernon northwards to- 
wards Pikeville the pebbles are more or less angular, and of 
chert usually containing the impréssions of Sub-Carbonifer- 
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ous fossils. With these are also found rounded pebbles of 
quartz of the usual character. 

Between Fayette Court House and Vernon the road 
passes over all the hills separating the Luxapolila and the 
several prongs of Hell’s Creek. These hills are often two 
hundred and fifty feet elevated above the water courses, and 
the upper fifty or seventy-five feet are formed of pebbles and 
sand; the highest hills being, as usual, cbvered with frag- 
ments of ferruginous sandstone. 

Two miles west of Vernon are the ore banks which sup- 
plied the blast furnace of Messrs. Hale & Murdock. The 
ore banks resemble those of the Silurian formation in Middle 
Alabama, and those of the Sub-Carboniferous formation of 
Franklin and other counties in North Alabama. A deep 
red-colored soil holds masses of ore from the size of a 
bushel measure down to small pebbles. The ore is in con- 
eretionary masses like the ore of the two formations men- 
tioned. The ore banks are in hills of moderate size, and are . 
found over territory of considerable extent. In one place, 
where a gully has formed a natural section, the ore is seen 
to overly beds of pebbles. The source of the iron in this 
case is probably the same as that from which is derived the 
iron disseminated through the sands, &e., of the Drift as 
coloring matter, viz.: the cherty limestones of the Sub-Car-' 
boniferous formation further north. The nearest point 
where this limestone is known in outcrop, is forty miles 
distant from this ore deposit. It is quite possible, however, 
that future examinations may show that the limestone exists 
nearer to the ore hidden by the overlying Drift beds. 

Mr. Henry McCalley, in the Laboratory of the Survey, has 
analyzed three samples of the ore from these banks. The 
analyses will show the character of the ore; 
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1. Analysis of Limonite; an aggregate of nodules ; the nodules 
compact and dark brown in color, held together by red and 
yellow ochre, with a few empty cavities, both within and be- 
tween them. Streak, yellowish brown. Locality, site of the 
old “ Hale € Murdock Iron Works,” near Vernon, Lamar 
county. 


Specific gravity.... 2.6... cece ee eee e eee eee renee 3.421 
Hygroscopie Moisture......oooooooccooomommoono..o.. 1.777 
Combined WaleP. «cicero esa EnC P E .. 12.466 
Siliceous Matters 0000462044000 A XR CER Eg 4.371 
Sesquioxide of Iron................... Deo rens, T8.284. 
AIN ideada 0.760 
Oxide of Manganese................ cee eee cee .000 
PNG PI P Er 0.809 
Manosi se sd sirena ba aes 0.391 
Phosphore Acid ss sona oa Cea ROMS 0.615 
vin PC rm VEMM 0.129 
Undetermined and Loss...................... ooo. 0.398 
100.00 
Metallic Omara ais 54.80 
Phosphorus: cda a 0.268 


2. Analysis of concretionary limonite of uniform texture. 
Color, dark brown, with spots of red and yellow ochre filling 
some of the small tavities. Streak, reddish brown. Locality, 
near Vernon, Lamar county. 


SneGihG ofa VILY 6246s tent pO ROT WERDE Pd 3.461 
Hygroscopic Moisture.... ..... 1c. cece eee ee eee 1.468. 
Water in Combinati0D.......o.oooooooomoconoro.s 12.372 
Siliceous Matter Nm 4.367 
Sesquioxide: Of [TOR ind airoso 80.053 
A Tunt roca cosas Y kee eats ipud rius ipM NE .221 
Oxide of Manganese................ eee eee eee .188 
A A E 407 
Magnesio o . 045 


Phosphorie Acid... 2.55 veces d tad dts ies .624 
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1 f 
Sulphur, cessa tiboes carret Nase doses veas. -085 
Undetermined and Loss.......... as aded) 
- 100.000 
Metallic Tron........ rr 56.087 ` 


PhoSphOFUS- iuo rro ve Piae Y deoa pibus 212 


CE 


3. Analysis of compact limonite, with few irregular cavities ; 
some of the cavities filled with red ochre. Color of fresh sur- .. 
face, dark brown, with the red ochre in spots. — Exterior sur- 
face, brown, with a slightlg reddish tinge. Streak, reddish 
brown. Locality, near Vernon, Lamar county. ` 


Specific gravity............... T 3.392 
Hygroseopie Moisture.......... EAE: 
Combined Watt rosana 8.155 

- Biliceous Matter..:....... ow des M LE dnd adis 4.506 
Sesquioxide of Iron............ es iua . 81.173 
WIDTH m 1.341 
Oxide of Manganese......... a ere . 0.078 
Ini "E . 0.298 
Magnesidc ccs oodd estat owe Cd ras A Past a 0.032 
Phosphone Aedui deant ze a 0.268 
win E —-——w€((—— "e 0.188 : 
Undetermined and-Loss..... .................. 0.173 

100.00 

Metallic Iron...... O E EE E 56.821 
PHOSPHORS sous sed chaise Ma Ae os a 0.117 


Northward from Vernon, the road follows a ridge, which is 
200 feet above Yellow Oreek. Along this road the pebbles 
are angular fragments of Sub-Carboniferous chert, with 
many characteristic fossils. These angular pebbles, like: 
the rounded ones, are common in the ferruginous conglom- 
erates which take a prominent place amongst the rocks of 
the country. 
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The village. of Moscow is 180 feet above Yellow Creek, 
near Vernon. On the higher points along the road,.sand and 
loam form the surface. The pebbles are not common above 
the elevation of 175 feet. l 

Just beyond Moscow, in a gully, is seen the following sec- 
tion through Drift strata: 


Pebbles and loam surfaee................... EN — 
Yellow sand, reddish below EIRE EEE er ee 1 foot 6 in. 
White plastic DIR cute es ied ue mm 8 “ 
Pebbles imbedded in sand................... 3 ae UE 
Yellow sand, reddish below................... L ʻ“6“ 
Yellowish and whitish plastic elay............. 0 “ 8“ 
Yellow Sand uu d o oe weenie es Ble daa mene D. que 


` Pebbles imbedded in sand to bottom of gully... 2 * 0“ 


This section is instructive as illustrating the mode of form- 
ation of the common ferruginous sandstone, for just above 
the two strata of clay, the sands are changed into a reddish 
sandstone. The iron solution percolating the sands, upon © 
reaching the impervious clay, is arrested, the iron precipi- 
tated as hydrated ferric oxide, which binds together the 
grains of sand, thus forming a moderately hard rock. An- 
other notable circumstance in this section is the regularity in 
the stratification, the several beds enumerated being paral- 
lel, and clearly marked for a distance of fifty yards. Usually, 
the stratification of the Drift beds is exceedingly irregular. 

Beyond Moscow the road is generally a ridge road. On 
many of the hills, but not on the highest, pebbles are 
abundant. These pebbles are of chert. and angular, and 
many of them contain casts of Sub-Carboniferous fossils, and - 
these, like the rounded quartz pebbles further south, are 
often found cemented together by the hydrated ferric oxide 
into a breccia. These pebble beds are often from ten to 
twenty feet in thickness. 

- The relations of the pebble beds to the other Drift strata 
may best be seen from the following notes: At Purnell’s 
Mill, NE. corner of S. 14, T. 15, R. 15, W., on the north bank 
of Beaver Creek, as well as on the opposite side of the creek 


bottom, the low hills are made up of angular pebbles of 


~~ 
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chert with Sub-Carboniferous fossils, and with these occa- 
sionally rounded, smooth, pebbles of quartz, jasper, &c. 
This association of angular chert pebbles, with those of the 
harder quartz, perfectly rounded and smooth, would show 
apparently that the quartz pebbles have been brought from 
a greater distance than those of chert. I have noticed both 
kinds of pebbles in nearly all the pebbly hills in Lamar; Ma- 
rion, and Franklin Counties. 

Beyond this mill, the road gradually ascends to a ridge, 


the water shed between Beaver Creek and Buttahatchee . 


River, the average height of which above the water courses 
is 175 to 180 feet. No pebbles are found at this elevation, 
but lower down, within 50 feet of Beaver Creek and other 
streams, they are abundant. Towards Pikeville the ridge 
upon which runs the Military road, increases in elevation, 
the town being by aneroid observations 250 to 300 feet 
elevated above the level of Yellow Creek at Vernon. 
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An examination of the map will show that the area 
drained by the Buttahatchee river and its tributaries in- 
cludes the greater part of the county. Subordinated to this, 
are the areas drained by New River and Luxapolila in the 
southeast, by Bull Mountain creek in the northwest, and by 
Big Bear creek in the northeast part of the county. The . 
head waters of Buttahatchee River flow from near the Byler 
ridge in Winston county. The general direction of the 
stream is westward for eighteen or twenty miles, and then 
southwestward into the Tombigbee. Most of the tributaries 
of Buttahatchee flow southward into that river from the high 
ridge of pebbles, etc. which turns Big Bear creek north- 
wards. Bull Mountain creek also flows from the south side 
of this ridge, whilst Big Bear creek, rising as it does near the 
Byler Ridge, flows at first southwest, is defiected by the peb- 
bly ridge spoken of, and is turned thence northwest into the 
Tennessee. The bed of Big Bear creek is considerably 
higher than the head waters of Buttahatchee River, and Bull 
Mountain creek, which are distant from it only a few miles, 
so that a comparatively short canal cut through the ridge 
would suffice to turn the. waters of Big Bear creek in a tor- 
rent into Buttahatchee or Bull Mountain creek. 

New River and Luxapolila drain the southeastern part of 
county, New River having its head waters near the Byler 
Ridge, whilst the West fork of New River, and Luxapolila, 
rise at the foot of the ridge separating these from the tribu- - 
taries of Buttahatchee. i 


GEOLOGICAL FORMATIONS. 


In Marion County, we find as surface formations—Ist, the 
Coal-Measures, and 2d, the Stratified Drift. 
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SECTION FAST AND WEST THROUGH MARION COUNTY 1MILE NORTH OF PIKEVILLE , VERTICAL SCALE 800 FT. TO ONE INCH 
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Over the entire county there is a superficial covering of 
pebbles and sand of the Drift age, these beds increasing in 
thickness from the Byler Ridge on the east, towards the west, 
where, beyond the Buttahatchee River, they are of Such 
thickness that the streams seldom, if ever, cut through them 
down tothe underlying Coal-Measures. In all the eastern 
and central portions of the county, however, nearly as far 
west as the line between Ranges 14 and 15, the streams have 
cut through-these superficial beds, and laid bare the rocks 
of the Coal-Measures underneath. 

Except in the northwestern part of the county the under- 
lying Coal-Measures probably do not extend much further 
west than the line between Ranges 14 and 15, where there is 
reason for thinking they are succeeded by the rocks of the 
Cretaceous System. Still the line of junction of the two 
is hidden by the immense thickness of pebbles and sand, so 
that as yet it cannot be laid down with accuracy. 

On Prof. Tuomey's map, the area beyond the western line 
of the Coal-Measures in Marion, is marked as Sub-Carbonif- 
erous, whilst aecording to Prof. Hilgard, of Mississippi, it 
should be Cretaceous. I have not succeeded in finding west 
of the Coal-Measures anything except the Drift, until after 
crossing Big Bear creek in the southwest part of Franklin 
County, where the Sub-Carboniferous rocks are exposed. 
For these reasons l have thought it best not to attempt at - 
present to represent the underlying rocks west of the Coal- . 
Measures, but simply to put it all down as Drift, which is ac- 
tually the surface formation if not of the whole area, at least 
of all but a few. isolated tracts along the banks of the streams. 
In future editions of the map it may be necessary to make a 
few slight changes. 
DETAILS. 

1. Coal-Measures.—The limits towards the west, of the 
Coal-Measures in Marion County have already been given 
above in the general description. The coal beds along the 
.head waters of New River or Sipsey, and of Little River, a 
branch of the Sipsey, are perhaps better known than those 
of other am of the county. 
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Above Kelly’s Mill, on New River (S. 10, T. 13, R. 11, W.,) 
and about one and a half miles from the mill, is the locality 
from which most of the coal has been mined whieh has been 
boated down to Mobile by the Sipsey River Navigation Com- 
pany. From Mr. Ira Woodward Moore, President of the 
Company, I have obtained most of the information below 
given. The bed is said to be 2 feet 6 inches thick. Above 
this bed, and separated from it by about five feet of strata, is 
another coal bed two feet thick. The lower bed only has been 
worked. This coal seems to be an excellent gas coal. Mr. 
Fish, of the Mobile Gas Works, in a letter to Mr. Moore, 
gives it much praise. Several miles west of this Mr: Moore 
méntions an outcrop of what he considers the same bed, on 
a branch running into Little River. Lower down the river, 
near the Fayette county line, coal said to be about two feet 
in thickness is known ; it burns well, but is not a very good 
shop coal. Of the numerous localities where coal shows 
higher up on New River, I have no reliable information. 
Upon Little River, near S. 1, T. 12, B. 12, W., are many out- 
crops of coal. e 

At Mr. Lem Burnett's, NE. corner of $. 1, coal is raised 
from the bed of a branch, the thickness of the coal not ascer- 
tained. This coal is hard, firm, and bright, tolerably free . 
' from pyrites.. It has through it seams of mineral charcoal 
often one-eighth to one-quarter of an inch in thickness. 
This coal has an excellent reputation amongst the black- 
smiths, and it is hauled many miles. 

An analysis of this coal made by Mr. Henry McCalley, at 
the Laboratory of the University, shows the following com- 
position in 100 parts : 


Specific Gravity...... pom 1.102 
Sulphur...... —— — —— te ee er 1.730 
IMT GIS CUNO Ts es ee eee tete p bbe ee bus 9.694. 
Volatile Combustibló NE soccer exe 35.380 
ii Cat GOs eom busco iiu den d Conca 58.517 

be raat dace saath Beha atts Rese gin Rag oe eng Ada S 2.409 
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The mineral .charcoal, which is so characteristic of some 
of the coals of Walker, Fayette, and Marion Counties, is of 
interest. 

A specimen of it from coal from Mr. Burnett’s bed, upon 
analysis by Mr. McCalley, shows the following composition : 


Specie Gravity iio Eae lee vo Eua e e ERN ... 1551 
Mi A uds E caius ia d t cd 1.753 
Volatile Matter... 00... c.c cc cece hee 15.285 
Fixed Carbon.... 0... 0.20 ee cee ele. 79.215 
"cope HMM ecc 3.747. 

100.000 


Near Mr. Burnett’s, and at a vertical distance of 25 feet 
above the coal bed just mentioned, is another outcrop in the . 
bluff of a small branch. This outcrop is in the NW. of S. 1, 
on land belonging to Mr. Beauchamp. The roof is hard 
shale and floor of the same material; the bed is two feet 
thick at the outcrop, and, with the exception of an inch or 
two of slaty coal on top, is good throughout. This coal is 
also hard, firm and bright, with seams of mineral charcoal like 
the coal at Burnett's. At the outcrop it shows some pyrites. 

In the same neighborhood, on Mr. Shirley’s land, coal has 
been worked. It is like that of Burnett's, and has the best 
` reputation as a shop coal. 

At Mr. Hendon’s, S. 36, T. 11, R. 12, W., in suis 8 bed of 
coal 18 inches thick was cut at a depth of 8 feet below the 
surface; below this a clay parting, 18-24 inches thick, and 
then another bed of coal which was not cut through, the bot- 
tom of the well being in the coal. By aneroid observation 
the following distances have been made out between the coal 
` beds in this vicinity : 

Hendon's upper bed...... ee E E 18 inches. 
Clay parting ——— eae ——— eee ee 24 * 
Hendon’s lower: bed —&thickness not known. 


Sandstones and other. Measures (may contain = 
COO oe eset ett oe eee eee ee roar: 85 to 90 feet. 


Beauchamp s COD e a 24. inches. 
Sandstones, &e........... cee eee ceeees-. 1... 2D feet. 


Burnett's coal—thickness not known, but at least two feet. 


A 


124 "WARRIOR BASIN. 


For several miles from Burnett’s in almost any direction, 
coal outcroppings are numerous; amongst these may be men- 
tioned one at Thompson’ s mine, two or three miles east of 


Burnett’s; this mine is said to yield, a good coal, rather. 


harder than any yet mentioned above, 

On Clifty Fork, a few miles west of Burnett, is a locality 
from which coal is hauled for many miles to supply black- 
smiths. Accounts of the thickness of the.coal on this branch 
vary. Some give it at two feet, others as much as four feet. 

Mr. Purnell, on Beaver creek, who has hauled the coal 
from this branch to supply his shop, informs me that he has 
measured the bed and that itis two feet thick, but all good 

coal. It may be that other beds are exposed on Clifty Fork, 
the thickness of which may be greater than two feet; thus a 
bed near Mr. Stephen Vaughan's, S. 23, T. 12, R. 12, W., is 
reported as being more than three feet thick. 

Of coal on Luxapolila River, i in Marion county, I can give 
no localities, nor have I definite notes of any eee on 
Beaver Creek, though the coal is known on both streams. 

On Buttahatchee River, three miles west of Pikeville, are 
reported at least two beds of coal; one six inches thick, and 
the other of workable size. The aal has meen used in black- 
smiths shops. 


Three miles southwest of R. W. Terrel's, aluo a bed of coal . 


has been worked on a small scale. 

Of outcrops along Buttahatchee and its tributaries above 
Pikeville, I have no notes except that coal of good quality is 
known on Barren Creek. | 

On Big Bear creek and its tributaries, several outcrops are 
known. 


At Allen's Factory, S. 17, T. 9, R. 11, W., ane coal has 


been worked to some extent. 

On Bull Mountain creek, near S. 3 or 4, T. 9, B. 14, W., is 
a bed of coal 18 :nches thick, and another near this two feet 
or more in thickness. 

On the same creek, five or six miles below Bull Mountain 
- P. O., coal is said to occur, and this is as far west as I can 
hear of any outcrops. 


o 
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On the Hurricane fork of Sipsey ereek, or the West fork of 
Buttahatchee, (as it is also called,) as far down as S. 24, T. 9, 
R: 15, W., several small seams are réported. 


Near Pikeville the sandstones of the Coal-Measures are 


seen in bluffs on all the little branches.- On Raven’s-Nest ' 
Branch, a mile or two north of Pikeville there are very high - 


bluffs, and some overhanging cliffs or “rock houses.” Un- 
derneath some of these cliffs grow the most beautiful ferns, 
such as Trichomanes radicans, Asplenium pinnatifidum, 
Asplenium montanum, &c. Clusters of the first named fern 
were noticed with some of the fronds six or eight inches in 
length. 

In some places along this branch, very decided dip 32-49, a 
little west of south, may be observed. 

Between Pikeville and the head waters of New River, the 
sandstones of the Coal-Measures are encountered in all the 


ravines which are 100 to 125 feet below the level of Pikeville, . 


above that are the pebbles and sands of the Drift. 

On the Military road, near the ford across Buttahatchee, 
the sandstones are exposed at a vertical distance of 275 feet 
below Pikeville; the ford 280 feet below the same place, is 
over smooth nearly level sandstones. The bottom of Butta- 
hatchee on the northwest side is one-fourth of: a mile wide, 
and where the road passes the sand is very deep.. 

Sandstones of the Coal-Measures are reported on Bull 


Mountain. creek, six miles below the Post Office of that: 


name. 
2. Stratified Drift. _What has been said under Fayette, 
and especially under Lamar county, concerning the occur- 
rence of the Drift, will apply equally well to Marion. 
Near Beaver Creek, and at height of 50 to 75 feet above 


the level of the creek, the strata are chiefly pebbles; above . 


that height are found reddish sands and clays, with numer- 
ous fragments of ferruginous sandstone. On the highest 
ridges sands prevail, with the dark ash colored soil common 
on all high black-jack ridges, - 
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East of Pikeville, on the Moulton road, especially not upon 
the highest points, are numerous pebble beds; the pebbles 
are angular fragments of chert with casts of Sub-Carbonifer- 
ous fossils. In the ravines where sandstones of the Coal- 
Measures are exposed, are pebbles of large size, rounded, and 
, composed of quartz, jasper, etc., with some chert pebbles like 
those found upon the higher levels. 

Thus, near Mr. Lem Burneti’s there are such rounded 
quartz pebbles of large size, four to six inches in diameter 
occasionally, in the bottoms of the smell streams. In S. 6, 
T. 12, R. 11, W., near the old Van Hoose place, a stream of 
these pebbles occurs, in which it seems to be established 
beyond doubt, that gold in small quantity has been, found. 
This gold has, therefore, been transportod a great distance, 
the nearest gold-bearing rocks in the direction from which 
the pebbles could have come being those of western North 
Carolina, the pebbles with the gold having probably been 
brought down the Tennessee valley, and thence southward 
through Marion and Fayette counties. A few miles north of 
Fayette Court House is another locality where well confirmed 
reports are heard of discoveries of gold in a stream of sim- 
ilar large pebbles of quartz, jasper, etc. 

Near the corner of Sections 25, 26, 35 and 36, T. 11, R. 12, 
W., a mile or two from Mr. Burnett's, there is a hill rising 
some 102—150 feet above the surrounding country. The hill, 
called Blaylock’s Mountain, is entizely made up of materials 
of Drift age. The mountain owes its present height to a 
eapping of hard ferruginous conglomerate and sandstone, 
formed in the manner described under Fayette county. 
These rocks are of dark brownish color, relieved by the light 
yellow pebbles of chert and sometimes white pebbles of 
quartz. The conglomerate is hard and massive, showing no 
tendency to split in one direction more readily than another. 
From these rocks, especially from the conglomerates, mill- 
stones are made for all the surrounding country. Mr. Hen- 
don, who works at the business, has usually more orders ' 
than he can fill. 


Between PRIORE Mountain and Pikeville, are several 
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localities where similar rocks occur, which are, in some in- 
stances, worked up into millstones. l 

A few miles west of Pikeville the same rocks are found: 
Specimens handed to me by Mr. West are almost identical 
with those from Blaylock’s. 

Between Pikeville and Bull Mountain Post Office, the road 
passes over Drift deposits, except near the ford of Butta- 
hatchee, where the underlying Coal-Measures sandstones are 
exposed by denudation. At Bull Mountain Creek again, 
these underlying rocks are exposed. Between these two 
points the road traverses some high ground, 180 feet above 
Pikeville, or 450 or 460 feet above the Military ford across — 
Buttahatehie. Beyond Toll-gate P. O. a hill of pebbles of 
Sub-Carboniferous Chert, 225 feet above the ford, is ascended, 
and the road continues for some distance along a ridge gen- 
erally of this elevation. At Mr. J. W. Sanderson's, near the 
center of S. 22, T. 10, R. 14, W., a well forty feet deep has 
been dug through the pebbles and water found in the same. 
Many of the pebbles, which are of chert and somewhat angu- 
lar, contain casts of Sub-Carboniferous fossils. 

Beyond this point, along the New Cut Eastport Road, 
about 15 miles from Pikeville, the high ridge spoken of above 
is ascended. Along this ridge, or series of ridges, 180 feet 
above Pikeville, the road continues for seven miles, till the 
descent begins into the bottom of Bull Mountain Creek. 
Upon these high ridges no pebbles are found, nor rocks of any 
kind, except occasional fragments of ferruginous sandstone. 
The soil is the light ashy soil mentioned once before. Upon 
these higher ridges, also, another peculiarity may be ob- 
served, viz: the tops of the ridges are usually broad and 
gently undulating, with no sharp ascents and descents, 
showing the very slight effects produced by denudation upon 
this water-shed. 

In the descent towards Bull Mountain Creek pebbles may 
be noticed within 50 feet of the level of the creek, and these 
continue ‘the rest of the way down the hill. In the bottom 
of the creek quartz pebbles, well rounded and of large size, 
like those noticed near Burnett's, are abundant. Here, as 
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at several other places, pebbles occur of two different kinds: 
those of chert, and somewhat angular, found more abundant- 
ly upon the hills as high as 50-75 feet above the water coúrs- - 
es; and large rounded pebbles of quartz, jasper and other - 
similar material, near the beds of streams. With these last 
are often found, also, the usual chert pebbles mentioned 
above. , | 
. Below Big Bear Creek, i. e. towards the south and west, in 
this county and in Franklin county above, is a ridge of peb- | 
bles and other Drift material which has turned the waters 
of that creek into their present extraordinary course. 

As has already been stated, the waters of Big Bear Creek 
run along a higher level than the streams south, so that a 
eut through this ridge of pebbles would turn the whole stream 
south, through Marion county. 

Big Bear Creek at Burleson, in Franklin county, is some 
75 to 100 feet above Bull Mountain Creek, near the postoffice 
of that name; but all these levels are given from aneroid 
observations, and, like all aneroid observations, are not en- 
tirely trustworthy; still there is very little doubt that the 
difference in level between the two points is considerable. 


CHAPTER VIL. 


CHEMICAL REPORT BY Henry MocCALLEY. 


Dr. E. A. Smith, State Geologist: 
Deran Sr&—In accordance with your request, I herewith submit, in a eon- 
densed form, some of the methods of analysis, as made by me, and their 


results. Yours, very truly, 
HENRY McCALLEY, 
University of Alabama. 


COALS. 


Proximate Analysis.—Constituents determined: Moisture, 
Volatile matter, Fixed Carbon, and Ash; and, also, the whole 
amount of Sulphur. : 

Moisture.—Determined by loss in weight after a well pul- 
verized sample has been exposed for one hour, in an air bath, 
to a temperature of 110°C, 

Volatile Matter.—Determined by heating the specimen, : 
. minus the moisture, in a covered platinum crucible, for four 
minutes at a red heat and then for four minutes more at a 
white heat. Loss in weight equal volatile matter. 

Fixed Carbon.—Coal, less moisture and volatile matter, is 
incinerated in a platinum crucible placed aslant, with a piece 
of platinum foil so resting in its mouth as to reflect back 
otherwise wasted heat, and to create a current of air over 
the exposed coal. Loss in weight equal fixed carbon. 

Ash.—Residue after incineration equal ash. 

Sulphur.—F ive parts each of dry, well powdered, carbon- 
- ate of soda and nitrate of potash are intimately mixed, and 
then the finely pulverized coal is added, and the whole well 
mixed. This mixture is now thrown, by small portions, 
into a white hot platinum crucible with a closely fitting lid. 
The lid i$ quickly replaced, and time allowed, after each ad- 
dition, for quiet fusión. When the whole mixture has thus 


been added, and time allowed for complete oxidation, the 
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crucible, with its contents, is allowed to cool. When cold, it 
is digested with water until complete disintegration; the 
crucible and lid can then be removed from the casserole. 
Strong hydrochloric acid is now cautiously added, to excess. 
This acid can be conveniently: added through the beak of a 
funnel fitting with its rim within the casserole. After excess 
of acid has been added, it is evaporated to dryness over a 
water-bath. The dry mass is now digested with a few drops 
of strong hydroehlorie acid. Hot water is now added and 
the insoluble residue, if any, is separated and washed by 
decantation and filtration. "To the boiling filtrate is now 
added a slight excess of chloride of barium. The solution 
is kept hot for some time, when the precipitated sulphate is 
allowed to settle. The clear supernatant liquid is now de-. 
canted off, and the precipitate treated with very dilute hy- 
drochloric acid; after which, it is well washed by decan- 
tation and filtration, dried, incinerated, and weighed. This 
sulphate of baryta, multiplied by .15734, gives the whole of 
the sulphur present in the coal. 

Specific Eravity.—Determined by means of the specific- 
gravity bottle; the coal having been broken up into lumps 
of about the size of a pea. 

The results of the coal analysis. are now appended : 


Bituminous Coars. 


Proximate Analyses, including Suiphur. 


: 1 2. 3 4, | 5. 6 7. 8. 
Specific Gravity......... ..... 1.31 1.45 1.44 1.933 1.102 1.551 [1.33 1.278 
SUD. ada enses] -7L pr ct. [1.744 p’r ct.) .36 pr et | .574 prot.1.730 p'ret.| ....... 1,224 pret| .612 p'rct. | 
—— ee EE A A arme is See eee O 
Moisture....... ER ee] 3.007 2.96 k 2.238 3.091 3.694 1.758 1.474 1.599 : 
Volatile Matter. .... pisei: ..| 29.084 26.169 29.037 99.044 35.380 15.285 | ` 32.288 30.688 E 
Fixed Carbon........... os 63.352 44.516 50.638 56.537 58.517 79.215 | . 59.503 63 686 = 
cnr aaa 4.557 26.369 17.987 11.328 2.409 | 8.747 6.735 4.109 3 
———— a aaa] —  — S! — | 8 
Totals..... ca DL. .| 100.000 | 100.000 | 100.000 | 100.000 | 100 000 | 100 000 | 100.000 | 100.000 
\ 
\ 
o \ 


aL? 


| 
ISI 
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No. 1.—From below clay parting; coal firm and lustrous, 
amutting but little; seam about three feet in thickness. 
Locality, Townly bed, Walker county. . 

No. 2.—From above clay parting; a dull, heavy coal; a 
little shaly, with shining streaks of iron pyrites ; seam about 
four feet in thickness. Locality, Townly bed, Walker county. 

No. 3.—From bottom seam, consisting of alternate layers, 
about one-eighth inch in thickness, of bright, hard coal, 
breaking into cubes, and of duller, softer coal. It also con- 
tained three layers of mineral charcoal. Locality, Jagger 
bed, Walker county. > 

No. 4.—A firm coal, smutting but little, breaking into 
cubes, and consisting of alternate layers of bright, hard 
. coal, and duller, softer coal, with an occasional thin layer of 
mineral charcoal. Locality, Jagger bed, Walker county. 

No. 5.—Firm and almost free from smut, consisting of al- 
ternate layers. of bright and duller coal, about one-fourth 
inch in thickness, with a layer of mineral charcoal of same 
thickness. Locality, Burnett’s bed, Marion county. 

No. 6.—Mineral charcoal, scraped from sample from Bur- 
nett's bed, Marion county. 

No. 7.—An average sample, representing the vertical sec- 
iion of the upper bench. Locality, Pratt Coal & Coke Com- 
pany's seam, near Birmingham, Jefferson county. 

No. §.—An average sample, representing the entire verti- 
cal section of the lower bench. Locality; Pratt Coal & Coke 
Companf's mine, near Birmingham, Jeffersun county. 


BITUMINOUS SHALE. 
Proximate Analysis— Method. same as that of Coals. 


Specific graviby. A II 1.099 

gno CE 1:501 per cent. 
Moisture..... Mone O A 286 . 
Volatile Mattor O rr tds eb veitina 75.688 
Juxed Carbonic besa o P Rd 7.284 
A O E T EE Oe 16.742 


100.000 
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. A little greasy to the touch, and, in splinters, burning with 
a very free, luminous, smoky flame, with a strong bituminous 
smell; color, a dark gray on a fresh surface, but, on weath- 
ering, becomes a dirty brown; vein said to be ten inches in 
thickness. Locality, six miles northwest of Fayette Court 
House, Fayette county. 


SLATE, forming the parting, two inches in thickness, between . 
the upper and lower benches of coal in the Pratt Coal & 


Coke Company’s seam, near Birmingham, Jefferson county. 


Proximate Analysis of Slate. 


POCHO ravn y Rm 1.988 
Mostar oot ee qux PER dades us ou Wis dae od 1.621 
Volatile Mattor. 2... 00. cc cece cee ee cee eae 11.719 
Boxed Oar cont. ios nece ves VERO S Ru equis 29.839 
A i ana cess Ced D x CORPS EU qd vs 62.821 

; 100.000 

. Ash of Slate. 
Si AAA yu lent E es See 63.155 
Tron Sesquioxide.................... ada 6.383 
o nc ood eene tee awe eta cal tiunt 22.884. 
DL. urat Quads asus p RUE N EE E E ee (03 
Magnesia.............. ... TR erede .536 
Potash............... io e 2.164 
MOOG te shun Put anal vane baie apes seed te aD ave 1.148 
Phosphore ACI taa 2.564 
Sulphuric ACOs ETC Cm 145 
Sulphur Combined............. pd Reda cras RES .051 
Chlorine.............. donis M gru abd irace ...... 
" 99.728 . 


The silica, potash, soda, sulphuric acid, sulphur, and chlo- 
rine determined according to the method employed by the 
Geological Survey of Ohio, in report for 1870. The iron 
determined volumetrically; the phosphorie acid, as under 
iron ores; and the alumina, by difference, having been 
thrown down with the peroxide of iron and phosphoric acid, 
and dried, weighed, and incinerated with them. — 
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tron Ores. 
Methods of Analysis. 


Specific Gravity.—Determined by means of specific-grav- 
ity-bottle, the ore having been broken up into small lumps. 

Hygroscopic Moisture.—An average sample of the finely 
pulverized ore is weighed and dried at 100°C. Loss in 
weight equals hygroscopic moisture. 

Combined Water.—In case of the pure sesquioxide ores, 
determined by heating the specimen—minus the hygroscopic 
moisture—to redness for twenty minutes. Loss in weight 
equals combined water. In case of the carbonates, or ores 
containing the protoxide, water was determined by direct 
weighing. The specimen—minus the hygroscopic moisture— 
being heated for twenty minutes in the bulb of a hard glass 
tube, through which a current of dry air was constantly 
passed ; the moisture was collected in a weighed chloride of 
calcium tube. Increase in weight of the chloride of calcium _ 
tube equals the combined water. Í l 

Silica, Iron, Alumina, Manganese, Lime, Magnesia, and Sul- 
phur.—The specimen of ore—minus the hygroscopic and 

-combined moisture—is well mixed with a mixture of four 
parts of carbonate of soda and two of nitrate of potash, and 
fused, as described above, under the determination of sul- 
phur of the coals. The cooled mass is digested in water, 
acidified with diluted hydrochloric acid, until complete dis- 
integration, and the crucible and ld can be removed. The 
solution is now cautiously treated with strong hydro- 
chloric acid to excess, and evaporated to dryness over a 
water-bath. The dry mass is now digested with a few drops 
of strong hydrochloric acid, after which hot water is added. 
The insoluble silica is now separated and washed by decan- 
tation and filtration, dried, incinerated, and weighed. The 
filtrate is diluted to a known bulk, and divided into. two 
parts, one of two-thirds and the other of the remaining third. 
From the two-fhird solution the iron is thrown down as 
sesquioxide with the alumina and phosphoric acid, while ex- 
cluded from air. The alumina and iron are now separated 
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by means of hyposulphite of sodium. In the filtrate from + 
the iron, alumina, and phosphoric acid, the manganese is de- 
termined as binoxide, by means of bromine. From the fil- 
trate, after separation of manganese, the lime and magnesia 
are separated and determined after the usual methods. Tn 
case any of the protoxide of iron is present, it is determined, 
as such, by treating a well powdered sample of the ore with 
strong sulphuric acid, if a flask from which the air is ex- . 
pelled, diluting the solution, and, when perfectly cold, de- 
termining the protoxide volumetrically, by means of perman- 
ganate of potassium. The sesquioxide present in the ore, 
as such, can now, of course, be found by subtracting from 
the whole amount of iron, as found above, the protoxide, as 
just found. To the remaining one-third solution, heated to 
boiling, a slight excess of chloride of baryta is added, and 
the sulphur determined with the precautions stated ander 
coal analyses. 

Phosphoric Acid.—A finely pulverized sample of. the ore is 
gently heated with strong hydrochloric acid until the residue 
looks white, when the solution is diluted and filtered. The 
filtrate is now treated with ammonia to excess, and then 
slightly acidified with nitric acid, when--it is heated to boil- 
ing, and an excess of acid molybdate of ammonia added. 
The solution is kept near the boiling point as long as a pre- 
cipitate continues to form. If a precipitate does not form 
immediately, a little more nitric acid is added, and the solu- 
tion concentrated by evaporation. The phospho-molybdate 
of ammonia, thus obtained, is washed well with a dilute 
solution of acid molybdate of ammonia, dissolved with strong 
"ammonia, and the phosphoric acid determined as pyrophos- 
phate of magnesia. 

Carbonic Acid, —Determined, in the usual way, by loss in 
weight of a suitable apparatus after the gas has been ex- 
pelled. m 

The results of the iron ore analyses are now appended in 
a tabular form: 


\ 
Tron ORES. 
Y | 1i .2. 

Specific Gravity... 0... ..ccce eese ehe 3.421 3.392 
Hygroseopie Moisture...... eee 1.777 3.843 
Moisture in Combination......... eese cer cee ree nnn 12.466 8.155 
Siliceous Matter......... TN 4.371 4.506 
,Sesquioxide of Iron............ rr ehe 78.284. 81.173 
Protoxide of Iron....... anar rro rana ro rro rra 00.000 00.000 
Aluming........ leeren TM , 760 1.341 
Oxide of Manganese...... AE 00.000 0.073 
DAMOC......oooooocoonrooncrrrocrocrnacorrsccono cono»: .809 .298 
Magnesia. .... TRECE cece cee erro .991 .032 
Phosphoric Acid. ......esssesascrsrososooeesoseeesees .615 .968 
Sulphur ......... eee sers eect cere eee nano reo .129 .138 
Carbonic Anhydride........... cones Desert tn 00:000 00.000 
Loss...... .... ees pete e reece cece eher nn . 398 .173 
100.000 100.000 

Metallic Iron ........ eee ohh nnn 54.80 56.821 
Phosphorus......... cece eee eee ehh . 268 .117 


100.000 
56.037 
.272 


.055 
00.000 


101.539 - 


09.987 
.334 


160 
.085 
00.000 


100.206 
58.459 
.332 


100.315 
35.000 
.149 


a 


9ST 
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No. 1.—Brown Hematite. An aggregated nodular mass; 
the nodules compact and dark brown in color, held together 
by red and yellow ochre, with a few empty cells both within 
and between them. Streak, yellowish brown. Locality, site 


of old “Hale and Murdock Tron Works,” near Vernon, La- 
mar county. 


No. 2.—A compact limonite, with a few irregular cavities. ` 
Some of the cavities filled with red ochre. Color of fresh 
surface, dark brown, with the red ochre in spots. Exterior 
surface, brown, with a slightly reddish tinge. Streak, red- 
disn brown. Locality, site of old “Hale and Murdock Iron 
Works,” near Vernon, Lamar county. 


No. 3.—A concretionary limonite of uniform texture. Color, 
dark brown, with spots of red and yellow ochre filling some 
of the small cavities. Streak, reddish brown. Locality, 
near Vernon, Lamar county. | 


No. 4.—An oclitic limonite. Color, dark brown. Streak, 


brownish red. Locality, one mile east of Russellville, Frank. 
lin county. 


No. 5.—A limonite, with exterior surface smooth, glazed. 
Outer shell,.of radiating fibrous texture. Interior, compact, 
with strie through it. Exterior surface, black. Fractured 
surface, a dark liver color—brittle and very hard. Streak, 
dark brown. Locality, near Russelville, Franklin county. 


No. 6.—A. nodular, argillaceous, compact mass of brown 
clay iron-stone, with white streaks running through it in 
different directions. Color, a dull reddish brown, with a 
stony look externally. Streak, a yellowish brown. Locality, 
head-waters of Clear Creek, Winston county. 


10. 
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Bat Guano. 


> AMMOMA ias oa as 


O deeds A 
MET D ——— Tv eee 
Potash and Soda.................... 


Locality, North Alabama. 


99.923 


APPENDIX. +» 


List of Elevations above Mobile Bay, together with Distances from Memphis of the - 
Stations on the Memphis and Charleston Railroad, 


Stevenson, Ala............... 27170 miles AAA nerro uuas 602.80 feet. 
Bellefonte, €" ule des 259:0 OSE CE 639.19 * 
Seott's Mills,  .......o..o.... 25E A EU 651.84 * 
Larkin's, A apad us E SIC. q. 3 O 620.45 **. 
Woodville, . € ctas Dore MM arm 600.68 ** 
Paint Rock, ** ...... E NN 932.94 "SÉ Erona ds 595.68 ** 
Brownsboro, “f ............... "PRICE Pc 630.76 ** 
HUNTSVILLE, ‘h ......... nee DTP O E RE ote on Og A 619.14 * 
Madison, E Ah Grater, RE 209-3 ^ Ee in a ead des 573.13 * 
Moore's, as 199. 5. 2 es aes 601.32 ** 
DECATUR, uA nmi" ICE 572.89 ** 
. Trinity, Neal exea used fes 1023-07 E a ors due cad 633.61 ** 
Hillsboro, a Pe M 176/5- E 2205 0e zov eb ak etd 598.61 “+ 
Courtland, — * ............... 16820 4* id sins is 560.91 ** 
Jcnesboro, f eoe aig maa pt E 109.0 » * oXov. seu aaen eaaa 560.41 “s 
Leighton, A ains 155.9- "orsus Hb rV 562.71 ** 
TUSCUMBIA, “f ......ooomoo... DUM da 468.95 * 
Barton, cs 133:9 VE readied ee en 407.79 ** 
Dickson, «Paese. 196.6. * ...... .... MM 487.71 * 
' Iuka, | SCC RR NERONE, IN “6 PPP 554.85 66. 
Burns, St eheu A ove ee Ae ML Mc 463.10 < 
Glendale, $6 ccrtum aee Ge eost. HUM EE CR E Vedan 494.61 ** 
CORINTH, A AA DD M e Gos ea eens: 484.12 ** 
Chawalla, Tenn........ TEE 50v PEE Irc 408.61 ** 
Pocahontas, isis ees (M E Mn 394.31 + 
Middleton, — €... ences 69:3: pc E 407.13 ** 
Saulsberry, © icis c res DESO. 8 nlsi A se us 535.51 “ 
GRAND JUNC., *5 ..... pere TL c PPS 574.91 * 
La Grange,  '5........ ree 29.0. 38 uedexdutue rece br dS 530.74 * 
Moscow, FO oid duda diets num MEL cM 351.74 ** 
Lafayette, eC ee ee a OU A E E 315.54 ** 
Collierville, ‘* ............... Dor WE qe 978.54 “ 
Germantown, “ ..............- 14.5. AE Lo eS teed ate >, 877.89 “ 
Buntyn, OF pad ah Sates pie SOW GO. ie waa ais 303.54 ** 
MEMPHIS, ^ (65 ...... 2n UE E NR oa 245.44 + 
High water of the Mississippi at Memphis.................. 2220.44 + 
Low water  ** E E E A T pecus 170.44 «? 


